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* * * First Change * * * 
7.6.16
SMSRegistrationInfo
This information element contains an IP-SM-GW number and the address of a Short Message Service Centre. For the definition of an IP-SM-GW number and Service Centre Address, see 3GPP TS 23.008[27].

* * * Next Change * * * 
Table D.1: XML schema for the Sh user profile interface: simple data types

	Data type
	Tag
	Base type
	Comments

	tPriority
	Priority
	integer
	>= 0

	tProfilePartIndicator
	ProfilePartIndicator
	enumerated
	Possible values:

0 (REGISTERED)

1 (UNREGISTERED)

	tGroupID
	Group
	integer
	>= 0

	tRegistrationType
	RegistrationType
	enumerated
	Possible values:

0 (INITIAL_REGISTRATION)

1 (RE-REGISTRATION)

2 (DE-REGISTRATION)

	tDefaultHandling
	DefaultHandling
	enumerated
	Possible values: 

0 (SESSION_CONTINUED)

1 (SESSION_TERMINATED)

	tDirectionOfRequest
	SessionCase
	enumerated
	Possible values: 

0 (ORIGINATING_SESSION)

1 TERMINATING_SESSION 

2 (TERMINATING_UNREGISTERED)

3 (ORIGINATING_UNREGISTERED) 
4 (ORIGINATING_CDIV)

	tIMSUserState
	IMSUserState
	Enumerated
	Possible values:

0 (NOT_REGISTERED)

1 (REGISTERED)

2 (REGISTERED_UNREG_SERVICES)

3 (AUTHENTICATION_PENDING)

	tCSUserState
	CSUserState
	Enumerated
	Possible values (as defined in 3GPP TS 23.078 [14]):

0 (CAMELBusy)

1 (NetworkDeterminedNotReachable)

2 (AssumedIdle)

3 (NotProvidedfromVLR)

	tPSUserState
	PSUserState
	Enumerated
	Possible values (as defined in 3GPP TS 23.078 [14]):

0 (Detached)

1 (AttachedNotReachableForPaging)

2 (AttachedReachableForPaging)

3 (ConnectedNotReachableForPaging)

4 (ConnectedReachableForPaging)

5 (NotProvidedFromSGSN or MME)

6 (NetworkDeterminedNotReachable)

	tLocationNumber
	LocationNumber
	string
	Syntax described in ITU-T Q.763 [9] (Base64 encoded according to IETF RFC 2045 [15]).

Length >=4 and <=16 (multiples of 4).

	tCellGlobalId
	CellGlobalId
	string
	Syntax described in 3GPP TS 29.002 [13] (Base64 encoded according to IETF RFC 2045 [15]).

Length = 12.

	tServiceAreaId
	ServiceAreaId
	string
	Syntax described in 3GPP TS 29.002 [13] (Base64 encoded according to IETF RFC 2045 [15]).

Length = 12.

	tLocationAreaId
	LocationAreaId
	string
	Syntax described in 3GPP TS 29.002 [13] (Base64 encoded according to IETF RFC 2045 [15]).

Length = 8.

	tRoutingAreaId
	RoutingAreaId
	string
	Syntax described in 3GPP TS 29.002 [13] (Base64 encoded according to IETF RFC 2045 [15]).

Length = 8.

	tGeographicalInformation
	GeographicalInformation
	string
	Syntax described in 3GPP TS 29.002 (base 64 encoded according to IETF RFC 2045).

Length = 12.

	tGeodeticInformation
	GeodeticInformation
	string
	Syntax described in 3GPP TS 29.002 [13] (Base64 encoded according to IETF RFC 2045 [15]).

Length = 16.

	tAgeOfLocationInformation
	AgeOfLocationInformation
	integer
	>=0, <=32767

	tCSGId
	CSGId
	string
	Syntax described in 3GPP TS 29.002 [13] i.e. 5 octets BER encoded value of 27-bit BIT STRING (Base64 encoded according to IETF RFC 2045 [15]).

Length = 8.

	tAccessMode
	AccessMode
	string
	Syntax described in 3GPP TS 29.002 [13] (Base64 encoded according to IETF RFC 2045 [15]).

Length = 4.

	tTrackingAreaId
	TrackingAreaId
	string
	Syntax described in 3GPP TS 29.002 [13] (Base64 encoded according to IETF RFC 2045 [15]).

Length = 8.

	tE-UTRANCellGlobalId
	E-UTRANCellGlobalId
	string
	Syntax described in 3GPP TS 29.002 [13] (Base64 encoded according to IETF RFC 2045 [15]).

Length = 12.

	tAddressString
	Address
	string
	Syntax described in 3GPP TS 29.002 [13] (Base64 encoded according to IETF RFC 2045 [15]).

Length >= 4 and <=28 (multiples of 4).

	tMSISDN
	MSISDN, STN-SR, CSRN
	string
	Number structure described in 3GPP TS 23.003 [11]. ASCII encoded according to ANSI X3.4 [20].

	tSIP_URL
	IMSPublicIdentity
	anyURI
	Syntax described in IETF RFC 3261 [16]

	tTEL_URL
	IMSPublicIdentity
	anyURI
	Syntax described in IETF RFC 3966 [17]

	tDiameterURI
	DiameterURI
	string
	Syntax of a Diameter URI as described in IETF RFC 3588 [8]

	tIMSPublicIdentity
	IMSPublicIdentity
	(union)
	Union of tSIP_URL and tTEL_URL

	tIdentityType
	IdentityType
	enumerated
	Possible values:

0 (PUBLIC_USER_IDENTITY)

1 (DISTINCT_PSI)

2 (WILDCARDED_PSI)

3 (WILDCARDED_IMPU)

	tWildcardedPSI
	WildcardedPSI
	anyURI
	Syntax described in 3GPP TS 23.003 [11].

	tWildcardedIMPU
	WildcardedIMPU
	anyURI
	Syntax described in 3GPP TS 23.003 [11].

	tServiceInfo
	ServiceInfo
	string
	

	tDSAI-Tag
	DSAI-Tag
	string
	

	tString
	RequestURI, Method, Header, Content, Line, MMEName, AccessType, AccessInfo, AccessValue
	string
	

	tBool
	ConditionTypeCNF, ConditionNegated
	boolean
	Possible values: 

0 (false)

1 (true)

	tSequenceNumber
	SequenceNumber
	integer
	>=0, <=65535

	tPSIActivation
	PSIActivation
	enumerated
	Possible Values:

0 (INACTIVE)

1 (ACTIVE)

	tDSAI-Value
	DSAI-Value
	enumerated
	Possible values are:

0 (ACTIVE)

1 (INACTIVE)

	tServiceLevelTraceInfo
	ServiceLevelTraceInfo
	String
	Syntax described in clause 14 within IETF draft-dawes-sipping-debug [21]

	tIPv4Address
	IPv4Address
	String
	IPv4 address is represented in dotted-decimal notation (a sequence of four decimal numbers in the range 0 to 255, separated by ".", for example 192.168.1.1.

	tIPv6Prefix
	IPv6Prefix
	String
	ASCII encoded for the text representation of the address prefix. Syntax described in IETF RFC 4291 [24] and IETF RFC 5952 [41].

	tIPv6InterfaceIdentifier
	IPv6InterfaceIdentifier
	String
	ASCII encoded for the text representation of the address. Syntax described in IETF RFC 4291 [24] and IETF RFC 5952 [41].

	tServicePriorityLevel
	ServicePriorityLevel
	enumerated
	Possible values:

0 (Highest priority)

1

2

3

4 (Lowest priority)

	tUEIPReachabilityMME
	UEIPReachabilityMME
	enumerated
	Possible values:

0 (REACHABLE)

	tUEIPReachabilitySGSN
	UEIPReachabilitySGSN
	enumerated
	Possible values:

0 (REACHABLE)

	tIP-SM-GW-Number
	IP-SM-GW-Number
	String
	Syntax described in 3GPP TS 23.008[27]

	tIMSVoiceOverPSSessionSupport
	IMSVoiceOverPSSessionSupport
	enumerated
	Possible Values:

0 (IMS-VOICE-OVER-PS-NOT-SUPPORTED)

1 (IMS-VOICE-OVER-PS-SUPPORTED)

2 (IMS-VOICE-OVER-PS-SUPPORT-UNKNOWN)

	tRATtype
	RATtype
	enumerated
	Possible Values are defined in 3GPP TS 29.212 [28], subclause 5.3.31

	tDateTime
	LastUEActivityTime
	dateTime
	

	tUE-SRVCC-Capability
	UE-SRVCC-Capability
	enumerated
	Possible Values:

0 (UE-SRVCC-CAPABILITY-NOT-SUPPORTED)

1 (UE-SRVCC-CAPABILITY-SUPPORTED)

	tPriorityNamespace
	PriorityNamespace
	string
	Possible values are those of the namespaces that are defined in IETF RFC 4412 [25] or defined according to the IANA registration procedure described in IETF RFC 4412 [25] for Resource-Priority Namespaces. 

	tPriorityLevel
	PriorityLevel
	string
	Possible values depend on the PriorityNamespace and are specified with the associated namespace that is defined in IETF RFC 4412 [25] or defined according to the IANA registration procedure described in IETF RFC 4412 [25] for Resource-Priority Namespaces.

	tSCAddress
	SCAddress
	string
	SCAddress is an E.164 address where the digits are ASCII encoded according to ANSI X3.4 [20]. Leading indicators for the nature of address and the numbering plan shall not be included.

	tVisitedPLMNID
	VisitedPLMNID
	string
	Consists of Mobile Country Code (MCC) and Mobile Network Code (MNC) as described in 3GPP TS 23.003 [11]. It is a string with 3 digits MCC and 2 or 3 digits MNC.

	tTimeZone
	TimeZone
	string
	Syntax described in 3GPP TS 29.272 [26]

	tDaylightSavingTime
	DaylightSavingTime
	enumerated
	Possible values are defined in 3GPP TS 29.272 [26].

	tMSISDNType
	MSISDNType
	enumerated
	Possible values:

0 (BASIC)

1 (ADDITIONAL)

	tIMSI
	IMSI
	string
	Number structure described in 3GPP TS 23.003 [11]. ASCII encoded according to ANSI X3.4 [20].

	tTWAN-SSID
	TWAN-SSID
	string
	Syntax described in 3GPP TS 29.273 [34].

	tTWAN-BSSID
	TWAN-BSSID
	string
	Syntax described in 3GPP TS 29.273 [34].

	tTWANOperatorName
	TWANOperatorName
	string
	Syntax described in 3GPP TS 23.003 [11].

	tCivicAddress
	CivicAddress
	base64Binary
	Syntax described in subclause 3.1 of IETF RFC 4776 [35] excluding the first 3 octets (Base64 encoded according to IETF RFC 2045 [15]).

	tLogicalAccessID
	LogicalAccessID
	string
	Syntax described in ETSI ES 283 034 [37].

	tIMSPrivateUserIdentity
	IMSPrivateUserIdentity
	string
	Syntax described in 3GPP TS 23.003 [11]


* * * End of Change * * * 
