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	Reason for change:
	As specified in the subclause 4.3.25 of 3GPP TS 23.401 below, 
An optional subscription information parameter ("UE Usage Type") is used in the selection of a DCN. An operator configures which of his DCN(s) serves which UE Usage Type(s). Multiple UE Usage Types can be served by the same DCN. The HSS provides the "UE Usage Type" value in the subscription information of the UE to the MME/SGSN. The serving network selects the DCN based on the operator configured (UE Usage Type to DCN) mapping, other locally configured operator's policies and the UE related context information available at the serving network, e.g. information about roaming. Both standardized and operator specific values for UE Usage Type are possible.
When performing DNS procedure for DECOR, the MME/SGSN actually selects S(P)GW in the desired DCN, thus the MME/SGSN shall use mapped usage type (in reality, it is a DCN number) based on serving network operator configured policies.

	
	

	Summary of change:
	Clarify the Usage Type used during DNS procedure is mapped from the UE Usage Type in the subscription, based on the serving network operator configured policies.  
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* * * First Change * * * *
5.8.1
General

These procedures shall be employed in PLMNs deploying DCNs for:

-
discovering and selecting an SGW or PGW in a DCN serving a particular UE usage type; 

-
retrieving the MMEGI or Null-NRI/SGSN Group ID to identify the DCN serving a particular UE usage type and to determine whether to perform a NAS Message Redirection procedure (see subclause 5.19.1 of 3GPP TS 23.401 [11]); 
-
discovering and selecting a target MME or SGSN serving a particular UE usage type during a handover procedure with a MME or SGSN change. 
Editor's note: it is FFS whether other procedures specified in this specification may be affected for support of DCNs.

DNS procedures to support DCNs shall be supported as specified in the rest of the specification, with the additions specified in the following subclauses. 
The UE usage type used during DNS procedure shall be the one mapped from the UE Usage Type received from the HSS as part of the subscription, based on the serving network operator configured policies and the UE related context information available at the serving network, e.g. information about roaming. 
* * * End of Changes * * * *
