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*** 1st Change ***

4.5.25.1.2
PCEF procedures

The PCEF takes the following actions:

-
PCEF shall negotiate the support of NBIFOM and of the NBIFOM mode with the PCRF when the UE requests PDN connectivity over the first access. 

-
PCEF shall negotiate the support of NBIFOM and of the default access for NBIFOM with the PCRF when the UE requests PDN connectivity over an additional access. 
-
PCEF shall derive the NBIFOM routing rules transfered via the Gx interface based on the NBIFOM routing rules or IP flow mapping carried via the GTP signalling.

-
In a multi access IP-CAN session, PCEF shall associate the PCC rules to the allowed access within the IP-CAN session. The allowed access may be either explicitly included in the PCC Rule or the default NBIFOM access for the traffic on the IP-CAN session.

-
PCEF shall associate the PCC rules to an IP-CAN bearer within the allowed access by performing the bearer binding.

-
PCEF shall derive the NBIFOM routing rules transfered via the GTP signalling based on the received PCC rules from the PCRF.

-
The PCEF may provide the user location information and RAT type for each allowed access type to the PCRF.

-
The PCEF may provide the RAN rule information or access availability information received via the GTP signalling to the PCRF.
-
Route the IP flow(s) by using the routing access information which is part of the NBIFOM routing rules.

*** End of Changes ***
