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“The NBIFOM mode is selected by the network (i.e., the PCRF, if PCC is deployed; or the PGW, otherwise) with the following procedure:”
Therefore, it is proposed to refer to the TS 23.161 subclause 5.4.4 for the PCRF behavior on the selection of the NBIFOM mode. 
Additionally, also in the last SA2#114 meeting, the agreed S2-161858 includes the following change:

   “5.8
Removal of an access from a PDN connection
-
In the Network-initiated case, the PCRF shall indicate the removed access to the PCEF. The PCC rules corresponding to the removed access are automatically locally deleted by the PDN GW.”
The corresponding stage 3 change is needed to keep alignment with SA2. 
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*** 1st Change ***

4.5.25.1.1
PCRF procedures

The PCRF takes the following decisions:

-
The PCRF shall decide whether NBIFOM applies to the IP-CAN session.

-
The PCRF shall decide which NBIFOM mode applies to the IP-CAN session as defined in subcluase 5.4.4 of 3GPP TS 23.161 [51].

-
The PCRF shall decide the default NBIFOM access that applies to the IP-CAN session.

-
In UE-initiated mode or in network-initiated mode when UE requested IP flow mapping, the PCRF shall authorize the NBIFOM routing rules received from the PCEF based on user subscription and operator's policy and determine the allowed access type for the corresponding PCC rule(s) when the PCC rule(s) is installed.

-
The PCRF shall determine the allowed access type for the PCC rule when the PCC rule is installed in the Network-initiated mode.

-
In the network-initiated IP flow mobility procedure, the PCRF shall provide a NBIFOM routing rule identifier to every packet filter included in a PCC rule.

-
In the UE-initiated IP flow mobility within a PDN connection procedure and UE Requested IP Flow Mapping procedure, the PCRF shall map PCC rules one to one with corresponding NBIFOM routing rules received from the PCEF.

-
In network-initiated mode, the PCRF shall decide whether RAN rule handling applies to the IP-CAN session.

-
In network-initiated case, the PCRF shall indicate the removed access to the PCEF.
*** End of Changes ***

