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[bookmark: _Toc430972839][bookmark: _Toc430972840][bookmark: _Toc430973094]3.3	Table of optional features
Support of USIM Application Toolkit is optional for Mobile Equipment. However, if an ME states conformance with a specific 3GPP release, it is mandatory for the ME to support all functions of that release, as stated in table B.1, with the exception of the functions:
-	"Alpha identifier in REFRESH command supported by terminal";
-	"Event Language Selection";
-	"Proactive UICC: PROVIDE LOCAL INFORMATION (language)"; and
-	"Proactive UICC: LANGUAGE NOTIFICATION".
The support of letter classes, which specify mainly ME hardware dependent features, is optional for the ME and may supplement the USIM Application Toolkit functionality described in the present document. If an ME states conformance to a letter class, it is mandatory to support all functions within the respective letter class.
The supplier of the implementation shall state the support of possible options in table A.1.
Table A.1: Options
	Item
	Option
	Status
	Support
	Mnemonic

	
	 
[……….]

	
	
	

	83
	Terminal supports Toolkit-initiated GBA
	O
	
	O_Toolkit_GBA

	84
	Terminal supports display capability
	C002
	
	O_ No_Type_ND

	85
	Terminal supports keypad
	C002
	
	O_No_Type_NK

	
	
[………..]

	
	
	



[…]
	
3.4	Applicability table
Table B.1: Applicability of tests
	Item
	Description
	Re-lease
	Test sequence
(s)
	Rel 99 ME
	Rel-4 ME
	Rel-5 ME
	Rel-6 ME
	Rel-7 ME
	Rel-8 ME
	Rel-9 ME
	Rel-10 ME
	Rel-11 ME
	Rel-12 ME
	Rel-13 ME
	Terminal Profile
	Network Dependency
	Sup-port
	Additional test case execution parameter

	
	
[………………….]

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	32
	CLOSE CHANNEL	27.22.4.28
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
[………………….]

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	Default EPS bearer, successful
	Rel-8
	3.1
	
	
	
	
	
	C182
	C182
	C182
	C182
	C182
	C182
	E.1/89 AND E.1/90
	E-USS only
	
	

	
	EPS bearer with APN different from default APN, successful
	Rel-8
	3.2
	
	
	
	
	
	C182
	C182
	C182
	C182
	C182
	C182
	E.1/89 AND E.1/90
	E-USS only
	
	TCEP001,
TCEP002

	33
	RECEIVE DATA	27.22.4.29
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
[………………….]

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	



	

	TCEP001
	IF NOT A.1/84 THEN during the test execution, the display or the non-display of any alpha identifier, text string or icon shall be treated as successfully verified.

	TCEP002
	IF NOT A.1/85 THEN the terminal may open the channel without explicit confirmation by the user.

	AER001
	IF ((A.1/21 AND A.1/17) AND ((A.1/132 OR A.1/133) AND (A.1/134 OR A.1/64))) THEN R(27.22.4.27.6, Seq. 6.1) ELSE A
	-- (O_BIP_GPRS AND O_UDP) AND (O_BIP_eFDD OR O_BIP_eTDD) AND (O_UTRAN OR O_GERAN)

	AER002
	IF ( (A.1/132 OR A.1/133) AND (A.1/134 OR A.1/64))) THEN R(27.22.7.4 Seq. 1.1) ELSE A
	-- (pc_ BIP_eFDD OR pc_BIP_eTDD) AND (O_UTRAN OR O_GERAN)



	
[…]
27.22.4.28.3	CLOSE CHANNEL(E-UTRAN/EPC)
[……]
Expected sequence 3.2 (CLOSE CHANNEL, EPS bearer with APN different from default APN, successful)
	Step
	Direction
	MESSAGE / Action
	Comments

	1
	USER  ME
	Set and configure APN "Test12.rs" in the terminal configuration if required
	[see initial conditions]

	2
	UICC  ME
	PROACTIVE COMMAND PENDING: OPEN CHANNEL 6.3.1
	

	3
	ME  UICC
	FETCH
	

	4
	UICC  ME
	PROACTIVE COMMAND:
OPEN CHANNEL 6.3.1
	

	5
	ME  USER
	The terminal shall display the alpha identifier "Open Channel for UICC?" during the confirmation phase
	[IF NOT A.1/84 (No display) THEN the terminal shall ignore the alpha identifier]

	6
	USER  ME 
	The user confirms
	[IF NOT A.1/85 (No keypad) THEN the terminal may open the channel without explicit confirmation by the user]

	7
	ME  E-USS
	PDN CONNECTIVITY REQUEST
	

	8
	ME  E-USS
	ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST
	

	9
	USS  ME
	ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT
	

	10
	ME  UICC
	TERMINAL RESPONSE: OPEN CHANNEL 6.1.1A
OR
TERMINAL RESPONSE:
OPEN CHANNEL 6.1.1B
	[Command performed successfully

OR

Command performed with modifications]

	11
	UICC  ME
	PROACTIVE COMMAND PENDING: CLOSE CHANNEL 3.2.1
	

	12
	ME  UICC
	FETCH
	

	13
	UICC  ME
	PROACTIVE COMMAND: CLOSE CHANNEL 3.2.1
	

	14
	ME  E-USS
	The ME shall send a PDN CONNECTIVITY DISCONNECT REQUEST to the network disconnect only the EPS bearer which has been established with the Open Channel command
	

	15
	ME  E-USS 
	DEACTIVATE EPS BEARER CONTEXT REQUEST
	

	16
	E-USS  ME
	DEACTIVATE EPS BEARER CONTEXT ACCEPT
	

	17
	ME  UICC
	TERMINAL RESPONSE CLOSE CHANNEL 3.2.1
	[Command performed successfully]

	18
	USER  ME
	Wait 30 seconds then switch off the terminal
	



PROACTIVE COMMAND: OPEN CHANNEL 6.3.1
	Same as PROACTIVE COMMAND: OPEN CHANNEL 6.3.1 in clause 27.22.4.27.6.4.
TERMINAL RESPONSE: OPEN CHANNEL 6.1.1A
	Same as TERMINAL RESPONSE: OPEN CHANNEL 6.1.1A in clause 27.22.4.27.6.4. 
TERMINAL RESPONSE: OPEN CHANNEL 6.1.1B
	Same as TERMINAL RESPONSE: OPEN CHANNEL 6.1.1B in clause 27.22.4.27.6.4.
PROACTIVE COMMAND: CLOSE CHANNEL 3.2.1
Same as TERMINAL RESPONSE: CLOSE CHANNEL 3.1.1 as used in sequence 3.1
TERMINAL RESPONSE: CLOSE CHANNEL 3.2.1
Same as TERMINAL RESPONSE: CLOSE CHANNEL 3.1.1 as used in sequence 3.1
27.22.4.28.3.10.5	Test Requirement
The ME shall operate in the manner defined in expected sequences 3.1 to 3.2.


