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* * * First Change * * * * 
8.1.4
Permanent Failures

The Permanent Failure result codes shall use the values from 5001 to 5999 in the Experimental-Result-Code AVP. The reserved 3GPP specific Permanent Failure result codes are presented in the following table.

Table 8.1.4: 3GPP specific Permanent Failure result codes

	Experimental Result Code
	Result text
	Specified in the TS


***********Not shown for clarity*******

	5510
	DIAMETER_ERROR_UNAUTHORIZED_REQUESTING_ENTITY
	29.336 [28]

	5511
	DIAMETER_ERROR_UNAUTHORIZED_SERVICE
	

	5512
	DIAMETER_ERROR_REQUESTED_RANGE_IS_NOT ALLOWED
	

	5513
	DIAMETER_ERROR_CONFIGURATION_EVENT_STORAGE_NOT_SUCCESSFUL
	

	5514
	DIAMETER_ERROR_CONFIGURATION_EVENT_NON_EXISTANT
	

	5515
	DIAMETER_ERROR_SCEF_REFERENCE_ID_UNKNOWN
	

	
	
	

	Note: The Experimental Result Codes from 5516 to 5529 are reserved for the TS 29.336.


***********Not shown for clarity*******
* * * End of Changes * * * *

