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	Reason for change:
	The Accept-Contact header field is used when an dialog creating SIP request or SIP stand-alone request shall be forked by IMS on the terminating side (i.e. home to visited direction). When an MCPTT client sends a SIP MESSAGE request towards a MCPTT server in the home network, the  Accept-Contact header field in the direction visited to a server in the home network with the feature tag g.3gpp.mcptt media feature tag is not needed.

	
	

	Summary of change:
	Clarified that the Accept-Contact in the SIP MESSAGE is only required on the home-visited direction on the roaming II-NNI.

	
	

	Consequences if not approved:
	Unnecessary requirements can cause confusion and cause interoperability problems.
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---------------------------------------------- 1st change ---------------------------------------
28.2.2
MBMS transmission usage and location procedures

Service specific requirements in accordance with 3GPP TS 24.379 [201] clauses 13 and 14 shall be supported over the II-NNI.
The MESSAGE request containing the "application/vnd.3gpp.mcptt-usage-info+xml" MIME body shall be supported over the roaming II-NNI.

The MESSAGE request containing the "application/vnd.3gpp.mcptt-location-info+xml" MIME body shall be supported over the roaming II-NNI.

The P-Preferred-Service header field with the value "urn:urn-7:3gpp-service.ims.icsi.mcptt" of the MESSAGE request shall be supported at the roaming II-NNI.

The "g.3gpp.mcptt" media feature tag in the Accept-Contact header field of the MESSAGE request shall be supported from the home network to the visited network at the roaming II-NNI.

The "g.3gpp.icsi-ref" media feature tag with the value "urn:urn-7:3gpp-service.ims.icsi.mcptt" in the Accept-Contact header field of the MESSAGE request shall be supported at the roaming II-NNI.
---------------------------------------------- End change -------------------------------------

