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	Reason for change:
	Due to the introduction of the "ACB skip" feature, EMM may be informed when the upper layers (i.e. the IMS/SIP client) initiates an MMTEL call for voice or video. 

It is proposed to further align the handling of MMTEL voice/video calls and  CSFB calls when the UE is in EMM-REGISTERED.ATTEMPTING-TO-UPDATE. I.e. in this substate, a request for an MMTEL voice call or video call may trigger a  TAU or combined TAU procedure, if timer T3346 is not running.

	
	

	Summary of change:
	Upon receipt of a request for an MMTel voice call or video call from the upper layer, the UE may trigger a TAU or combined procedure, if timer T3346 is not running. 

	
	

	Consequences if not approved:
	Unnecessarily bad user experience. When in ATTEMPTING-TO-UPDATE, the subscriber may have to wait for the expiry of timer T3402 (default value 12 min), before he can setup an MMTEL voice call or video call, whereas for a CSFB call the UE can access the network immediately.
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5.2.3.2.2
ATTEMPTING-TO-UPDATE

The UE:

-
shall not send any user data;

-
shall initiate tracking area updating on the expiry of timers T3411, T3402 or T3346;
-
shall initiate tracking area updating when entering a new PLMN, if timer T3346 is running and the new PLMN is not equivalent to the PLMN where the UE started timer T3346, the PLMN identity of the new cell is not in one of the forbidden PLMN lists, and the tracking area is not in one of the lists of forbidden tracking areas;
-
shall initiate tracking area updating when the tracking area of the serving cell has changed, if timer T3346 is not running, the PLMN identity of the new cell is not in one of the forbidden PLMN lists and the tracking area is not in one of the lists of forbidden tracking areas;
-
may initiate a tracking area updating procedure upon request of the upper layers to establish a PDN connection for emergency bearer services;
-
shall initiate tracking area updating procedure upon request of the upper layers to establish a PDN connection without the NAS signalling low priority indication as specified in subclause 5.5.3.2.6, item l), if timer T3346 is running due to a NAS request message (TRACKING AREA UPDATE REQUEST or EXTENDED SERVICE REQUEST) which contained the low priority indicator set to "MS is configured for NAS signalling low priority"and timer T3402 and timer T3411 are not running;

-
may detach locally and initiate an attach for emergency bearer services even if timer T3346 is running;
-
shall use requests for non-EPS services from CM layers to trigger a combined tracking area updating procedure, if timer T3346 is not running (see subclause 5.5.3.3), or to attempt to select GERAN or UTRAN radio access technology and proceed with the appropriate MM and CC specific procedures;

-
may use requests for an MMTEL voice call or MMTEL video call from the upper layers to initiate tracking area updating, if timer T3346 is not running;

-
shall initiate tracking area updating in response to paging, if timer T3346 is running; and

-
shall initiate tracking area updating if the EPS update status is set to EU2 NOT UPDATED, and timers T3411 and T3402 are not running.
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