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	Reason for change:
	1.

The timer T3396 could be started due to the release message from the network as specified in subclause 6.1.3.4.2of TS24.008:

If the SM cause value is #26 "insufficient resources", the network may include a value for timer T3396 in the DEACTIVATE PDP CONTEXT REQUEST message.
If the timer value indicates neither zero nor deactivated, the MS shall stop the timer T3396 associated with the corresponding APN, if it is running. The MS shall start timer T3396 with received value 
However in 6.1.3.12, Handling session management request for UE configured for dual priority, the above condition for T3396 start is missing.

2. ACTIVATE MBMS CONTEXT REQUEST is sent to establish an MBMS context in the MS and in the network, not for an active PDP context.


	
	

	Summary of change:
	1. add a missing condition for Timer T3396 start

2. move the ”ACTIVATE MBMS CONTEXT REQUEST message” to the first bullet 


	
	

	Consequences if not approved:
	Missing condition for T3396 running, which could cause confusion for implementation.
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***** Next change *****
6.1.3.12
Handling session management request for MS configured for dual priority

If timer T3396 is running for a specific APN due to one of the following reasons:

-
an ACTIVATE PDP CONTEXT REQUEST, ACTIVATE SECONDARY PDP CONTEXT REQUEST, MODIFY PDP CONTEXT REQUEST or ACTIVATE MBMS CONTEXT REQUEST message containing the low priority indicator set to "MS is configured for NAS signalling low priority" was rejected with a timer value for timer T3396 and SM cause value #26 "insufficient resources"; or,

-
a DEACTIVATE PDP CONTEXT REQUEST message was received with a timer value for timer T3396 and SM cause value #26 "insufficient resources" for a PDP context established with the low priority indicator set to "MS is configured for NAS signalling low priority", 
upon request of the upper layers the MS can:

-
send an ACTIVATE PDP CONTEXT REQUEST message or ACTIVATE MBMS CONTEXT REQUEST message to the same APN, with low priority indicator set to "MS is not configured for NAS signalling low priority"; or,
-
send an ACTIVATE SECONDARY PDP CONTEXT REQUEST, or MODIFY PDP CONTEXT REQUEST, with low priority indicator set to "MS is not configured for NAS signalling low priority", for an active PDP context established with low priority indicator set to "MS is not configured for NAS signalling low priority" exists.
If timer T3396 is running, because an ACTIVATE PDP CONTEXT REQUEST, ACTIVATE SECONDARY PDP CONTEXT REQUEST or MODIFY PDP CONTEXT REQUEST message without APN containing the low priority indicator set to "MS is configured for NAS signalling low priority" was rejected with a timer value for timer T3396 and SM cause value #26 "insufficient resources", upon request of the upper layers the MS can:

-
send an ACTIVATE PDP CONTEXT REQUEST message with low priority indicator set to "MS is not configured for NAS signalling low priority"; or
-
send an ACTIVATE SECONDARY PDP CONTEXT REQUEST or MODIFY PDP CONTEXT REQUEST message, with low priority indicator set to "MS is not configured for NAS signalling low priority", for an active PDP context established with low priority indicator set to "MS is not configured for NAS signalling low priority" exists.
For requests with low priority indicator set to "MS is configured for NAS signalling low priority", the MS shall follow the procedures specified in subclause 6.1.3.1.3.
***** Next change *****
