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*** 1st Change ***

4b.4.1
PCRF
The PCRF (Policy Control and Charging Rules Function) is a functional element that encompasses policy control decision. The PCRF provides network control regarding the application detection, gating, bandwidth limitation, redirection and application based charging (except credit management) towards the TDF.

The PCRF may provision ADC Rules to the TDF via the Sd reference point.

The PCRF ADC Rule decisions may be based on one or more of the following:

-
Information obtained from the PCEF via the Gx reference point, e.g. request type, subscriber/device related information, location information.
-
Information obtained from the SPR via the Sp reference point, e.g. subscriber related data. The subscription information may include user profile configuration indicating whether application detection and control should be enabled.

NOTE:
The details associated with the Sp reference point are not specified in this Release. The SPR's relation to existing subscriber databases is not specified in this Release.
-
Information obtained from the TDF via the Sd reference point, e.g. detected application, usage monitoring report.

-
Information obtained from the BBERF via the Gxx reference point.
-
Information obtained from the AF via the Rx reference point, e.g. an AF application identifier.
-
Own PCRF pre-configured information.

The PCRF shall inform the TDF through the use of ADC rules, if applicable, on the treatment of applications, in accordance with the PCRF policy decisions.
It is PCRF's responsibility to coordinate the PCC rules and QoS rules, if applicable, with ADC rules in order to ensure consistent service delivery.
The PCRF may use one or more pieces of information defined in the subclause as input for the selection of traffic steering policies used to control the steering of the subscriber's traffic to appropriate (S)Gi-LAN service functions.

*** End of Changes ***

