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***** First change *****
11
Mandatory Support of SDP and H.248.1 annex C information elements

This section shall be in accordance with the subclause "Mandatory Support of SDP and H.248.1 annex C information elements" in ITU-T Recommendation Q.1950 [23] (see 3GPP TS 29.205 [7]) with the following requirements: 
· Mc Single Codec encoding:

The ACodec property in H.248 binary encoding and codecconfig attribute in H.248 text encoding are set as defined in ITU-T Recommendation Q.765.5 [24], for single codec information (figure 14/Q.765.5), where the Codec Information is defined either in ITU-T Recommendation Q.765.5 [24] or in another specification for the given Organization Identifier. For 3GPP codecs these are defined in 3GPP TS 26.103 [16]. The codecconfig and ACodec parameters contain the contents of the Single Codec IE, excluding the Single Codec Identifier, Length Indication and Compatibility Information.

The ‘vsel’ attribute is omitted in H.248 text encoding.
Example of encoding of an AMR codec:

Acodec = 0206959504 (binary encoding)

codecconfig = 0206959504  (text encoding)

where the AMR parameters are: ETSI, UMTS_AMR_2, [ACS={4.75, 5.90, 7.4, 12.2}, SCS={4.75, 5.90, 7.4, 12.2}, OM=0, MACS=4] 

Example of encoding of a G.711 codec:

Acodec = 0101  (binary encoding)

codecconfig = 0101  (text encoding) 

where the G.711 parameters are: ITU-T, G.711 64kps A-law
Example of encoding of an EVS codec:

Acodec = 020E01 (binary encoding)

codecconfig = 020E01 (text encoding)

where the EVS parameters are: ETSI, UMTS_EVS, Config-EVS-Code=1, and Config-EVS-Code 2 is not present
NOTE:
The "Mc Single Codec IE" differs from the ITU-T defined "Single Codec IE", while on the Nc interface (i.e. in OoBTC) the ITU-T Single Codec IE is used without deviation.


The Acodec property or codecconfig attribute set to the MuMe Dummy codec denotes a multimedia call. The Acodec property and codecconfig attribute shall never be set to the MuMe2 Dummy codec. See 3GPP TS 26.103 [16] and 3GPP TS 23.172 [37].
For further definition see Annex C.15.
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