	
3GPP TSG-CT WG1 Meeting #100	C1-164415
Guilin (P.R. of China), 17-21 October 2016
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	24.161
	CR
	0023
	rev
	-
	Current version:
	13.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	UE-initiated IP flow mapping

	
	

	Source to WG:
	Huawei, HiSilicon

	Source to TSG:
	C1

	
	

	Work item code:
	NBIFOM-CT
	
	Date:
	2016-10-08

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-13

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)

	
	

	Reason for change:
	As requested by CT1, CT4 has defined a new indication from PGW to SGSN, quote from reply LS(C4-164295) from CT4 to CT1:

CT4 has discussed the solutions and defined a Triggering SGSN initiated PDP Context Creation/Modification Indication (TSPCMI) from PGW to S4-SGSN in the Create Session Response message. 
When the flag is set in the PDP Context Creation Procedure, in the subsequent UE_initiated PDP Context Modification procedure, when the NBIFOM container is included, the S4-SGSN accepts the UE initiated PDP Context Modification procedure and initiates SGSN initiated PDP Context Creation/modification procedures respectively towards UE to transfer the NBIFOM container received from the PGW either in Create Bearer Request or Update Bearer Request message. Please find the details in the agreed CT4 CRs (C4-164211/164212).

Based on the TSPCMI indication, the SGSN can now know whether to initiate the PDP context creation/modification procedure or send the PDP context accept message to transport the NBIFOM IE. The corresponding SGSN behaviour should be defined in the UE-initiated IP flow mapping procedure. 

	
	

	Summary of change:
	Define the SGSN behaviour in the UE-initiated IP flow mapping procedure. 

	
	

	Consequences if not approved:
	Editor’s note remains in the current specification. This results in problem as especially, the SGSN cannot know when to trigger the additional PDP context creation/modification procedure to forward the received NBIFOM container IE to the UE.
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***** First change *****
[bookmark: _Toc462928801]5.5.2.1	UE-initiated IP flow mapping over GERAN or UTRAN
If the SGSN receives an NBIFOM container IE in an Update Bearer Request message or a Create Bearer Request message and the SGSN stored a Triggering SGSN initiated PDP Context Creation/Modification Indication received in the PDP Context Creation Procedure as specified in 3GPP TS 29.274 [7] from the SGW, the SGSN shall include the received NBIFOM container IE in the MODIFY PDP CONTEXT REQUEST message or the REQUEST SECONDARY PDP CONTEXT ACTIVATION message to the UE as specified in 3GPP TS 24.008 [3]. Before that, the SGSN shall also reply the MODIFY PDP CONTEXT ACCEPT message without the NBIFOM container IE in order to reply the MODIFY PDP CONTEXT REQUEST message sent by the UE.
Editor's notes: How the SGSN distinguish the procedures depends on the CT4’s decision.
If the SGSN receives a Bearer Resource Failure Indication message including NBIFOM container IE from the SGW as specified in 3GPP TS 29.274 [7], the SGSN shall include the received NBIFOM container IE in the MODIFY PDP CONTEXT REJECT message to the UE as specified in 3GPP TS 24.008 [3].
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