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	Cat
	Vsn
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	24.244
	39
	3
	Rel-14
	Additional PDN connection not allowed via trusted WLAN in MCM when using emergency service
	B
	13.4.0
	C1-165459
	ZTE
	SEW2-CT
	5.2.1
	 

	24.302
	581
	1
	Rel-14
	Correction to "IMSI is unauthenticated"
	F
	14.1.0
	C1-164563
	Intel Corporation, Huawei, HiSilicon
	SEW2-CT
	3.1, 4.4.1, 7.4.4
	 

	24.302
	580
	2
	Rel-14
	Determining same country location for UE and the connected ePDG
	B
	14.1.0
	C1-164769
	Intel Corporation, Rogers Communications, TeliaSonera, Deutsche Telekom
	SEW2-CT
	7.2.5
	 

	24.229
	5747
	2
	Rel-14
	Emergency number determination for call over WLAN
	B
	14.1.0
	C1-164867
	Nokia, Alcatel-Lucent Shanghai Bell, Verizon
	SEW2-CT
	R.2.2.6.1
	 

	24.302
	597
	3
	Rel-14
	Emergency session for UICC-less and unauthenticated UEs over trusted access
	B
	14.1.0
	C1-165440
	Nokia, Alcatel-Lucent Shanghai Bell, Verizon
	SEW2-CT
	6.4.3.5.2A (new), 6.4.3.5.3A (new)
	 

	24.302
	595
	3
	Rel-14
	Emergency session for UICC-less and unauthenticated UEs over untrusted access
	B
	14.1.0
	C1-165439
	Nokia, Alcatel-Lucent Shanghai Bell, Verizon
	SEW2-CT
	7.2.5, 7.4.4
	TS/TR 23.003 CR 0449 (CT4)

	24.302
	572
	1
	Rel-14
	ePDG emergency service support indication to the UE
	B
	14.1.0
	C1-164553
	ZTE, Ericsson
	SEW2-CT
	7.4.1.1, 7.2.5, 8.1.2.3, 8.2.9.x(new)
	 

	24.302
	574
	2
	Rel-14
	Handover of emergency PDN connection from 3GPP access to untrusted non-3GPP access
	B
	14.1.0
	C1-164756
	Ericsson, Verizon, Nokia, Alcatel-Lucent Shanghai Bell
	SEW2-CT
	7.2.5, 7.4.4
	 

	24.008
	2996
	3
	Rel-14
	Handover of emergency PDN connection from non-3GPP access to 3GPP access
	B
	14.1.0
	C1-164870
	Ericsson,Verizon, Nokia, Alcatel-Lucent Shanghai Bell
	SEW2-CT
	10.5.6.17
	 

	24.008
	2996
	4
	Rel-14
	Handover of emergency PDN connection from non-3GPP access to 3GPP access
	B
	14.1.0
	C1-165109
	Ericsson,Verizon, Nokia, Alcatel-Lucent Shanghai Bell
	SEW2-CT
	10.5.6.17
	 

	24.301
	2580
	2
	Rel-14
	Handover of emergency PDN connection from non-3GPP access to 3GPP access
	B
	14.1.0
	C1-165108
	Ericsson, Verizon, Nokia, Alcatel-Lucent Shanghai Bell
	SEW2-CT
	3.1, 6.4.1.3, 6.4.2.3, 6.4.3.3, 6.4.4.3, 6.5.1.2, 6.5.1.3, 6.5.1.4.1, 6.5.1.4.2, 6.5.1.4.3, 6.5.1.5, 6.5.1.6, 6.5.3.4.2, 6.5.4.4.2, 6.5.5, 8.3.20.3, D.1
	 

	24.302
	586
	1
	Rel-14
	IMEI not accepted cause for rejection of ES request via trusted WLAN
	B
	14.1.0
	C1-164564
	ZTE
	SEW2-CT
	6.4.2.6.2, 8.1.4.17.1, 8.1.4.17.2
	 

	24.302
	587
	1
	Rel-14
	IMEI not accepted cause for rejection of ES request via untrusted WLAN
	B
	14.1.0
	C1-164565
	ZTE
	SEW2-CT
	7.2.5, 7.4.4, 8.1.2.2
	 

	24.302
	588
	8
	Rel-14
	IMSI as identification for emergency services over WLAN
	B
	14.1.0
	C1-165438
	Nokia, Alcatel-Lucent Shanghai Bell, Verizon
	SEW2-CT
	3.1, 4.4.1
	TS/TR 23.003 CR 0449 (CT4)

	27.007
	501
	-
	Rel-14
	Indication of access transfer of PDN for emergency bearer services from non-3GPP access network
	B
	14.1.0
	C1-164899
	Intel Corporation
	SEW2-CT
	10.1.1
	 

	24.302
	589
	1
	Rel-14
	NAI as user identity in the IDi payload of IKE_AUTH message
	B
	14.1.0
	C1-164566
	Nokia, Alcatel-Lucent Shanghai Bell, Verizon
	SEW2-CT
	6.5.2.2.2.1
	 

	24.302
	573
	4
	Rel-14
	New emergency PDN connection in TWAN and handover of emergency PDN connection from 3GPP access to TWAN
	B
	14.1.0
	C1-165354
	Ericsson, Verizon, Nokia, Alcatel-Lucent Shanghai Bell
	SEW2-CT
	6.4.2.6.2, 6.4.2.6.3, 6.4.2.6.4, 6.4.3.5.1, 6.4.3.5.2, 6.4.3.5.3, 8.1.4.4, 8.1.4.8
	 

	24.244
	37
	2
	Rel-14
	New emergency PDN connection in TWAN/MCM and handover of emergency PDN connection from 3GPP access to TWAN/MCM
	B
	13.4.0
	C1-165110
	Ericsson, Verizon, Nokia, Alcatel-Lucent Shanghai Bell
	SEW2-CT
	3.1, 5.1.1, 5.2.2, 5.2.3, 5.2.4, 5.2.6
	 

	24.229
	5707
	5
	Rel-14
	Providing the current UE location during emergency call
	B
	14.1.0
	C1-165423
	Ericsson, Qualcomm Incorporated
	SEW2-CT
	2, 4.7.5, 5.1.6.8.2, 5.1.6.8.3, 5.1.6.8.4, 5.1.6.x (new), 5.1.6.x.1 (new), 5.1.6.x.2 (new), 5.1.6.x.3 (new), 5.11.2, 5.11.4.x (new), 5.11.4.y (new), 5.11.x (new), 5.11.x.1 (new), 5.11.x.2 (new), 5.11.x.3 (new), 5.12.3.x (new), 7.12.x (new), 7.12.x.1 (new), 7.12.x.1.1 (new), 7.12.x.1.2 (new), 7.12.x.1.3 (new), 7.12.x.1.4 (new), 7.12.x.1.5 (new), 7.12.x.1.6 (new), 7.12.x.1.7 (new), 7.12.x.1.8 (new), 7.12.x.1.9 (new), 7.12.x.1.10 (new), 7.12.x.2 (new), 7.12.x.2.1 (new), 7.12.x.2.2 (new), 7.12.x.2.3 (new), 7.12.x.2.4 (new), 7.12.x.2.4 (new), 7.12.x.2.5 (new), B.2.2.6.x (new), E.2.2.6.x (new), H.2.2.6.x (new), L.2.2.6.x (new), M.2.2.6.x (new), O.2.2.6.x (new), Q.2.2.6.x (new), R.2.2.6.x (new), S.2.2.6.x (new).
	TS 23.167 CR 0312 (SA2)

	24.237
	1260
	1
	Rel-14
	PS to CS session continuity, dual radio session transfer of emergency session
	B
	14.1.0
	C1-164490
	Nokia, Alcatel-Lucent Shanghai-Belll
	SEW2-CT
	3.1, 6A.2.2.2, 7.4.2, 9.2.1AAA (new), 9.9.1 (new), C.28 (new), C.29 (new), G.2, G.3
	 

	24.229
	5712
	-
	Rel-14
	PSAP callback after emergency call via ePDG compliant to Rel-14
	F
	14.1.0
	C1-164098
	Ericsson
	SEW2-CT
	R.2.2.6.1
	 

	24.302
	594
	1
	Rel-14
	Request IMEI from UE with unauthenticated IMSI via untrusted WLAN
	B
	14.1.0
	C1-165357
	ZTE
	SEW2-CT
	7.2.6, 7.4.4
	 

	24.302
	596
	2
	Rel-14
	Support of Emergency session establishment over trusted access
	B
	14.1.0
	C1-165441
	Nokia, Alcatel-Lucent Shanghai Bell, Verizon
	SEW2-CT
	6.4.2.6.2A (new), 6.4.2.6.3A (new), 6.4.2.6.3B (new), 6.4.3.5.3B (new)
	 


