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	Reason for change:
	According to current specification, UE can enter in to EMM-DEREGISTERED.PLMN-SEARCH state if UE with valid USIM is switched on. However in 24.301 there exist many other scenarios for which UE can enter in to to EMM-DEREGISTERED.PLMN-SEARCH state (other than from switch on).

In 24.301 definition of to EMM-DEREGISTERED.PLMN-SEARCH state has been given below.

<24.301 spec ref starts>

5.1.3.2.3.5
EMM-DEREGISTERED.PLMN-SEARCH

The substate EMM-DEREGISTERED.PLMN-SEARCH is chosen in the UE, if the UE with a valid USIM is switched on.

</24.301 spec ref ends>

Looking at corresponding definition for GMM-DEREGISTERED.PLMN-SEARCH state in 24.008, we see a broader more logical and accurate description of that substate.

<24.008 spec ref starts>

4.1.3.1.2.7
GMM-DEREGISTERED.PLMN-SEARCH

The mobile station is searching for PLMNs. This substate is left either when a cell has been selected (the new substate is NORMAL-SERVICE or LIMITED-SERVICE) or when it has been concluded that no cell is available at the moment (the new substate is NO-CELL-AVAILABLE).

</24.008 spec ref ends>

Similarly for EMM-DEREGISTERED.NO-IMSI state (in 24.301) it ismentioned UE can enter in this state only if UE is switched on without a valid USIM inserted. Whereas in 24.301 many other scenarios exist for which UE can enter in to EMM-DEREGISTERED.NO-IMSI state.

In 24.301 definition for EMM-DEREGISTERED.NO-IMSI state has been given as below.

<24.301 spec ref starts>

5.1.3.2.3.6
EMM-DEREGISTERED.NO-IMSI

The substate EMM-DEREGISTERED.NO-IMSI is chosen in the UE, if the UE is switched on without a valid USIM inserted.

</24.301 spec ref ends>

Again, if one looks  at corresponding definition in 24.008 for GMM-DEREGISTERED.NO-IMSI state the descriotion there is broader, more logical and accurate.

<24.008 spec ref starts>

4.1.3.1.2.5
GMM-DEREGISTERED.NO-IMSI

No valid subscriber data is available (no SIM/USIM, or the SIM/USIM is not considered valid by the ME) and a cell has been selected. 

</24.008 spec ref ends>

We suggest 24.301 state definitions be in line with corresponding GMM state descriptions in 24.008 to provide more accurate information.

	
	

	Summary of change:
	State description of EMM-DEREGISTERED.PLMN-SEARCH and EMM-DEREGISTERED.NO-IMSI alligned with equivalent definitions of GMM state available in 24.008.

	
	

	Consequences if not approved:
	Inconsistent state descriptions for EMM-DEREGISTERED.PLMN-SEARCH and EMM-DEREGISTERED.NO-IMSI remains.
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	Other comments:
	


* * * first change * * * 
5.1.3.2.3.5
EMM-DEREGISTERED.PLMN-SEARCH

The substate EMM-DEREGISTERED.PLMN-SEARCH is chosen in the UE, if the UE is searching for PLMNs. This substate is left either when a cell has been selected (the new substate is NORMAL-SERVICE or LIMITED-SERVICE) or when it has been concluded that no cell is available at the moment (the new substate is NO-CELL-AVAILABLE).
* * * next change * * * 
5.1.3.2.3.6
EMM-DEREGISTERED.NO-IMSI

The substate EMM-DEREGISTERED.NO-IMSI is chosen in the UE, if the UE has no valid subscriber data available (SIM/USIM not available, or the SIM/USIM is considered invalid by the UE) and a cell has been selected.
* * * end of change * * * 
