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* * * First Change * * * *

6.2.5
Reporting-Information-Request (RIR) Command

The Reporting-Information-Request (RIR) command, indicated by the Command-Code field set to 8388719 and the "R" bit cleared in the Command Flags field, is sent from:

-
the MME/SGSN to the SCEF;

-
the MME/SGSN to the IWK-SCEF and

-
the IWK-SCEF to the SCEF.
This command is originally defined in 3GPP TS 29.336 [5].
For the T6a/T6b interface, the Reporting-Information-Request command format is specified as following:
Message Format:

< Reporting-Information-Request > ::=
< Diameter Header: 8388719, PXY, 16777346 >

< Session-Id >

[ DRMP ]

{ Auth-Session-State }

{ Origin-Host }

{ Origin-Realm }

[ Destination-Host ]
{ Destination-Realm }

[ OC-Supported-Features ]
*[ Supported-Features ]

*[ Monitoring-Event-Report ]


*[ Proxy-Info ]

*[ Route-Record ]

*[AVP]
* * * Next Change * * * *

6.2.7
 Connection-Management-Request (CMR) Command

The Connection-Management-Request (CMR) command, indicated by the Command-Code field set to 8388732 and the "R" bit cleared in the Command Flags field, is sent from:

-
the MME or SGSN to the SCEF;

-
the MME or SGSN to the SCEF via the IWK-SCEF for roaming cases;
-
the SCEF to the MME or SGSN;

-
the SCEF to the MME or SGSN via the IWK-SCEF for roaming cases.
For the T6a/b, T6ai/bi, T7 interfaces, the Connection-Management-Request command format is specified as following:

Message Format:

< Connection-Management-Request > ::=   < Diameter Header: 8388732, PXY, 16777346 >

< Session-Id >

< User-Identifier >
< Bearer-Identifier >
[ DRMP ]

{ Auth-Session-State }

{ Origin-Host }

{ Origin-Realm }

[ Destination-Host ]

{ Destination-Realm } 

[ OC-Supported-Features ]

[ CMR-Flags ]
[ Maximum-UE-Availability-Time ]

*[ Supported-Features ]

[ Connection-Action ]

[ Service-Selection ]

[ Serving-PLMN-Rate-Control ]

[ Extended-PCO ]

[ 3GPP-Charging-Characteristics ] 
[ RAT-Type ]

[ Terminal-Information ]

[ Visited-PLMN-Id ]


*[ Proxy-Info ]

*[ Route-Record ]

*[AVP]

* * * Next Change * * * *

6.2.9
MO-Data-Request (ODR) Command

The MO-Data-Request (ODR) command, indicated by the Command-Code field set to 8388733 and the "R" bit cleared in the Command Flags field, is sent from:

-
the MME or SGSN to the SCEF;

-
the MME or SGSN to the IWK-SCEF and

-
the IWK-SCEF to the SCEF.

For the T6a/b, T6ai/bi, T7 interfaces, the MO-Data-Request command format is specified as following:

Message Format:

< MO-Data-Request > ::=   < Diameter Header: 8388733, PXY, 16777346 >

< Session-Id >

< User-Identifier >
< Bearer-Identifier >
[ DRMP ]

{ Auth-Session-State }

{ Origin-Host }

{ Origin-Realm }

[ Destination-Host ]

{ Destination-Realm } 

[ OC-Supported-Features ]

*[ Supported-Features ]

[ Non-IP-Data ]

*[ Proxy-Info ]

*[ Route-Record ]

[ RRC-Cause-Counter ]
*[AVP]

* * * Next Change * * * *

6.2.11
MT-Data-Request (TDR) Command

The MT-Data-Request (TDR) command, indicated by the Command-Code field set to 8388734 and the "R" bit cleared in the Command Flags field, is sent from:

-
the SCEF to the MME or SGSN;

-
the SCEF to the IWK-SCEF and

-
the IWK-SCEF to the MME or SGSN.
For the T6a/b, T6ai/bi, T7 interfaces, the MT-Data-Request command format is specified as following:
Message Format:

< MT-Data-Request > ::=   < Diameter Header: 8388734, PXY, 16777346 >

< Session-Id >

< User-Identifier >
< Bearer-Identifier >
[ DRMP ]

{ Auth-Session-State }

{ Origin-Host }

{ Origin-Realm }

[ Destination-Host ]
{ Destination-Realm }

[ OC-Supported-Features ]

*[ Supported-Features ]

[ Non-IP-Data ]
[ SCEF-Wait-Time ]

[ Maximum-Retransmission-Time ]


*[ Proxy-Info ]

*[ Route-Record ]

*[AVP]
* * * End Of Change * * * *

