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* * * First Change * * * *

3.14.x1
External Identifier for Monitoring Event Configuration
The External Identifier for Monitoring Event Configuration contains an External Identifier as defined in 3GPP TS 23.003 [5] and identifies the External Identifier in the subscription that is applicable for Monitoring Event Configuration (MONTE).

The External Identifier for Monitoring Event Configuration is permanent subscriber data and is stored in the HSS and conditionally in the SCEF, MME and SGSN.
* * * Next Change * * * *

3.14.x2
External Group Identifier
The External Group Identifier contains an External Group Identifier as defined in 3GPP TS 23.003 [5].

The External Group Identifier for Monitoring Event Configuration is permanent subscriber data and is stored in the HSS and conditionally in the SCEF.
* * * Next Change * * * *

5.9
Architecture Enhancements for Service Exposure storage (AESE)
Table 5.9-1: Overview of data used for AESE
	PARAMETER
	Subclause
	HSS
	MME
	SGSN
	SCEF
	TYPE

	International MS ISDN number 
	2.1.2
	C
	C
	C
	C
	P

	External Identifier Set
	2.1.10
	C
	-
	-
	C
	P

	SCEF-Reference-ID
	3.14.2
	C
	C
	C
	C
	T

	SCEF-ID
	3.14.3
	C
	C
	C
	C
	P

	Monitoring-Type
	3.14.4
	C
	C
	C
	C
	P

	Maximum-Number-of-Reports
	3.14.5
	C
	C
	C
	C
	P

	UE-Reachability-Configuration
	3.14.6
	C
	C
	C
	C
	P

	Monitoring-Duration
	3.14.7
	C
	C
	C
	C
	P

	Maximum-Detection-Time
	3.14.8
	C
	-
	-
	C
	P

	Reachability-Type
	3.14.9
	C
	-
	-
	C
	P

	Maximum Latency
	3.14.10
	C
	-
	-
	C
	P

	Maximum Response Time
	3.14.11
	C
	C
	C
	C
	P

	MONTE-Location-Type
	3.14.12
	C
	C
	C
	C
	P

	Accuracy
	3.14.13
	C
	C
	C
	C
	P

	Association-Type
	3.14.14
	C
	-
	-
	C
	P

	Charged-Party
	3.14.15
	C
	C
	C
	C
	P

	Remaining number of reports
	3.14.16
	C
	C
	C
	C
	T

	Periodic-Communication-Indicator
	3.14.17.1
	C
	C
	-
	C
	P

	Communication-Duration-Time
	3.14.17.2
	C
	C
	-
	C
	P

	Periodic-Time
	3.14.17.3
	C
	C
	-
	C
	P

	Scheduled-Communication-Time
	3.14.17.4
	C
	C
	-
	C
	P

	Stationary-Indication
	3.14.17.5
	C
	C
	-
	C
	P

	Validity-Time
	3.14.17.6
	C
	C
	-
	C
	P

	AESE-Subscription-Data
	3.14.18
	C
	-
	-
	-
	P

	SCEF-Realm
	3.14.19
	C
	C
	C
	C
	P

	External-Identifier for Monitoring Event Configuration
	3.14.x1
	C
	C
	C
	C
	P

	External Group Identifier
	3.14.x2
	C
	-
	-
	C
	P


* * * End of Changes * * * *

