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Abstract of document:

3GPP TS 24.282 specifies the signalling control protocols needed to support Mission Critical Data (MCData) communications as specified by 3GPP TS 23.282. This document specifies both on-network and off-network protocols.

The present document utilises the common functional architecture to support mission critical services as specified in 3GPP TS 23.280, in support of MCData communications.

The MCData service can be used for public safety applications and also for general commercial applications e.g. utility companies and railways.
The present document is applicable to User Equipment (UE) supporting the MCData client functionality, and to application servers supporting the MCData server functionality.
This document refers to new functionality provided by other Mission Critical Services (MCS) documents:

-
24.481
Mission Critical Services (MCS) group management Protocol specification 

-
24.482
Mission Critical Services (MCS) identity management Protocol specification 

-
24.483
Mission Critical Services (MCS) Management Object (MO)

-
24.484
Mission Critical Services (MCS) configuration management Protocol specification

Changes since last presentation to TSG CT:
Not applicable. This is the first presentation of this document to CT Plenary.
Outstanding Issues:

The following list constitutes the functionality in Stage 2 TS 23.282 that has been worked on, but aspects are remaining. It is expected that the following functionality will continue to be worked on in Rel-14:
· General sections, i.e. clause 3, clause 4, editor's notes (40%), etc.
· Security (30%)

· MC security is done, but MCData signalling and media security still remains.

· Configuration (90%)

· GMS-URI and IdMS-Token-Endpoint in “Off-Network” configuration documents and MO will need to be removed after discussion with SA6.

· KMS-URI work still needs to be done to in the user profile MO
· Initial MC Service Configuration will need to be updated to cover KMS-URI and initialisation of timers and counters introduced by MCData.

· SDS (95%)

· References to exact configuration need to be done

· Need to ensure that all necessary configuration checks are carried out.

· FD (95%)

· References to exact configuration need to be done

· Need to ensure that all necessary configuration checks are carried out.

Expected completion of this work: CT1#105 (end of August 2017).
Contentious Issues:

None
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