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	Reason for change:
	Scenario:

A MS may be registered for CS services only (no data). The MS may further be connected to a PLMN via non-3GPP access. It is currently not possible to inform the MS of “Non-3GPP NW provided policies” via LAU.

CR#3038 (C1-171913) ommitted enhancing the location area updating procedure. This ommision is considered an oversight and corrected herein.



	
	

	Summary of change:
	This CR introduces delivery of the policy mentioned in TS 22.101 to the MS via the in location area updating procedure.

Swapped UE for MS in 9.4.2.23.



	
	

	Consequences if not approved:
	Stage 1 and stage 2 requirements not met for location area updating procedure.
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	Other comments:
	


***** First change *****
9.2.13
Location updating accept

This message is sent by the network to the mobile station to indicate that updating or IMSI attach in the network has been completed. See table 9.2.15/3GPP TS 24.008.

Message type:
LOCATION UPDATING ACCEPT

Significance:

dual

Direction:


network to mobile station

Table 9.2.15/3GPP TS 24.008: LOCATION UPDATING ACCEPT message content

	IEI
	Information element
	Type/Reference
	Presence
	Format
	Length

	
	Mobility management
	Protocol discriminator
	M
	V
	½

	
	protocol discriminator
	10.2
	
	
	

	
	Skip Indicator
	Skip Indicator
	M
	V
	½

	
	
	10.3.1
	
	
	

	
	Location Updating
	Message type
	M
	V
	1

	
	Accept message type
	10.4
	
	
	

	
	Location area
	Location area
	M
	V
	5

	
	identification
	identification
	
	
	

	
	
	10.5.1.3
	
	
	

	17
	Mobile identity
	Mobile identity
	O
	 TLV
	3-10

	
	
	10.5.1.4
	
	
	

	A1
	Follow on proceed
	Follow on proceed
	O
	T
	1

	
	
	10.5.3.7
	
	
	

	A2
	CTS permission
	CTS permission
	O
	T
	1

	
	
	10.5.3.10
	
	
	

	4A
	Equivalent PLMNs
	PLMN list
	O
	TLV
	5-47

	
	
	10.5.1.13
	
	
	

	34
	Emergency Number List
	Emergency Number List

10.5.3.13
	O
	TLV
	5-50

	35
	Per MS T3212
	GPRS Timer 3

10.5.7.4a
	O
	TLV
	3

	D-
	Non-3GPP NW provided policies
	Non-3GPP NW provided policies
10.5.5.37
	O
	TV
	1


***** Next change *****
9.2.13.A
Non-3GPP NW provided policies
This IE is included if the network needs to indicate whether emergency numbers provided via non-3GPP access can be used to initiate MS detected emergency calls (see 3GPP TS 24.302 [156]). If this IE is not included then the MS shall interpret this as a receipt of an information element with all bits of the value part coded as zero.
***** Next change *****
9.4.2.23
Non-3GPP NW provided policies
This IE is included if the network needs to indicate whether emergency numbers provided via non-3GPP access can be used to initiate MS detected emergency calls (see 3GPP TS 24.302 [156]). If this IE is not included then the MS shall interpret this as a receipt of an information element with all bits of the value part coded as zero.

***** No more change *****
