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* * * First Change * * * *

7.3.200
Supported-Monitoring-Events
The Supported-Monitoring-Events AVP is of type Unsigned64 and it shall contain a bit mask. The meaning of the bits shall be as defined in table 7.3.200-1:

Table 7.3.200 -1: Supported-Monitoring-Events
	Bit
	Name
	Description

	0
	UE and UICC and/or new IMSI-IMEI-SV association
	only used on S6t interface

	1
	UE-reachability
	This bit shall be set if UE reachability Monitoring event is supported in the MME/SGSN

	2
	Location-of-the-UE
	This bit shall be set if Location of the UE and change in location of the UE Monitoring event is supported in the MME/SGSN

	3
	Loss-of-connectivity
	This bit shall be set if Loss of connectivity Monitoring event is supported in the MME/SGSN

	4
	Communication-failure
	This bit shall be set if Communication failure Monitoring event is supported in the MME/SGSN

	5
	Roaming-status
	only used on S6t interface

	6
	Availability after DDN failure
	This bit shall be set if Availability after DDN failure Monitoring event is supported in the MME/SGSN

	X
	Idle Status Indication
	This bit shall be set if Idle Status Indication reporting is supported in the MME/SGSN

	NOTE:
Bits not defined in this table shall be cleared by the sender and discarded by the receiver of the command.
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