Page 1



3GPP TSG CT4 Meeting #79
C4-174223
Krakow, Poland; 21st – 25th August 2017
revision of C4-174072 
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	23.008
	CR
	0532
	rev
	1
	Current version:
	15.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:

	Access Restriction for NR

	
	

	Source to WG:
	Nokia, Alcatel-Lucent Shanghai Bell, Ericsson, AT&T

	Source to TSG:
	CT4

	
	

	Work item code:
	EDCE5-CT
	
	Date:
	2017-08-22

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	To introduce subscribed access restriction to New Radio (NR) 

	
	

	Summary of change:
	Add NR to the Access Restriction Data

	
	

	Consequences if not approved:
	Requirement from 23.401 not met. See CR in S2-173687

	
	

	Clauses affected:
	2.4.18

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


* * * First Change * * * *

2.4.18
Access Restriction Data

The use of this data is described in 3GPP TS 23.221 [57] and in 3GPP TS 23.401 [74] clauses 4.3.28 and 4.3.2a.
The Access Restriction Data is permanent subscriber data and is conditionally stored per PLMN in the HLR/HSS, the VLR, the SGSN and the MME. 

The parameter takes either of the following values:

-
GERAN not allowed, the subscriber shall not be allowed to access the network in GERAN radio access. Valid for Idle and Connected mode;

-
UTRAN not allowed, the subscriber shall not be allowed to access the network in LA/RAs using a UTRAN radio access. Valid for Idle and Connected mode;
-
E-UTRAN not allowed, the subscriber shall not be allowed to access the network in TAs using a E-UTRAN radio access. Valid for Idle and Connected mode; 
-
GAN not allowed, the subscriber shall not be allowed to access the network via GAN; 

-
I-HSPA-Evolution not allowed, the subscriber shall not be allowed to access the network in LA/RAs using I-HSPA-Evolution radio access. Valid for Idle and Connected mode;

-
HO-To-Non-3GPP-Access not allowed, the subscriber is not allowed to get EPS services that require handover support between 3GPP and non-3GPP accesses;

-
NB-IoT not allowed, the subscriber shall not be allowed to access the network in TAs using a NB-IoT radio access. Valid for Idle and Connected mode;

-
Enhanced Coverage not allowed, the subscriber shall not be allowed to use enhanced coverage;
-
NR as secondary RAT not allowed, the subscriber shall not be allowed to access the network using NR radio access as secondary RAT. Valid for Idle and Connected mode.
Only the access restriction for WB-E-UTRAN and NB-IoT may include a different value per PLMN.
The use of this parameter for LA/RA/TA update procedures is described in 3GPP TS 23.012 [8], 3GPP TS 23.060 [21], and 3GPP TS 23.401 [74].
* * * End Of Change * * * *

