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	Item
	Description
	Re-lease
	Test sequence
(s)
	Rel 99 ME
	Rel-4 ME
	Rel-5 ME
	Rel-6 ME
	Rel-7 ME
	Rel-8 ME
	Rel-9 ME
	Rel-10 ME
	Rel-11 ME
	Rel-12 ME
	Rel-13 ME
	Rel-14 ME
	Terminal Profile
	Network Dependency
	Sup-port
	Additional test case execution parameter

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	[ …………..]

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	50
	Handling of command number 27.22.9
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	DISPLAY TEXT normal priority
	R99
	1.1
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	E.1/17
AND
E.1/110
	No
	
	

	51
	Call Control on EPS PDN connection 27.22.10
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	CALL CONTROL on EPS PDN for E-UTRAN – default PDN connection activation, allowed without modification
	R99
	1.1
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	C222
	E.1/7 AND E.1/8 AND E.1/10 AND E.1/11 AND E.1/13 AND E.1/64
	E-USS or NB-SS (See NOTE)
	
	

	
	CALL CONTROL on EPS PDN for E-UTRAN – default PDN connection activation, not allowed
	R99
	1.2
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	C222
	E.1/7 AND E.1/8 AND E.1/10 AND E.1/11 AND E.1/13 AND E.1/64
	E-USS or NB-SS (See NOTE)
	
	

	
	CALL CONTROL on EPS PDN for E-UTRAN – default PDN connection activation, allowed with modification
	R99
	1.3
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	C222
	E.1/7 AND E.1/8 AND E.1/10 AND E.1/11 AND E.1/13 AND E.1/64
	E-USS or NB-SS (See NOTE)
	
	

	
	CALL CONTROL on EPS PDN for E-UTRAN – PDN connection triggered by user, UICC sends 90 00
	R99
	1.4
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	C190
	E.1/7 AND E.1/8 AND E.1/10 AND E.1/11 AND E.1/13 AND E.1/64
	E-USS only
	
	

	
	CALL CONTROL on EPS PDN for E-UTRAN – PDN connection triggered by user, UICC sends 93 00
	R99
	1.5
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	C190
	E.1/7 AND E.1/8 AND E.1/10 AND E.1/11 AND E.1/13 AND E.1/64
	E-USS only
	
	

	
	CALL CONTROL on EPS PDN for E-UTRAN – PDN connection triggered by user, allowed with modification
	R99
	1.6
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	C190
	E.1/7 AND E.1/8 AND E.1/10 AND E.1/11 AND E.1/13 AND E.1/64
	E-USS only
	
	

	
	CALL CONTROL on EPS PDN -  PDN connection activation from OPEN CHANNEL command
	R99
	1.7
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	C182
	E.1/7 AND E.1/8 AND E.1/10 AND E.1/11 AND E.1/13 AND E.1/64
	E-USS only
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	


	
	[….]

	

	C182
	IF A.1/18 AND (A.1/132 OR A.1/133) THEN M ELSE N/A
	-- O_TCP AND (pc_BIP_eFDD OR pc_BIP_eTDD)

	
	
[…..]

	

	C190
	IF (A.1/139 OR A.1/140) THEN M ELSE N/A
	-- pc_eTDD OR pc_eFDD

	
	
[…..] 

	

	
	
	

	C222
	IF (A.1/139 OR A.1/140 OR A.1/173) THEN M ELSE N/A
	-- pc_eTDD OR pc_eFDD OR pc_NB
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[bookmark: _Toc485375219]27.22.10	CALL CONTROL on EPS PDN Connection
[……]
Expected Sequence 1.3 (CALL CONTROL on EPS PDN for E-UTRAN – default PDN connection activation, allowed with modification)
	Step
	Direction
	Message / Action
	Comments

	0
	USER  ME
	Set and configure APN "TestGp.rs" in the terminal configuration if required
	[see initial conditions]


	1
	ME  UICC
	ENVELOPE CALL CONTROL 1.1.1

	For default PDN establishment during ATTACH procedure



	2
	UICC  ME
	CALL CONTROL RESULT 1.3.1
	[Call control result: "Allowed with modifications"]

	3
	ME  E-USS/NB-SS
	The PDN connection is established successfully with modification
	Same EPS PDN activation parameters returned by the UICC in the CALL CONTROL RESULT 1.3.1 are used to establish the PDN connection.



CALL CONTROL RESULT 1.3.1
Logically:
	Call control result:	'02' = Allowed with modifications
Address:
	
EPS PDN connection activation parameters
   	Protocol Discriminator:                         			EPS session management messages                                                                 
	EPS bearer identity:                           				No EPS bearer identity assigned                                                                 
	Procedure Transaction Identity:                 			1                                                                                               
	PDN connectivity request message identity:   		PDN connectivity request                                                                        
	Request type:                                   				Initial request                                                                                 
	PDN Type:                                       				same PDN Type in step 1)           

	Access Point Name:				 					Test12.rs                                                                                

Coding:
	BER-TLV:
	02
	Note 1
	7C
	Note 2
	02
	01
	D0
	X1 Note 3
	28
	0A

	
	09
	54
	65
	73
	74
	31
	32
	2E
	72
	73

	
	Note 4
	
	
	
	
	
	
	
	
	



Note 1: The length of the BER-TLV is present here.
Note 2: Length of EPS PDN context activation parameters, dependant of optional fields.
Note 3: X is the PDN Type. 
Note 4: Optional fields, same as in ENVELOPE CALL CONTROL 1.1.1.
FFS

[………]

Expected Sequence 1.6 (CALL CONTROL on EPS PDN for E-UTRAN – PDN connection triggered by user, allowed with modification)
	Step
	Direction
	Message / Action
	Comments

	0
	USER  ME
	Set and configure APN "TestGp.rs" in the terminal configuration if required
	[see initial conditions]


	1
	ME  UICC
	ENVELOPE CALL CONTROL 1.1.1

	For default PDN establishment during ATTACH procedure
Same EPS PDN activation parameters used by the ME in the ENVELOPE CALL CONTROL 1.1.1 are used to establish the PDN connection


	2
	UICC  ME
	90 00

	

	3
	USER  ME
	Set and configure APN "Test12.rs" in the terminal configuration if required, and trigger the ME to establish a PDN connection

	[see initial conditions]


	4
	ME  E-USS
	PDN CONNECTIVITY REQUEST

	

	
	
	
	

	5
	ME  UICC
	ENVELOPE CALL CONTROL 1.4.1

	.

	6
	UICC  ME
	CALL CONTROL RESULT 1.6.1
	[Call control result: "Allowed with modifications", ]

	7
	E-USS  ME
	ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST

	[The E-UTRAN parameters are used]

	8
	ME  E-USS
	ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT
	

	
	
	
	

	9
	ME  E-USS
	The PDN connection is established successfully with modification
	Same EPS PDN activation parameters returned by the UICC in the CALL CONTROL RESULT 1.6.1 are used to establish the PDN connection.



CALL CONTROL RESULT 1.6.1
Logically:
	Call control result:	'02' = Allowed with modifications
Address:
	
EPS PDN connection activation parameters
   	Protocol Discriminator:                         			EPS session management messages                                                                 
	EPS bearer identity:                           				No EPS bearer identity assigned                                                                 
	Procedure Transaction Identity:                 			2                                                                                               
	PDN connectivity request message identity:   		PDN connectivity request                                                                        
	Request type:                                   				Initial request                                                                                 
	PDN Type:                                       				same PDN Type in step 5)  

	Access Point Name:				 					Test13.rs              

Coding:
	BER-TLV:
	02
	Note 1
	7C
	Note 2
	02
	02
	D0
	X1
Note 3
	28
	0A

	
	09
	54
	65
	73
	74
	31
	33
	2E
	72
	73

	
	Note 4
	
	
	
	
	
	
	
	
	



Note 1: The length of the BER-TLV is present here.
Note 2: Length of EPS PDN context activation parameters, dependant of optional fields.
Note 3: X is the PDN Type. 
Note 4: Optional fields, same as in ENVELOPE CALL CONTROL 1.4.1.
FFS
