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	Reason for change:
	Contents of TFT for dedicated bearers are generated at PGW based on the request from each service/application required by PDN, and SGW shall not change the contents of TFT on GTP signaling as SGW is never aware of the ongoing service/application intended for that session/bearer and should not have any local policy.
If TFT is modified at SGW for any reason, UE will receive the modifed TFT which was not intended by PGW/PDN, and there will be a significant impact for the service/application especially on the uplink traffic from UE to network.

IMS uses dedicated bearers for voice. SIP/SDP signaling on IMS layer negotiates IP address/port to be used for the media, and this is passed on to PGW via PCRF so that TFT for dedicated bearer reflects this information for transferring the media through this dedicated bearer, where UE can then match the information at IMS layer and NAS layer for the uplink voice media traffic.
However, if UE receives an insufficient TFT due to modification at SGW, depending on the change UE will not be able to send uplink traffic using this bearer. Other bearer, e.g. default bearer, may be restricted from sending voice media due to policy etc., and the call fails in this case.
This issue has been observed in the production environment for roaming, and the both IMS voice MO and MT failed for outbound roaming with S8HR.

In this case, an outbound roaming UE has received TFT modified by SGW of VPLMN, and this UE has determined that IMS voice is not available as there was no available bearer for sending voice media. PGW of HPLMN can only assume that original TFT, which has been proven to work under domestic market where no SGW modifies, was provided to UE, and as there is no other way to send the proper TFT to UE, this behavior of SGW became very crucial.
Therefore, it shall be corrected that contents of TFT shall not be modified by SGW.



	
	

	Summary of change:
	Modify that SGW shall not modify the content of TFT which are provided on Create Bearer Request, and Update Bearer Request.
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* * * First Change * * * *

7.2.3
Create Bearer Request

The direction of this message shall be from PGW to SGW and from SGW to MME/S4-SGSN (see Table 6.1-1).

The Create Bearer Request message shall be sent on the S5/S8 interface by the PGW to the SGW and on the S11 interface by the SGW to the MME as part of the Dedicated Bearer Activation procedure.
The message shall also be sent on the S5/S8 interface by the PGW to the SGW and on the S4 interface by the SGW to the SGSN as part of the Secondary PDP Context Activation procedure or the Network Requested Secondary PDP Context Activation procedure.

Table 7.2.3-1: Information Elements in a Create Bearer Request

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	Procedure Transaction Id (PTI)
	C
	This IE shall be sent when the procedure was initiated by a UE Requested Bearer Resource Modification Procedure or Secondary PDP Context Activation Procedure. 

The PTI shall be the same as the one used in the corresponding Bearer Resource Command.
	PTI
	0

	Linked Bearer Identity (LBI)
	M
	This IE shall be included to indicate the default bearer associated with the PDN connection.
	EBI
	0

	Protocol Configuration Options (PCO)
	O
	
	PCO
	0

	Bearer Contexts
	M
	Several IEs with this type and instance values shall be included as necessary to represent a list of Bearers.
	Bearer Context 
	0

	PGW-FQ-CSID
	C
	This IE shall be included by the PGW on the S5/S8 interfacesand shall be forwarded by the SGW on the S11 interface according to the requirements in 3GPP TS 23.007 [17].
	FQ-CSID
	0

	SGW-FQ-CSID
	C
	This IE shall be included by the SGW on the S11 interface according to the requirements in 3GPP TS 23.007 [17].
	FQ-CSID
	1

	Change Reporting Action
	C
	This IE shall be included with the appropriate Action field If the location Change Reporting mechanism is to be started or stopped for this subscriber in the SGSN/MME.
	Change Reporting Action
	0

	Private Extension
	O
	
	Private Extension
	VS


NOTE: 
In the case that the procedure was initiated by a UE Requested Bearer Resource Modification Procedure or Secondary PDP Context Activation Procedure, then there will be only one instance of the Bearer Contexts IE in the Create Bearer Request.

Table 7.2.3-2: Bearer Context within Create Bearer Request

	Octets 1
	
	Bearer Context IE Type = 93 (decimal)
	
	

	Octets 2 and 3
	
	Length = n
	
	

	Octets 4
	
	Spare and Instance fields
	
	

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	EPS Bearer ID
	M
	This IE shall be set to 0.
	EBI
	0

	TFT
	M
	This IE can contain both uplink and downlink packet filters to be sent to the UE. Downlink packet filters are also used by SGW for PMIP based S5/8 interfaces.
The SGW shall forward the IE unmodified on the S4/S11 interface.
	Bearer TFT
	0

	S1-U SGW F-TEID
	C
	This IE shall be sent on the S11 interface if the S1-U interface is used.
	F-TEID
	0

	S5/8-U PGW F-TEID
	C
	This IE shall be sent on the S4, S5/S8 and S11 interfaces for GTP-based S5/S8 interface. The MME/SGSN shall ignore the IE on S11/S4 for PMIP-based S5/S8 interface.
	F-TEID
	1

	S12 SGW F-TEID
	C
	This IE shall be sent on the S4 interface if the S12 interface is used.
	F-TEID
	2

	S4-U SGW F-TEID
	C
	This IE shall be sent on the S4 interface if the S4-U interface is used.
	F-TEID
	3

	Bearer Level QoS
	M
	
	Bearer QoS
	0

	Charging Id
	C
	This IE shall be sent on the S5/S8 interface.
	Charging Id
	0

	
	O
	If the S5/S8 interface is GTP, this IE may be sent on the S4 interface, in order to support CAMEL charging at the SGSN.
	
	

	Bearer Flags
	O
	Applicable flags are:

· PPC (Prohibit Payload Compression)
	Bearer Flags
	0


* * * Next Change * * * *

7.2.15
Update Bearer Request

The direction of this message shall be from PGW to SGW and/or from SGW to MME/S4-SGSN (see Table 6.1-1).

For GTP based S5/S8, the Update Bearer Request shall be sent by the PGW to the SGW and forwarded to the MME as part of the following procedures:

-
PGW Initiated Bearer Modification with Bearer QoS Update 

-
HSS Initiated Subscribed QoS Modification

-
PGW Initiated Bearer Modification without Bearer QoS Update 

-
UE Request Bearer Resource Modification procedure

The message shall also be sent on the S5/S8 interface by the PGW to the SGW and on the S4 interface by the SGW to the SGSN as part of the following procedures:

-
PGW Initiated EPS Bearer Modification

-
Execution part of MS-Initiated EPS Bearer Modification
-
SGSN-Initiated EPS Bearer Modification Procedure using S4
For PMIP based S5/S8, the Update Bearer Request shall be sent on the S11 interface by the SGW to the MME and on the S4 interface by the SGW to the SGSN.

Table 7.2.15-1 specifies the presence requirements and the conditions of the IEs in the message.
Table 7.2.15-1: Information Elements in an Update Bearer Request

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	Bearer Contexts
	M
	This IE shall contain contexts related to bearers that need QoS/TFT modification. Several IEs with this type and instance values shall be included as necessary to represent a list of Bearers.
If there is no QoS/TFT modification, only one IE with this type and instance value shall be included.
	Bearer Context 
	0

	Procedure Transaction Id (PTI)
	C
	If the request corresponds to UE requested bearer resource modification procedure for an E-UTRAN or MS initiated EPS bearer modification procedure, this IE shall be included.

PTI shall be the same as the one used in the corresponding Bearer Resource Command
	PTI
	0

	Protocol Configuration Options (PCO)
	C
	PGW shall include Protocol Configuration Options (PCO) IE, if available.

If SGW receives this IE, SGW shall forward it to SGSN/MME on the S4/S11 interface.
	PCO
	0

	Aggregate Maximum Bit Rate (APN-AMBR)
	M
	APN-AMBR
	AMBR
	0

	Change Reporting Action
	C
	This IE shall be included with the appropriate Action field If the location Change Reporting mechanism is to be started or stopped for this subscriber in the SGSN/MME.
	Change Reporting Action
	0

	PGW-FQ-CSID
	C
	This IE shall be by PGW on S5/S8 and shall be forwarded by SGW on S11 according to the requirements in 3GPP TS 23.007 [17].
	FQ-CSID
	0

	SGW-FQ-CSID
	C
	This IE shall be included by SGW on S11 according to the requirements in 3GPP TS 23.007 [17].
	FQ-CSID
	1

	Private Extension
	O
	
	Private Extension
	VS


NOTE: 
In the case that the procedure was initiated by a UE Requested Bearer Resource Modification Procedure for an E-UTRAN or MS initiated EPS bearer modification procedure, then there will be only one instance of the Bearer Contexts IE in the Update Bearer Request.
Table 7.2.15-2: Bearer Context within Update Bearer Request

	Octet 1
	
	Bearer Context IE Type = 93 (decimal)
	
	

	Octets 2 and 3
	
	Length = n 
	
	

	Octet 4
	
	Spare and Instance fields
	
	

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	EPS Bearer ID
	M
	
	EBI
	0

	TFT
	C
	This IE shall be included if message relates to Bearer Modification and TFT change.
The SGW shall forward the IE unmodified on the S4/S11 interface.
	Bearer TFT
	0

	Bearer Level QoS
	C
	This IE shall be included if QoS modification is requested 
	Bearer QoS
	0

	Bearer Flags
	O
	Applicable flags:

PPC (Prohibit Payload Compression)
	Bearer Flags
	0


* * * End of Changes * * * *

