Page 1



3GPP TSG CT4 Meeting #80
C4-175062
Kochi, India; 23rd – 27th October 2017

	CR-Form-v11.2

	CHANGE REQUEST

	

	
	29.244
	CR
	0028
	rev
	-
	Current version:
	14.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:

	Suspend and Resume Notification procedures

	
	

	Source to WG:
	Nokia, Nokia Shanghai Bell

	Source to TSG:
	CT4

	
	

	Work item code:
	CUPS-CT
	
	Date:
	2017-09-27

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-14

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
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* * * First Change * * * *

5.x
Suspend and Resume Notification procedures
Upon receipt of a Suspend Notification message, the PGW-C should request the PGW-U to discard packets received for the suspended PDN connection by:

-
setting the DROP flag in the Apply Action IE of the FARs of the corresponding Sx session, or 
-
setting the gate fields in the Gate Status IE of QERs to the value CLOSED.
Upon being requested to resume the PDN connection, the PGW-C should re-allow the PGW-U to forward the packets for the PDN connection (unless not permitted for other reasons) by:

-
setting the FORW flag in the Apply Action IE of the FARs of the corresponding Sx session or 
-
setting the gate fields in the Gate Status IE of QERs to the value OPEN.
* * * End of Changes * * * *

