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* * * Second Change * * * *

8.64
eMLPP Priority

The eMLPP-Priority shall be coded as depicted in Figure 8.64-1. The eMLPP Priority is coded as the value part of the eMLPP-Priority IE defined in 3GPP TS 48.008 [29] (not including 3GPP TS 48.008 IEI and 3GPP TS 48.008 [29] length indicator). 

	
	
	Bits
	

	
	Octets
	8
	7
	6
	5
	4
	3
	2
	1
	

	
	1
	Type = 134 (decimal)
	

	
	2 to 3
	Length = n 
	

	
	4
	Spare
	Instance
	

	
	5 to (n+4)
	eMLPP-Priority
	


Figure 8.64-1: eMLPP Priority
The eMLPP Priority may be used to determine the required GTPv2 message priority of the GTPv2 message carrying this IE.
* * * Third Change * * * *

10.X
DSCP

Based on operator policy, if:

-
GTPv2 entities support using the GTPv2 message priority mechanism as specified in subclause 5.4 and subclause 12.3.9.3.4 for DSCP marking, 

-
the transport network utilizes DSCP marking, and
-
message-dependant DSCP marking is possible for the protocol stack for transporting GTPv2 messages, 

then the DSCP marking as defined by IETF RFC 2474 [xx] shall be set for IP packet carrying this GTPv2 messages based on the priority set in the GTPv2 message header.

* * * End of Changes * * * *

