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* * * First Change * * * *

7.3.16
Relocation Cancel Request

A Relocation Cancel Request message shall be sent from the source MME/SGSN/AMF to the target MME/SGSN/AMF on S3/S10/S16/N26 interface as part of the Inter-RAT handover Cancel procedure, S1 Based handover Cancel procedure, SRNS Relocation Cancel Procedure, EPS to 5GS handover cancel procedure and 5GS to EPS handover cancel procedure.Table 7.3.16-1 specifics the presence of the IEs in the message.

Table 7.3.16-1: Information Elements in Relocation Cancel Request

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	IMSI
	C
	The IMSI shall be included in the message except for the case:

-
If the UE is emergency attached and the UE is UICCless.

The IMSI shall be included in the message but not used as an identifier

· if UE is emergency attached but IMSI is not authenticated.
	IMSI
	0

	ME Identity (MEI)
	C
	The MME/SGSN/AMF shall include the ME Identity (MEI) IE:

-
If the UE is emergency attached and the UE is UICCless

-
If the UE is emergency attached and the IMSI is not authenticated
	MEI
	0

	Indication Flags
	CO
	This IE shall be included if any one of the applicable flags is set to 1.

Applicable flags are:

· Unauthenticated IMSI: This flag shall be set to 1 if the IMSI present in the message is not authenticated and is for an emergency attached UE.
	Indication
	0

	RANAP Cause
	C
	This IE shall be present in the case of SRNS relocation cancel procedure. It shall contain the cause value received from the source RNC in the Relocation Cancel message received over the Iu interface.
	F-Cause
	0

	Private Extension
	O
	
	Private Extension
	VS


* * * Next Change * * * *

7.3.17
Relocation Cancel Response

A Relocation Cancel Response message shall be sent as a response to a previous Relocation Cancel Request message(see subclause 7.3.16). 

Possible Cause values are specified in Table 8.4-1. Message specific cause values are:

-
"IMSI/IMEI not known".

Table 7.3.17-1 specifics the presence of the IEs in the message.

Table 7.3.17-1: Information Elements in Relocation Cancel Response

	Information elements
	P
	Condition / Comment
	IE Type
	Ins.

	Cause
	M
	
	Cause
	0

	Private Extension
	O
	
	Private Extension
	VS


* * * End of Changes * * * *

