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	Reason for change:
	C1-173785 was agreed in CT1#105 to add the support of the Extended quality of service IE in GPRS. This IE is defined in 3GPP TS 24.301 where is was added as part of a future-proof mechanism to signal maximum bit rates higher than those supported by the existing specification in EPS. The first feature to require this extension is the E-UTRAN – NR Dual Connectivity.

To have alignment between E-UTRAN and GPRS / UTRAN, the extended bit rate signalling mechanism was also introduced in 3GPP TS 24.008 as part of the work item EDCE5-CT WI.
The addition of an aligned mechanism in GPRS / UTRAN to support signalling of higher bit rates than possible using the Quality of service IE for GPRS / UTRAN in 3GPP TS 24.008 was done as a protocol alignment and is not required by the E-UTRAN – NR Dual Connectivity use case, as this new use case does not impact signalling rates in GPRS / UTRAN.
To avoid any misunderstanding that support for the new Extended quality of service IE in GPRS / UTRAN is needed for E-UTRAN – NR Dual Connectivity, it is proposed to add a note.

	
	

	Summary of change:
	Add a note to clarify that use of the Extended quality of service IE is only needed to support future use cases that require higher maximum bit rates in A/Gb- mode or Iu-mode than what can be signalled with the Quality of service IE.
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	Unnecessary implementation of a mechanism for use cases that do not require this.
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	Other comments:
	


***** First change *****
10.5.6.5B
Extended quality of service

See subclause 9.9.4.3a in 3GPP TS 24.301 [120].
NOTE:
This IE has been added for protocol alignment with EPS in this version of the specification. This IE is used only to indicate bit rates higher than 10 Gbps and such bit rates are currently not supported.
