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* * * First Change * * * *

7.5.2.1
General 
The Sx Session Establishment Request shall be sent over the Sxa, Sxb and Sxc interface by the CP function to establish a new Sx session context in the UP function.

Table 7.5.2.1-1: Information Elements in an Sx Session Establishment Request

	Information elements
	P
	Condition / Comment
	Appl.
	IE Type

	
	
	
	Sxa
	Sxb
	Sxc
	

	Node ID
	M
	This IE shall contain the unique identifier of the sending Node.
	X
	X
	X
	Node ID

	CP F-SEID
	M
	This IE shall contain the unique identifier allocated by the CP function identifying the session.
	X
	X
	X
	F-SEID

	Create PDR
	M
	This IE shall be present for at least one PDR to be associated to the Sx session.
Several IEs with the same IE type may be present to represent multiple PDRs.
See Table 7.5.2.2-1.
	X
	X
	X
	Create PDR

	Create FAR
	M
	This IE shall be present for at least one FAR to be associated to the Sx session.
Several IEs with the same IE type may be present to represent multiple FARs.
See Table 7.5.2.3-1.
	X
	X
	X
	Create FAR

	Create URR
	C
	This IE shall be present if a measurement action shall be applied to packets matching one or more PDR(s) of this Sx session. 

Several IEs with the same IE type may be present to represent multiple URRs.
See Table 7.5.2.4-1.
	X
	X
	X
	Create URR

	Create QER
	C
	This IE shall be present if a QoS enforcement action shall be applied to packets matching one or more PDR(s) of this Sx session.

Several IEs with the same IE type may be present to represent multiple QERs.
See Table 7.5.2.5-1.
	-
	X
	X
	Create QER

	Create BAR
	O
	When present, this IE shall contain the buffering instructions to be applied by the UP function to any FAR of this Sx session set with the Apply Action requesting the packets to be buffered and with a BAR ID IE referring to this BAR. See table 7.5.2.6-1.
	X
	-
	-
	Create BAR

	PDN Type
	C
	This IE shall be present if the Sx session is setup for an individual PDN connection (see subclause 5.2.1). 

When present, this IE shall indicate whether this is an IP or non-IP PDN connection. 
	X
	X
	-
	PDN Type

	SGW-C FQ-CSID
	C
	This IE shall be included according to the requirements in clause 23 of 3GPP TS 23.007 [24].
	X
	X
	-
	FQ-CSID

	MME FQ-CSID
	C
	This IE shall be included when received on the S11 interface or on S5/S8 interface according to the requirements in clause 23 of 3GPP TS 23.007 [24].
	X
	X
	-
	FQ-CSID

	PGW-C FQ-CSID
	C
	This IE shall be included according to the requirements in clause 23 of 3GPP TS 23.007 [24].
	X
	X
	-
	FQ-CSID

	ePDG FQ-CSID
	C
	This IE shall be included according to the requirements in clause 23 of 3GPP TS 23.007 [24].
	-
	X
	-
	FQ-CSID

	TWAN FQ-CSID
	C
	This IE shall be included according to the requirements in clause 23 of 3GPP TS 23.007 [24].
	-
	X
	-
	FQ-CSID
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