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	Reason for change:
	As indicated in CR 3358 (S3-178282) to stage 2 TS 23.401, the subscription data shall contain access restriction information for unlicensed spectrum

[Proposed changes to TS 23.401 subclause clause 5.7.1 in CR 3358]

Access Restriction: Indicates the access restriction subscription information. It may include different values for HPLMN and roaming case. It includes separate settings for WB-E-UTRAN and NB-IoT. It includes restriction information on the use of NR as a secondary RAT for user plane connectivity and use of unlicensed spectrum in the form of either LAA or LWA/LWIP.



	
	

	Summary of change:
	Addition of unlicensed spectrum in the form of either LAA or LWA/LWIP in the Access Restriction Data.
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	No support for restricting access to LAA/LWA/LWIP using subscription based access restriction.
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	Other comments:
	Subclause 4.3.X in TS 23.401 referenced in this CR is created by CR 3358 to TS 23.401.


* * * First Change * * * *

2.4.18
Access Restriction Data

The use of this data is described in 3GPP TS 23.221 [57] and in 3GPP TS 23.401 [74] clauses 4.3.28, 4.3.2a and 4.3.X.

The Access Restriction Data is permanent subscriber data and is conditionally stored per PLMN in the HLR/HSS, the VLR, the SGSN and the MME. 

The parameter takes either of the following values:

-
GERAN not allowed, the subscriber shall not be allowed to access the network in GERAN radio access. Valid for Idle and Connected mode;

-
UTRAN not allowed, the subscriber shall not be allowed to access the network in LA/RAs using a UTRAN radio access. Valid for Idle and Connected mode;
-
E-UTRAN not allowed, the subscriber shall not be allowed to access the network in TAs using a E-UTRAN radio access. Valid for Idle and Connected mode; 
-
GAN not allowed, the subscriber shall not be allowed to access the network via GAN; 

-
I-HSPA-Evolution not allowed, the subscriber shall not be allowed to access the network in LA/RAs using I-HSPA-Evolution radio access. Valid for Idle and Connected mode;

-
HO-To-Non-3GPP-Access not allowed, the subscriber is not allowed to get EPS services that require handover support between 3GPP and non-3GPP accesses;

-
NB-IoT not allowed, the subscriber shall not be allowed to access the network in TAs using a NB-IoT radio access. Valid for Idle and Connected mode;

-
Enhanced Coverage not allowed, the subscriber shall not be allowed to use enhanced coverage;

-
NR as secondary RAT not allowed, the subscriber shall not be allowed to access the network using NR radio access as secondary RAT. Valid for Idle and Connected mode;
-
Unlicensed Spectrum as secondary RAT not allowed, the subscriber shall not be allowed to access the network using unlicensed spectrum in the form of LAA or LWA/LWIP as secondary RAT. Valid for Idle and Connected mode.
Only the access restriction for WB-E-UTRAN and NB-IoT may include a different value per PLMN.
The use of this parameter for LA/RA/TA update procedures is described in 3GPP TS 23.012 [8], 3GPP TS 23.060 [21], and 3GPP TS 23.401 [74].
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