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* * * First Change * * * *

17.7
MAP constants and data types

17.7.1
Mobile Service data types

 (… text skipped for clarity …)
AMBR ::= SEQUENCE {


max-RequestedBandwidth-UL
[0] Bandwidth,


max-RequestedBandwidth-DL
[1] Bandwidth,


extensionContainer
[2] ExtensionContainer
OPTIONAL,


...,


extended-Max-RequestedBandwidth-UL
[x] BandwidthExt
OPTIONAL,


extended-Max-RequestedBandwidth-DL
[y] BandwidthExt
OPTIONAL

-- extended-Max-RequestedBandwidth-UL/DL shall be populated according to the 


-- description of the corresponding parameters in 3GPP TS 29.272 [144]
}

SpecificAPNInfoList ::= SEQUENCE SIZE (1..maxNumOfSpecificAPNInfos) OF





SpecificAPNInfo
maxNumOfSpecificAPNInfos  INTEGER ::= 50

SpecificAPNInfo ::= SEQUENCE {


apn


[0] APN,

pdn-gw-Identity
[1] PDN-GW-Identity,

extensionContainer
[2] ExtensionContainer
OPTIONAL,


... }

Bandwidth ::= INTEGER 


-- bits per second

BandwidthExt ::= INTEGER 


-- kilobits per second

(… text skipped for clarity …)
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