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Editor's note (WID: VoWLAN-CT, CR#0046): Abnormal cases in the TWAG is FFS.
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5.10.3
Abnormal cases in the UE


The following abnormal cases can be identified:

a)
Requested PDN connection ID non-existent

If the requested PDN connection ID included in the WLCP BEARER SETUP REQUEST message is non-existent, the UE shall reply with a WLCP BEARER SETUP REJECT message with cause #54 "PDN connection does not exist".

b)
WLCP bearer setup request for an already activated default WLCP bearer

If the UE receives a WLCP BEARER SETUP REQUEST message with a WLCP bearer identity identical to the WLCP bearer identity of an already activated default WLCP bearer, the UE shall delete the existing default WLCP bearer and all the associated dedicated WLCP bearers, if any, and proceed with the requested dedicated WLCP bearer setup
c)
WLCP bearer setup request for an already activated dedicated WLCP bearer

If the UE receives a WLCP BEARER SETUP REQUEST message with a WLCP bearer identity identical to the WLCP bearer identity of an already activated dedicated WLCP bearer, the UE shall locally release the existing dedicated WLCP bearer context and proceed with the requested dedicated WLCP bearer setup.

5.10.4
Abnormal cases in the TWAG

The following abnormal cases can be identified:

a)
Expiry of timer T3587:


On the first expiry of the timer T3587, the TWAG shall resend the WLCP BEARER SETUP REQUEST and shall reset and restart timer T3587. This retransmission is repeated four times, i.e. on the fifth expiry of timer T3587, the TWAG shall abort the procedure, release any resources allocated for this activation and enter the state WLCP BEARER CONTEXT INACTIVE.

b)
Collision of UE requested PDN disconnection procedure and WLCP bearer setup procedure:


When the TWAG receives a PDN DISCONNECT REQUEST message during the WLCP bearer setup procedure, and the WLCP bearer to be setup belongs to the PDN connection the UE wants to disconnect, the TWAG shall terminate the WLCP bearer setup procedure locally, release any resources related to this procedure and proceed with the PDN disconnection procedure.
5.11.3
Abnormal cases in the UE


No abnormal cases have been identified.

5.11.4
Abnormal cases in the TWAG

The following abnormal cases can be identified:

a)
Expiry of timer T3588:


On the first expiry of the timer T3588, the TWAG shall resend the WLCP BEARER MODIFY REQUEST and shall reset and restart timer T3588. This retransmission is repeated four times, i.e. on the fifth expiry of timer T3486, the TWAG shall abort the procedure and enter the state WLCP BEARER CONTEXT ACTIVE.


The TWAG may continue to use the previous WLCP bearer context or initiate a WLCP bearer release procedure.

b)
Collision of UE requested PDN disconnection procedure and WLCP bearer modify procedure


When the TWAG receives a PDN DISCONNECT REQUEST message during an WLCP bearer modify procedure, and the WLCP bearer to be modified belongs to the PDN connection the UE wants to disconnect, the TWAG shall terminate the WLCP bearer modify procedure locally, release any resources related to this procedure and proceed with the PDN disconnection procedure.
5.12.3
Abnormal cases in the UE


The following abnormal case can be identified:

a)
UE is requested to deactivate a default WLCP bearer context

If the UE determines that the WLCP bearer indicated in the WLCP BEARER RELEASE REQUEST message is the default  WLCP bearer, then the UE shall respond by performing a UE requested PDN disconnection procedure.
5.12.4
Abnormal cases in the TWAG

The following abnormal cases can be identified:

a)
Expiry of timer T3589


On the first expiry of the timer T3589, the TWAG shall resend the WLCP BEARER RELEASE REQUEST and shall reset and restart timer T3589. This retransmission is repeated four times, i.e. on the fifth expiry of timer T3589, the TWAG shall abort the procedure and deactivate the WLCP bearer context locally.
b)
Collision of UE requested PDN disconnection procedure and WLCP bearer release


When the TWAG receives a PDN DISCONNECT REQUEST message during the WLCPbearer release procedure, and the WLCP bearer indicated in the WLCP BEARER RELEASE REQUEST message is a dedicated WLCP bearer belonging to the PDN connection the UE wants to disconnect, the TWAG shall proceed with both procedures. If the WLCP bearer indicated in the WLCP BEARER RELEASE REQUEST message is the default WLCP bearer, the TWAG shall proceed with the WLCP bearer release procedure.
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