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	The followings are excerpted from TS 23.402:
"16.1.4B.1
User plane for PDN connection

There is a one-to-one mapping between the PDN connection or WLCP bearer, if applicable, and the S2a tunnel, and there is a one-to-one mapping between the PDN connection or S2a bearer, if applicable, and the point-to-point link between UE and TWAG. When the PDN connection is established during the UE initiated WLCP procedure, the TWAG sends a MAC address, which is specific for the PDN connection, to UE to be used by the UE as the MAC address of the TWAG for user plane packets on the default bearer. When additional S2a bearers are created for a PDN connection, the TWAG sends, when applicable, a MAC address, which is specific for the S2a bearer. The TWAG maintains the mapping between the MAC address and the S2a bearer.
…"

Therefore, the MAC address of the TWAG as the user plane identity for the WLCP bearer shall be allocated to the UE by the network during the WLCP bearer setup procedure.
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***** First change *****
5.10.2.1
WLCP bearer setup procedure initiated by the TWAG
The TWAG shall initiate the WLCP bearer setup procedure by sending a WLCP BEARER SETUP REQUEST message to the UE, start the timer T3587, and enter the state WLCP BEARER CONTEXT ACTIVE PENDING (see figure 5.10.2.1.1).
In the WLCP BEARER SETUP REQUEST message, the TWAG shall include:
-
WLCP bearer identity to identify the WLCP bearer to be created;
-
PDN connection ID to indicate the associated PDN connection for which the WLCP bearer is to be created;

-
MAC address of the TWAG to the UE associated with the WLCP bearer to be created. This MAC address is used by the UE and the TWAG to send the user plane packets to the corresponding WLCP bearer; and

-
Bearer level QoS and TFT.
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Figure 5.10.2.1.1: WLCP bearer setup procedure
***** Next change *****
7.13.1
Message definition

This message is sent by the TWAG to the UE to request activation of a WLCP bearer for the given PDN connection. See table 7.13.1.1.

Message type:
BEARER SETUP REQUEST

Significance:

dual

Direction:


network to UE

Table 7.13.1.1: BEARER SETUP REQUEST message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	WLCP bearer setup request message identity
	Message type

8.2
	M
	V
	1

	
	WLCP bearer identity
	WLCP bearer identity
8.15
	M
	V
	1/2

	
	Spare half octet
	Spare half octet

8.18
	M
	V
	1/2

	
	PDN connection ID


	PDN connection ID
8.9
	M
	V
	1

	
	User Plane Connection ID
	User Plane Connection ID
8.10
	M
	V
	6

	
	Bearer level QoS
	EPS quality of service
8.16
	M
	LV
	2-14

	
	TFT
	Traffic flow template
8.17
	M
	LV
	2-256

	27
	Protocol configuration options
	Protocol configuration options
8.7
	O
	TLV
	3-253


***** Next change *****
8.10
User plane connection ID

The purpose of the user plane connection ID is to identify the user plane for 
-
one PDN connection between the UE and the TWAG when multiple WLCP bearers are not supported; or

-
the WLCP bearer of the PDN connection between the UE and TWAG when multiple WLCP bearers are supported.
The user plane connection ID value is the MAC address of the TWAG with a length of 6 octets. The MAC address is defined in subclause 8 of IEEE Std 802 [6].
The user plane connection ID information element is coded as shown in figure 8.10.1.

	7
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	User plane connection ID IEI
	octet 1

	User plane connection ID value
	octet 2

	
	

	
	octet 7


Figure 8.10.1: User plane connection ID information element

***** End of changes *****
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