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Proposed changes:
*** 1st Change ***
6.4.5
MBMS‑Bearer‑Event‑Notification AVP

The MBMS‑Bearer‑Event-Notification AVP (AVP code 3503) is of type Grouped. It is used by the BM‑SC to notify the GCS AS about an MBMS bearer event.

AVP Format:

MBMS-Bearer-Event-Notification::=    < AVP Header: 3503 >

                                     { TMGI}

                                     { MBMS-Flow-Identifier }

                                     { MBMS-Bearer-Event }

                                    *[ AVP ]
*** 2nd Change ***
6.4.6
MBMS‑Bearer‑Request AVP

The MBMS‑Bearer‑Request AVP (AVP code 3504) is of type Grouped. It is used by the GCS AS to request the activation, modification, or deactivation of an MBMS bearer.

The MBMS‑StartStop‑Indication AVP shall indicate if an activation, modification, or deactivation of an MBMS bearer is requested.

For the activation of an MBMS bearer, the TMGI AVP, the MBMS‑Start‑Time AVP and the MB2U‑Security AVP may be included, and the QoS‑Information AVP shall be included. If the MBMS Cell List feature is supported, the GCS AS shall also include the MBMS-Cell-List AVP or the MBMS‑Service‑Area AVP, or both. If the MBMS Cell List feature is not supported, the GCS AS shall also include the MBMS‑Service‑Area AVP.
For the modification of an MBMS bearer, the TMGI AVP, and the MBMS‑Flow‑Identifier AVP shall be included and the MBMS‑Service‑Area AVP, the QoS‑Information AVP and / or, if the MBMS Cell List feature is supported, the MBMS-Cell-List may be included. However, at least one of the MBMS‑Service‑Area AVP, the MBMS-Cell-List AVP and the QoS‑Information AVP shall be included. The QoS‑Information AVP shall only be used to modify the priority and pre-emption characteristics, and shall otherwise indicate the same values that were supplied when the activation of the MBMS bearer was requested.

For the deactivation of an MBMS bearer, the TMGI AVP and the MBMS‑Flow‑Identifier AVP shall be included.

AVP Format:

MBMS-Bearer-Request::=           < AVP Header: 3504 >

                                 { MBMS-StartStop-Indication }

                                 [ TMGI]

                                 [ MBMS-Flow-Identifier ]

                                 [ QoS-Information ]

                                 [ MBMS-Service-Area ]

                                 [ MBMS-Start-Time ]
                                 [ MB2U-Security ]

                                 [ MBMS-Cell-List ]
                                *[ AVP ]

*** End of Changes ***

