Page 1



3GPP TSG-CT WG3 Meeting #92
C3-175136
Kochi, India, 23-27 October, 2017
(revision of )
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	29.250
	CR
	0008
	rev
	-
	Current version:
	14.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:

	JSON example correction

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	C3

	
	

	Work item code:
	SDCI-CT
	
	Date:
	2017-09-26

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-14

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
     Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	The JSON example in subclause 5.3.5.2 has syntax errors.



	
	

	Summary of change:
	Correct the syntax error in subclause 5.3.5.2.
And some other editorial changes are included.

	
	

	Consequences if not approved:
	Incorrect example may lead to confusion in implementation.

	
	

	Clauses affected:
	4.4.1, 5.3.5.2, 5.4.6.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


Additional discussion(if needed):
…
Proposed changes:
*** 1st Change ***

4.4.1
Management of PFD
The PFDs associated with application identifier (s) may be created, updated or removed in the PFDF by the third party SCS/AS via the SCEF as defined in 3GPP TS 23.682 [2]. 
If the SCEF receives one or more sets of PFDs for external application identifier (s) provisioned by the third party SCS/AS, which is authorized to perform the management of PFDs based on operator policies, the SCEF shall:

-
If the external application identifier(s) is different from the application identifier(s) known at the PFDF, translate the external application identifier(s) to the application identifier(s) known at the PFDF; and

-
may check if the allowed delay satisfies the required SLA against the minimum allowed delay as defined in 3GPP TS 23.682 [2]; and
-
send an HTTP POST message to the PFDF including the provisioned PFD changes for the the application identifier (s) within the body of the HTTP POST as described in  subclause 5.3.5.2. 
NOTE 1:
It is up to operator configuration whether to use different external application identifiers that require a mapping to application identifiers known at the PFDF. The external application identifier can be the same as the application identifier known at the PFDF.
Upon receipt of the HTTP request for the provisioning operation from the SCEF, the PFDF shall perform the following steps:

-
If an allowed delay is received for an application identifier, for Pull mode as defined in 3GPP TS 29.251 [9], the PFDF shall compare the allowed delay with the configured caching time which is:
-
a caching time value configured for that application identifier; or

-
the default caching time value if no caching time value is configured for that application identifier.

-
Then if the PFDF cannot ensure the PCEF/TDF will pull the PFDs in time (i.e. allowed delay is shorter than the caching time), the PFDF shall within the HTTP response send a failure reason and that caching time value used in the comparison and may still store (create/update/remove) the PFDs for this application identifier.

NOTE 2:
In the Combination mode as defined in 3GPP TS 29.251 [9], the PFDF can check the received allowed delay against the caching time but will always store (create/update/remove) the PFDs.
-
In the Pull mode as defined in 3GPP TS 29.251 [9], for the application identifier(s) without the need to send failure reason; or in the Push or Combination mode as defined in 3GPP TS 29.251 [9], for received application identifier(s), the PFDF shall:

-
delete all the PFD(s) for the application identifier(s) where the removal-flag is also provided and set to true;
-
update the existing PFD(s) if a new PFD(s) with the same PFD identifier(s) is received , add new PFD(s) if the new PFD(s) with a new PFD identifier(s) is received, and/or delete an existing PFD(s) if the same PFD identifier(s) without any content is received, where the partial-flag is also provided and set to true;

-
remove existing PFD(s) (if available) and install the new PFD(s) for the corresponding PFD identifier(s) whereno flag is provided;
-
acknowledge the HTTP POST message by sending a corresponding HTTP response with the appropriate status code as defined in subclause 5.3.2. If the POST operation was successful for at least one application identifier, the PFDF shall respond with an HTTP 200 OK status code.
*** 2nd Change ***

5.3.5.2
POST /nuapplication/provisioning
The provisioning of the PFDs shall be performed by the SCEF by using the POST method as follows:

-
The request URI formatted as defined in subclause 5.3.4 with the "path" part set to: /nuapplication/provisioning.

-
The Content-Type header field set to "application/json"
-
The body of the message encoded in JSON format as defined in Annex A. The body shall include

-
for the PFD(s) creation for a new application identifier, a new application identifier and its full list of PFD(s) to be created;

-
for the PFD(s) full update for an existing application identifier, the existing application identifier and its new full list of PFD(s) 

-
for the PFD(s) partial update for an existing application identifier, the existing application identifier, partial update indication and 

-
 new PFD(s) with new PFD identifier(s) to add new PFD(s), 

-
 new PFD(s) with existing PFD identifier(s) to update existing PFD(s), and/or

-
the existing PFD identifier(s) without any content to remove the existing PFD(s);
-
for the PFD(s) removal for an existing application identifier, the existing application identifier and the removal indication.
Upon receipt of the HTTP POST request, the PFDF shall respond to the SCEF indicating whether the provisioning was successful or not using one of the HTTP status codes as defined in subclause 5.3.2. If the provisioning was accepted, the PFDF shall respond with an HTTP 200 OK status code if no resource is created, or an HTTP 201 Created status code if one or more resources are created. If the allowed delay is too short according to the criteria in subclause 4.4.1, the PFDF shall respond with an HTTP 200 OK status code and additional information in the body of the response indicating failure reason "too short allowed delay" and the value of caching time as defined in Annex A. If the provisioning was rejected, the PFDF shall indicate the reason using an appropriate HTTP status code as defined in subclause 5.3.2 and optionally additional information in the body of the response as defined in Annex A.
Below is an example of an HTTP POST and a corresponding successful response:

POST /nuapplication/provisioning HTTP/1.1

Host: pfdfserver.example.com

Content-Type: application/json

Content-Length: …

[
   {

      "application-identifier":"test-application-1",

      "removal-flag":true

   },

   {

      "application-identifier":"test-application-2",

"allowed-delay":600,
      "pfds":[

       {

            "pfd-identifier":"pfd1",

            "flow-descriptions":[

             "permit in ip from 10.68.28.39 80 to any"

            ]

         },

         {

            "pfd-identifier":"pfd2",

            "urls":[

             "^http://test.example.com(/\\S*)?$"

            ]

         }
      ]
   },

   {

      "application-identifier":"test-application-3",

      "partial-flag":true,
      "pfds":[

{
            "pfd-identifier":"pfd3",

            "urls":[

               "^http://test.example2.net(/\\S*)?$"

            ]

         },

        {
            "pfd-identifier":"pfd4" 
        }
     ]

  }
]
 Here is an example of a successful response:

HTTP/1.1 200 OK
Date: Mon, 7 May 2012 16:00:00 GMT

Server: pfdfserver.example.com
Content-Type: application/json

{

  "success-message": "Notification was processed successfully.",

}
*** 3rd Change ***

5.4.6.2
pfd-reports
The pfd-reports field is of type array and it contains a list of pfds reports.
The pdf-reports field can be used in an HTTP response to report failures in the installation/modification of PFDs. In this case, it shall be provided as a sub field of the error-info field.

Multiple pfd report instances shall be provided within the pfd-reports field if different pfd-failure-code values are applicable within the same HTTP response.
caching-time field is included if the pfd-failure-code is set to the value "TOO_SHORT_ALLOWED_DELAY".
A report instance shall contain application-ids and pfd-failure-code fields.
The JCR format for the pfd-reports is:
$pfd-reports = "pfd-reports" : [

  {      $application-ids,
         $pfd-failure-code,

         $caching-time,
    } +
]
*** End of Changes ***

