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* * * First Change * * * *

6.2.6.2.2
UP Function behaviour

When receiving an PFCP Association Setup Request, the UP function:

-
if the request is accepted:

-
shall store the Node ID of the CP function as the identifier of the PFCP association;

-
shall send an PFCP Association Setup Response with a successful cause, including all supported optional features in the UP function and optionally including the available user plane resources, e.g. IP address(es) or F-TEID range;
-
shall send an PFCP Version Not Supported Response if the PFCP header of the request indicates a PFCP protocol version that is not supported by the UP function;

-
otherwise, shall send an PFCP Association Setup Response with an appropriate error cause if the request is rejected.

* * * Next Change * * * *

6.2.7.2.2
UP Function Behaviour
When receiving an PFCP Association Update Request, the UP function:

-
shall update the list of optional features of the CP function, when received;

-
shall send an PFCP Association Update Response with an appropriate error cause if the Node ID is not known by the UP Function;

-
shall return an PFCP Association Update Response with a successful cause value, if the PFCP Association Update Request is handled successfully.
* * * Next Change * * * *

6.2.7.3
PFCP Association Update Procedure Initiated by UP Function
6.2.7.3.1
UP Function Behaviour

The UP function initiates the PFCP Association Update procedure to report changes to the PFCP association to the CP function, e.g. change of optional features, change of the available user plane resources, an indication to request to release the PFCP association.
The UP function may send an PFCP Association Update Request to request the CP function to perform the release of the PFCP association, optionally providing a Graceful Release Period. After reception of the PFCP Association Update Response, the UP function shall consider that the PFCP association is still setup until receiving an PFCP Association Release Request.
* * * Next Change * * * *

6.2.7.3.2
CP Function Behaviour
When receiving an PFCP Association Update Request, the CP function:

-
shall update the list of optional features of the UP function, when received;

-
shall send an PFCP Association Update Response with an appropriate error cause if the Node ID is not known by the CP Function;

-
shall return an PFCP Association Update Response with a successful cause value if the PFCP Association Update Request is handled successfully.

If the UP function has requested to release the PFCP association in the PFCP Association Update Request, the CP function should initiate an PFCP Association Release Request to release the PFCP association, as soon as possible if no Graceful Release Period was included in the request or before the expiry of the Graceful Release Period. 
If the UP function has included User Plane IP Resource Information IE in the PFCP Association Update Request message, the CP function shall use it to overwrite the User Plane IP Resource Information previously received from the UP function.

* * * Next Change * * * *

6.2.8.3
UP Function behaviour

When the UP function receives an PFCP Association Release Request, the UP function:

-
shall delete all the PFCP sessions related to that PFCP association locally;

-
shall delete the PFCP association and any related information (e.g. Node ID of the CP function);

-
shall send an PFCP Association Release Response with a successful cause.

NOTE:
The UP function always accepts an PFCP Association Release Request.
* * * End of Changes * * * *

