Page 1



GPP TSG-CT WG3 Meeting #95
C3-181138
Montreal, Canada, 26 February - 2 March 2018 







 (revision of C3-18xxxx)
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	29.165
	CR
	0955
	rev
	-
	Current version:
	15.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:

	Correction on the terminology of non-global number

	
	

	Source to WG:
	NTT

	Source to TSG:
	C3

	
	

	Work item code:
	TEI15
	
	Date:
	2018-2-19

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

     Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	In the current TS 29.165, the terminology "non-global number" is used for telephone number that is not global number, which is not aligned with RFC 3966, TS 24.229, and TS 23.003.
The terminology "local number" should be used as defined in RFC3966 clause 3 (telephone-subscriber = global-number / local-number).

	
	

	Summary of change:
	Modified from "non-global number" to "local number" in subclause 8.1 and subclause C.3.3.

	
	

	Consequences if not approved:
	There are misalignments between 3GPP and IETF specifications.

	
	

	Clauses affected:
	8.1, C.3.3

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


*** 1st Change ***
8.1
Numbering, Naming and Addressing for SIP message
The following URI formats in SIP messages may be applied at the Ici as standardized in 3GPP TS 24.229 [5]:

-
SIP URI defined in IETF RFC 3261 [13];

-
tel URI defined in IETF RFC 3966 [14];

-
IM URI defined in IETF RFC 3860 [15]; and

-
PRES URI defined in IETF RFC 3859 [16].

According to 3GPP TS 24.229 [5], the IBCF acting as an exit or entry point in the IMS network supports these URI formats. These URI formats shall be supported at the roaming II-NNI. The SIP URI format shall be supported at the non-roaming II-NNI. For the loopback traversal scenario both the SIP URI and the tel URI shall be supported. The tel URI, IM URI and PRES URI formats may be supported at the non-roaming II-NNI based on agreement between operators. For the loopback traversal scenario the IM URI and PRES URI may be supported based on agreement between operators. Other URI formats may be supported over the II-NNI depending on the operator agreements.

A global number as defined in IETF RFC 3966 [14] shall be used in a tel URI or in the user portion of a SIP URI with the user=phone parameter when conveyed via a non-roaming II-NNI or for the loopback traversal scenario in the Request-URI and in the P-Asserted-Identity header field, except when agreement exists between the operators to also allow other kinds of numbers.

NOTE 1:
In a SIP URI the user portion of the Request-URI represents a telephone number only if the SIP URI includes the user=phone parameter.

NOTE 2:
Agreements can exist between operators to allow local number (e.g. national service numbers, business trunking numbers, or private numbers) at a non-roaming II-NNI or for the loopback traversal scenario. A SIP URI with such a number, a user=phone parameter, and a phone-context parameter agreed between the operators can then be used.

NOTE 3:
3GPP TS 24.229 [5] allows to restrict the number within a SIP Request-URI with user=phone parameter at a non-roaming II-NNI or for the loopback traversal scenario to be a global number (i.e. E.164 in international format) via an appropriate Application Server. Suitable configuration by the operator is needed to achieve the desired modification of the format.

NOTE 4:
The allowed phone number formats in the P-Asserted-Identity header field of a served user are configured by the operator. According to 3GPP TS 23.003 [35], international E.164 format is used within a P-Asserted-Identity header field.

NOTE 5:
The global number format usage within a SIP Request-URI with the user=phone parameter at a non-roaming II-NNI or for the loopback traversal scenario allows the terminating network to find the called subscriber, via HSS interrogation, without any further number translation and thus improves the success of the interconnection between IMS operators.
NOTE 6:
According to 3GPP TS 23.003 [35] and 3GPP TS 24.229 [5], public user identity takes the form of either SIP URI or tel URI.
The optional "oli" and "cpc" tel URI parameters associated with a tel URI or a SIP URI with user=phone are described in 3GPP TS 24.229 [5] clause 7.2A.12 and can be part of the P-Asserted-Identity header field. Depending on operator agreements, those URI parameters may be supported at the non-roaming II-NNI or for the loopback traversal scenario.
The "sos" SIP URI parameter associated with a URI in the Contact header field of a REGISTER request or a 200 (OK) response to REGISTER request is described in 3GPP TS 24.229 [5]. The "sos" SIP URI parameter shall be supported at the roaming II-NNI.
The "sos" SIP URI parameter associated with the Request-URI for all dialogs and standalone SIP requests described in clause 5.2.10.3 of 3GPP TS 24.229 [5] and shall be supported at the roaming II-NNI.
The "rn" and "npdi" number portability parameters for the tel URI and the SIP URI with user=phone as described within IETF RFC 4694 [75] can be part of the Request-URI. Depending on operator agreements these parameters may be exchanged over the non-roaming II-NNI or for the loopback traversal scenario.

NOTE 7:
The "rn" and "npdi" parameters can be used to address the entry point of the terminating operator depending on national rules for number portability.
The "isub" tel URI parameter for the tel URI and the SIP URI with user=phone as described within IETF RFC 3966 [14] can be part of the Request-URI, To header field and P-Asserted-Identity header field. Depending on operator agreements, this URI parameter may be exchanged over the II-NNI.
The "premium-rate" tel URI parameter for the tel URI and the SIP URI with user=phone as described within 3GPP TS 24.229 [5] clause 7.2A.17 can be part of the Request-URI. Depending on operator agreements, this URI parameter may be exchanged at the roaming II-NNI.
The public service identity (PSI) that takes a form of a SIP URI without including a port number as described in clause 13.5 of 3GPP TS 23.003 [35] may be exchanged over the II-NNI depending on operator agreements.
*** 2nd Change ***
C.3.3
Option item table specific to non-roaming II-NNI and loopback traversal scenario

This clause describes the option item tables specific to the non-roaming II-NNI and the loopback traversal scenario as follows:

-
Table C.3.3.1 shows the SIP method option items.
-
Table C.3.3.2 shows the charging option items.
-
Table C.3.3.3 shows the GRUU option items.
-
Table C.3.3.4 shows the media feature tags option items.
-
Table C.3.3.5 shows the ISDN interworking option items.
-
Table C.3.3.6 shows the corporate network option items.
-
Table C.3.3.7 shows the numbering, naming and addressing option items.
-
Table C.3.3.8 shows the additional functions option item.

-
Table C.3.3.9 shows IMS emergency session traversal scenario option item.
Table C.3.3.1: SIP method

	No.
	Option item
	References
	Applicability at the II-NNI
	Details for operator choice

	1
	NOTIFY method
	table 6.1/10

table 6.1/11
	Yes
	Event package name to use.

	
	
	
	
	

	
	
	
	No
	

	2
	SUBSCRIBE method
	table 6.1/20

table 6.1/21
	Yes
	Event package name to use.

	
	
	
	
	

	
	
	
	No
	

	3
	PUBLISH method
	table 6.1/15A

table 6.1/15B
	Yes
	Event package name to use.

	
	
	
	
	

	
	
	
	No
	


Table C.3.3.2: Charging

	No.
	Option item
	References
	Applicability at the II-NNI
	Details for operator choice

	1
	Inter-operator accounting
	table 6.1.3.1/38
clause 11.2
	Yes
	Operator network identifiers populated in the type 2 "orig-ioi" and "term-ioi" header field parameters of the P-Charging-Vector header field.

	
	
	
	
	

	
	
	
	No
	

	2
	Inter-operator accounting for the transit scenario
	clause 11.2
	Yes
	Operator network identifiers populated in the "transit-ioi" header field parameters of the P-Charging-Vector header field.

	
	
	
	
	

	
	
	
	No
	


Table C.3.3.3: Globally routable user agent URIs (GRUU)
	No.
	Option item
	References
	Applicability at the II-NNI
	Details for operator choice

	1
	Globally Routable User Agent URIs

(gruu)
	table 6.1.3.1/56
	Yes
	

	
	
	
	No
	


Table C.3.3.4: Media feature tags

	No.
	Option item
	References
	Applicability at the II-NNI
	Details for operator choice

	1
	Media feature tags
	table 6.1.3.1/76

clause 12

clause 13

clause 14

clause 16

clause 18
	Yes
	Names of media feature tags to use.

	
	
	
	
	

	
	
	
	No
	


Table C.3.3.5: ISDN interworking

	No.
	Option item
	References
	Applicability at the II-NNI
	Details for operator choice

	1
	User to User Call Control Information in SIP for ISDN Interworking (uui)
	table 6.1.3.1/79
	Yes
	

	
	
	
	No
	


Table C.3.3.6: Corporate network

	No.
	Option item
	References
	Applicability at the II-NNI
	Details for operator choice

	1
	Private network traffic

(P-Private-Network-Indication header field)
	table 6.1.3.1/80
	Yes
	

	
	
	
	No
	


Table C.3.3.7: Numbering, naming and addressing

	No.
	Option item
	References
	Applicability at the II-NNI
	Details for operator choice

	0
	SIP URI
	clause 8.1
	Yes
	Any local numbers that are allowed in addition to global numbers.

	
	
	
	
	Domain name(s) and/or IP address(es) of hostportion to accept.

	
	
	
	
	Applicability of PSI to use.

	
	
	
	
	

	0A
	tel URI (NOTE)
	clause 8.1
	Yes
	Any local numbers that are allowed in addition to global numbers.

	
	
	
	
	Applicability of the URI in P-Asserted-Identity header field and/or Request-URI.

	
	
	
	
	

	
	
	
	No
	

	0B
	IM URI
	clause 8.1
	Yes
	

	
	
	
	No
	

	0C
	PRES URI
	clause 8.1
	Yes
	

	
	
	
	No
	

	1
	Number Portability Routing Number

("rn" and "npdi" tel URI parameters)
	clause 8.1
	Yes
	

	
	
	
	No
	

	2
	Calling Party’s Category

("cpc" tel URI parameter)
	clause 8.1
	Yes
	cpc-values to use.

	
	
	
	
	

	
	
	
	No
	

	3
	Originating Line Information

("oli" tel URI parameter)
	clause 8.1
	Yes
	oli-values to use.

	
	
	
	
	

	
	
	
	No
	

	NOTE:
The option item is only for the non-roaming II-NNI.


Table C.3.3.8: Additional functions

	No.
	Option item
	References
	Applicability at the II-NNI
	Details for operator choice

	1
	Support of out-of-dialog OPTIONS method
	table 6.1/12

table 6.1/13
	Yes
	The purpose of the method.

	
	
	
	
	

	
	
	
	No
	


Table C.3.3.9: IMS emergency session traversal scenario
	No.
	Option item
	References
	Applicability at the II-NNI
	Details for operator choice

	1
	IMS emergency session traversal scenario
	table 6.1.3.1/55
clause 30
	Yes
	The emergency service URN(s) to use.

	
	
	
	
	The PSAP URI to use in the Route header field, if applicable.

	
	
	
	
	

	
	
	
	No
	


*** End of Changes ***
