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***** Next change *****
7.28
Preferred network status +CPNSTAT

Table 59B: +CPNSTAT parameter command syntax

	Command
	Possible response(s)

	+CPNSTAT=[<n>]
	

	+CPNSTAT?
	+CPNSTAT: <n>,<stat>

	+CPNSTAT=?
	+CPNSTAT: (list of supported <n>s)


Description
Set command controls the presentation of an unsolicited result code +CPNSTAT: <stat> when <n>=1 and there is a change in the preferred network indication status.

Read command returns the status of result code presentation <n> and an integer <stat> which shows whether the terminal is in GERAN/UTRAN/E-UTRAN/NG-RAN or GAN, see 3GPP TS 44.318 [70].


NOTE:
Further details about registration status are available using commands +CREG (see subclause 7.2), +CGREG (see subclause 10.1.19), +CEREG (see subclause 10.1.21) and +CNRREG (see subclause 10.1.xx.

Test command returns the list of supported unsolicited result codes as a compound value.

Defined values
<n>: integer type
0
disable preferred network indication unsolicited result code.

1
enable preferred network indication unsolicited result code +CPNSTAT: <stat>.

<stat>: integer type; preferred network indication status.

0
Requested network not available.

1
GERAN/UTRAN/E-UTRAN/NG-RAN used.

2
GAN used.

Implementation
Optional.
3GPP


