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	Reason for change:
	Table 9.9.3.12A.1: EPS network feature support information element has the following in Octet 4.

S1-u data transfer (S1-U data)

(octet 4, bit 2)

This bit indicates the capability for S1-u data transfer

Bit

2

0 S1-u data transfer not supported

1 S1-u data transfer supported

In addition, subclauses 8.2.1.10 and 8.2.26.13 specifies that “If this IE is not included then the UE shall interpret this as a receipt of an information element with all bits of the value part coded as zero”. 

A network not supporting CIoT EPS optimizations may not include this IE in the accept messages. Therefore, according to the description above the UE interprets the absence of this IE as “S1-u data transfer not supported”. As a consequence the UE will not request/get the EPS services via S1-u.

	
	

	Summary of change:
	Add an exceptinal handling of the absence of the IE.

	
	

	Consequences if not approved:
	UE would not request/get the EPS services via S1-u.
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	Other comments:
	


***** First change *****
8.2.1.10
EPS network feature support

The network may include this IE to inform the UE of the support of certain features. If this IE is not included then the UE shall interpret this as a receipt of an information element with all bits of the value part coded as zero, except for the S1-u data transfer (S1-U data) (octet 4, bit 2). 
NOTE: In this exceptional case, the UE deems that the network supports S1-u data transfer.
***** Next change *****
8.2.26.13
EPS network feature support

The network may include this IE to inform the UE of the support of certain features. If this IE is not included then the UE shall interpret this as a receipt of an information element with all bits of the value part coded as zero, except for the S1-u data transfer (S1-U data) (octet 4, bit 2).
NOTE: In this exceptional case, the UE deems that the network supports S1-u data transfer.
