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	Reason for change:
	1) When CT1 added an Extended EPS QoS IE to TS 24.301, the description about the mapping between EPS QoS and R99 QoS in subclause 6.1.4 was not updated. So on one hand, for the UE, there is the requirement: 

For inter-system change from S1 mode to A/Gb mode or Iu mode, SM uses the following parameters from each active EPS bearer context:
-
…
-
GERAN/UTRAN parameters as provided by the MME while on E-UTRAN access, i.e. R99 QoS, LLC SAPI, radio priority, packet flow identifier, transaction identifier and BCM (if available).
which could be interpreted to mean:



"the UE uses only the information provided in the Negotiated QoS IE" (*),
thus limiting the MBR and GBR for Gb mode and Iu mode implicitly to values ≤ 10 Gbit/s. 
On the other hand, the requirement for the MME in the same subclause reads:

The MME performs the mapping from EPS to R99 QoS parameters according to 3GPP TS 23.401 [10], annex E.
and according to this annex E, the MME will perform the following mapping:

-
The EPS bearer parameters GBR and MBR of a GBR EPS bearer are mapped one-to-one to/from the Release 99 bearer parameters GBR and MBR of a PDP context associated with Traffic class 'conversational' or 'streaming'.

-
When EPS bearer QoS parameters are mapped to Release 99 QoS parameters the Release 99 bearer parameter MBR of PDP contexts associated with Traffic Class 'interactive' or 'background' is set equal to the value of the authorized APN-AMBR. …

Which means that the MBR/GBR provided by the MME to the SGSN can be > 10 Gbit/s.

So with the above interpretation for the UE side (*), we can end up in Iu mode with a UE assuming that the MBR/GBR applicable in GPRS are ≤ 10 Gbit/s, whereas the SGSN would receive the higher bit rate values > 10 Gbit/s from the MME. I.e. there can be a mismatch between the bit rate values on UE and network side, until the network initiates a PDP context modification to negotiate the bit rates to some 'reasonable' value to be used in Iu mode. – If the network does not initiate such a modification, and the UE performs inter-sytem change back to S1 mode, then both the UE and the MME would perform a mapping from the MBR of the default PDP context to the APN-AMBR of the default EPS bearer context. I.e. the result would again be a mismatch of bit rates on the UE and the MME side. And MME and P-GW could assume erroneously that no further EPS bearer context modification to update the APN-AMBR to the higher value is necessary, as the value provided by the SGSN is > 10 Gbit/s.
In order to avoid these inconsistencies, it is proposed to specify that for a UE supporting A/Gb mode or Iu mode and receiving both a R99 QoS and an Extended EPS QoS IE, the bit rates signalled with the Extended EPS QoS IE are also applicable to the R99 QoS.
2) When the Extended quality of service IE was added to TS 24.301, during implementation of the CR the subclause number was changed from 9.9.4.3a to 9.9.4.30. This was not done in all places so that in 3 message definitions (for ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST, BEARER RESOURCE ALLOCATION REQUEST and BEARER RESOURCE MODIFICATION REQUEST) there is still a reference to the non-existing subclause 9.9.4.3a.
3) The name of the Extended quality of service IE was recently changed to Extended EPS quality of service. This change was applied both to the definition of the IE itself in subclause 9.9.4.30, and to the name of the IE when it is used in an ESM message. In our view the change should only be applied to the name of the IE in the message definition, but not to the type of the IE (i.e. not to subclause 9.9.4.30), for the following reasons:

a) An IE of the same format is also used in TS 24.008 to signal higher bit rates for the R99 QoS, and this IE in TS 24.008, subclause 10.5.6.5B, is defined by reference to the IE in TS 24.301, subclause 9.9.4.30. So far, in all the cases where CT1 defined an IE via reference from 24.008 to 24.301 or vice versa, CT1 used the same denomination for the IE in both specifications.
b) CT1 added a definition for an Extended QoS IE also to TS 24.008, and added the IE to the relevant SM messages, although in practice, an MS or an SGSN implementing the Rel-15 version of TS 24.008 does not need to support this IE, because 

- bitrates > 10 Gbit/s are not supported in Rel-15 (and will most probably never be supported),

- and for the down-negotiation of a bitrate > 10 Gbit/s inherited from S1-mode to a value ≤ 10 Gbit/s, the MS and the SGSN only need to support the legacy Quality of service IE in the NAS signalling. 
If now we define different 'types' of Extended (EPS) QoS IEs for TS 24.008 and TS 24.301, and describe the mapping in TS 24.301, 6.1.4, in such a way that the UE needs to map the bitrates of the 24.301 Extended EPS QoS IE 1-to-1 to the bitrates of the 24.008 Extended QoS IE, we are reinforcing the (wrong) impession that the UE needs to implement the 24.008 Extended QoS IE for the NAS signalling, whereas indeed the UE needs to support only an internal representation of the higher bitrates.
4) In the message definitions, a distinction is made between the name of the IE ("Extended EPS QoS") and the type of the IE ("Extended EPS quality of service"). The title of the subclause where the condition for inclusion of the optional IE is given should refer to the name of the IE, not to the type, as there could be more than one optional IE in the message using the same type. Therefore, e.g. the title of subclause 8.3.3.11 should read "Extended EPS QoS" instead of "Extended EPS quality of service", and similar the title of subclause 8.3.18.14 should read "Extended APN-AMBR" instead of "Extended APN aggregate maximum bit rate".

	
	

	Summary of change:
	1) If a UE supporting A/Gb mode or Iu mode receives both a R99 QoS and an Extended EPS QoS IE, the bit rates signalled with the Extended EPS QoS IE are also applicable to the R99 QoS.
2) References are corrected.

3) Name of the IE in the IE definition is changed back to Extended quality of service.

4) Titles of subclauses are aligned with the names of the IEs in the message definitions.

	
	

	Consequences if not approved:
	Unclear specification can result in a mismatch of the negotiated bit rates on the UE and the network side. Especially after a subsequent inter-system change back to S1 mode, the UE could use an APN-AMBR ≤ 10 Gbit/s whereas the MME is assuming a value > 10 Gbit/s.
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6.1.4
Coordination between ESM and SM

For inter-system change from S1 mode to A/Gb mode or Iu mode, SM uses the following parameters from each active EPS bearer context:
-
EPS bearer identity to map to NSAPI;

-
linked EPS bearer identity (if available) to map to linked TI;
-
PDN address and APN of the default EPS bearer context to map to PDP address and APN of the default PDP context;
-
TFT of the default EPS bearer context, if any, to map to the TFT of the default PDP context;

-
TFTs of the dedicated EPS bearer contexts to map to TFTs of the secondary PDP contexts; and
-
GERAN/UTRAN parameters as provided by the MME while on E-UTRAN access, i.e. R99 QoS, LLC SAPI, radio priority, packet flow identifier, transaction identifier and BCM (if available). If the MME also provided an Extended EPS QoS IE, then the bit rates signalled with this IE are also applicable to the R99 QoS.
NOTE:
Some networks not supporting mobility from S1 mode to A/Gb mode or Iu mode or both do not provide the UE with the GERAN/UTRAN parameters. However, for this case there is no need for the UE to perform mapping to GERAN/UTRAN parameters (i.e. the PDP contexts cannot be transferred to A/Gb mode or Iu mode).
The MME performs the mapping from EPS to R99 QoS parameters according to 3GPP TS 23.401 [10], annex E.
At inter-system change from S1 mode to A/Gb mode, SM shall not activate the PDP context(s) if SM does not have the following parameters from the active EPS bearer context(s):
-
LLC SAPI;

-
radio priority;

-
transaction identifier; and

-
R99 QoS.
At inter-system change from S1 mode to Iu mode, SM shall not activate the PDP context(s) if SM does not have the following parameter from the active EPS bearer context(s):
-
transaction identifier; and

-
R99 QoS.
For inter-system change from A/Gb mode or Iu mode to S1 mode, ESM uses the following parameters from each active PDP context:
-
NSAPI to map to EPS bearer identity;

-
NSAPI of the default PDP context to map to linked EPS bearer identity;

-
PDP address and APN of the default PDP context to map to PDN address and APN of the default EPS bearer context;

-
TFT of the default PDP context, if any, to map to the TFT of the default EPS bearer context; and
-
TFTs of the secondary PDP contexts to map to the TFTs of the dedicated EPS bearer contexts.
The MME and the UE perform the mapping from R99 to EPS QoS parameters according to 3GPP TS 23.401 [10], annex E. In particular the MME derives the APN-AMBR for the corresponding PDN connection from the MBR of the R99 subscribed QoS profile and the UE maps the MBR of its default PDP context to the APN-AMBR of the corresponding PDN connection.
***** Next change *****
8.3.3.1
Message definition

This message is sent by the network to the UE to request activation of a dedicated EPS bearer context associated with the same PDN address(es) and APN as an already active default EPS bearer context. See table 8.3.3.1.

Message type:
ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST

Significance:

dual

Direction:


network to UE

Table 8.3.3.1: ACTIVATE DEDICATED EPS BEARER CONTEXT REQUEST message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Protocol discriminator
	Protocol discriminator

9.2
	M
	V
	1/2

	
	EPS bearer identity
	EPS bearer identity

9.3.2
	M
	V
	1/2

	
	Procedure transaction identity
	Procedure transaction identity
9.4
	M
	V
	1

	
	Activate dedicated EPS bearer context request message identity
	Message type

9.8
	M
	V
	1

	
	Linked EPS bearer identity
	Linked EPS bearer identity

9.9.4.6
	M
	V
	1/2

	
	Spare half octet
	Spare half octet

9.9.2.9
	M
	V
	1/2

	
	EPS QoS
	EPS quality of service

9.9.4.3
	M
	LV
	2-14

	
	TFT
	Traffic flow template

9.9.4.16
	M
	LV
	2-256

	5D
	Transaction identifier
	Transaction identifier

9.9.4.17
	O
	TLV
	3-4

	30
	Negotiated QoS
	Quality of service

9.9.4.12
	O
	TLV
	14-22

	32
	Negotiated LLC SAPI
	LLC service access point identifier

9.9.4.7
	O
	TV
	2

	8-
	Radio priority
	Radio priority

9.9.4.13
	O
	TV
	1

	34
	Packet flow Identifier
	Packet flow Identifier

9.9.4.8
	O
	TLV
	3

	27
	Protocol configuration options
	Protocol configuration options

9.9.4.11
	O
	TLV
	3-253

	C-
	WLAN offload indication
	WLAN offload acceptability
9.9.4.18
	O
	TV
	1

	33
	NBIFOM container
	NBIFOM container
9.9.4.19
	O
	TLV 
	3-257

	7B
	Extended protocol configuration options
	Extended protocol configuration options

9.9.4.26
	O
	TLV-E
	4-65538

	5C
	Extended EPS QoS
	Extended quality of service

9.9.4.30
	O
	TLV
	12


***** Next change *****
8.3.3.11
Extended EPS QoS
This IE shall be included in the message only if the network wishes to transmit the maximum and guaranteed bit rate values to the UE and at least one of the values to be transmitted exceeds the maximum value specified in the EPS quality of service information element in subclause 9.9.4.3.

***** Next change *****
8.3.6.1
Message definition

This message is sent by the network to the UE to request activation of a default EPS bearer context. See table 8.3.6.1.

Message type:
ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST

Significance:

dual

Direction:


network to UE

Table 8.3.6.1: ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Protocol discriminator
	Protocol discriminator

9.2
	M
	V
	1/2

	
	EPS bearer identity
	EPS bearer identity

9.3.2
	M
	V
	1/2

	
	Procedure transaction identity
	Procedure transaction identity
9.4
	M
	V
	1

	
	Activate default EPS bearer context request message identity
	Message type

9.8
	M
	V
	1

	
	EPS QoS
	EPS quality of service

9.9.4.3
	M
	LV
	2-14

	
	Access point name
	Access point name

9.9.4.1
	M
	LV
	2-101

	
	PDN address
	PDN address

9.9.4.9
	M
	LV
	6-14

	5D
	Transaction identifier
	Transaction identifier

9.9.4.17
	O
	TLV
	3-4

	30
	Negotiated QoS
	Quality of service

9.9.4.12
	O
	TLV
	14-22

	32
	Negotiated LLC SAPI
	LLC service access point identifier

9.9.4.7
	O
	TV
	2

	8-
	Radio priority
	Radio priority

9.9.4.13
	O
	TV
	1

	34
	Packet flow Identifier
	Packet flow Identifier

9.9.4.8
	O
	TLV
	3

	5E
	APN-AMBR
	APN aggregate maximum bit rate

9.9.4.2
	O
	TLV
	4-8

	58
	ESM cause
	ESM cause

9.9.4.4
	O
	TV
	2

	27
	Protocol configuration options
	Protocol configuration options

9.9.4.11
	O
	TLV
	3-253

	B-
	Connectivity type
	Connectivity type

9.9.4.2A
	O
	TV
	1

	C-
	WLAN offload indication
	WLAN offload acceptability
9.9.4.18
	O
	TV
	1

	33
	NBIFOM container
	NBIFOM container
9.9.4.19
	O
	TLV
	3-257

	66
	Header compression configuration
	Header compression configuration

9.9.4.22
	O
	TLV
	5-257

	9-
	Control plane only indication
	Control plane only indication

9.9.4.23
	O
	TV
	1

	7B
	Extended protocol configuration options
	Extended protocol configuration options

9.9.4.26
	O
	TLV-E
	4-65538

	6E
	Serving PLMN rate control
	Serving PLMN rate control

9.9.4.28
	O
	TLV
	4

	5F
	Extended APN-AMBR
	Extended APN aggregate maximum bit rate
9.9.4.29
	O
	TLV
	8

	5C
	Extended EPS QoS
	Extended quality of service

9.9.4.30
	O
	TLV
	12


***** Next change *****
8.3.6.18
Extended EPS QoS
This IE shall be included in the message only if the network wishes to transmit the maximum and guaranteed bit rate values to the UE and at least one of the values to be transmitted exceeds the maximum value specified in the EPS quality of service information element in subclause 9.9.4.3.

***** Next change *****
8.3.8.1
Message definition
This message is sent by the UE to the network to request the allocation of a dedicated bearer resource. See table 8.3.8.1.

Message type:
BEARER RESOURCE ALLOCATION REQUEST

Significance:

dual

Direction:


UE to network

Table 8.3.8.1: BEARER RESOURCE ALLOCATION REQUEST message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Protocol discriminator
	Protocol discriminator

9.2
	M
	V
	1/2

	
	EPS bearer identity
	EPS bearer identity

9.3.2
	M
	V
	1/2

	
	Procedure transaction identity
	Procedure transaction identity

9.4
	M
	V
	1

	
	Bearer resource allocation request message identity
	Message type

9.8
	M
	V
	1

	
	Linked EPS bearer identity
	Linked EPS bearer identity

9.9.4.6
	M
	V
	1/2

	
	Spare half octet
	Spare half octet

9.9.2.9
	M
	V
	1/2

	
	Traffic flow aggregate
	Traffic flow aggregate description

9.9.4.15
	M
	LV
	2-256

	
	Required traffic flow QoS
	EPS quality of service

9.9.4.3
	M
	LV
	2-14

	27
	Protocol configuration options
	Protocol configuration options

9.9.4.11
	O
	TLV
	3-253

	C-
	Device properties
	Device properties

9.9.2.0A
	O
	TV
	1

	33
	NBIFOM container
	NBIFOM container
9.9.4.19
	O
	TLV
	3-257

	7B
	Extended protocol configuration options
	Extended protocol configuration options

9.9.4.26
	O
	TLV-E
	4-65538

	5C
	Extended EPS QoS
	Extended quality of service

9.9.4.30
	O
	TLV
	12


***** Next change *****
8.3.8.6
Extended EPS QoS
This IE shall be included in the message only if the UE wishes to transmit the maximum and guaranteed bit rate values to the network and at least one of the values to be transmitted exceeds the maximum value specified in the EPS quality of service information element in subclause 9.9.4.3.

***** Next change *****
8.3.10.1
Message definition
This message is sent by the UE to the network to request the modification of a dedicated bearer resource, or to request re-negotiation of header compression configuration associated to an EPS bearer context if the network has previously indicated support of Control plane CIoT EPS optimization and Header compression for control plane CIoT EPS optimization. See table 8.3.10.1.

Message type:
BEARER RESOURCE MODIFICATION REQUEST

Significance:

dual

Direction:


UE to network

Table 8.3.10.1: BEARER RESOURCE MODIFICATION REQUEST message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Protocol discriminator
	Protocol discriminator

9.2
	M
	V
	1/2

	
	EPS bearer identity
	EPS bearer identity

9.3.2
	M
	V
	1/2

	
	Procedure transaction identity
	Procedure transaction identity
9.4
	M
	V
	1

	
	Bearer resource modification request message identity
	Message type

9.8
	M
	V
	1

	
	EPS bearer identity for packet filter
	Linked EPS bearer identity

9.9.4.6
	M
	V
	1/2

	
	Spare half octet
	Spare half octet

9.9.2.9
	M
	V
	1/2

	
	Traffic flow aggregate
	Traffic flow aggregate description
9.9.4.15
	M
	LV
	2-256

	5B
	Required traffic flow QoS
	EPS quality of service

9.9.4.3
	O
	TLV
	3-15

	58
	ESM cause
	ESM cause

9.9.4.4
	O
	TV
	2

	27
	Protocol configuration options
	Protocol configuration options

9.9.4.11
	O
	TLV
	3-253

	C-
	Device properties
	Device properties
9.9.2.0A
	O
	TV
	1

	33
	NBIFOM container
	NBIFOM container
9.9.4.19
	O
	TLV
	3-257

	66
	Header compression configuration
	Header compression configuration
9.9.4.22
	O
	TLV
	5-257

	7B
	Extended protocol configuration options
	Extended protocol configuration options

9.9.4.26
	O
	TLV-E
	4-65538

	5C
	Extended EPS QoS
	Extended quality of service

9.9.4.30
	O
	TLV
	12


***** Next change *****
8.3.10.9
Extended EPS QoS
This IE shall be included in the message only if the UE wishes to transmit the maximum and guaranteed bit rate values to the network and at least one of the values to be transmitted exceeds the maximum value specified in the EPS quality of service information element in subclause 9.9.4.3.

***** Next change *****
8.3.18.1
Message definition

This message is sent by the network to the UE to request modification of an active EPS bearer context, or to request re-negotiation of header compression configuration associated to an EPS bearer context if the UE has previously indicated support of Control plane CIoT EPS optimization and Header compression for control plane CIoT EPS optimization. See table 8.3.18.1.

Message type:
MODIFY EPS BEARER CONTEXT REQUEST

Significance:

dual

Direction:


network to UE

Table 8.3.18.1: MODIFY EPS BEARER CONTEXT REQUEST message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Protocol discriminator
	Protocol discriminator

9.2
	M
	V
	1/2

	
	EPS bearer identity
	EPS bearer identity

9.3.2
	M
	V
	1/2

	
	Procedure transaction identity
	Procedure transaction identity
9.4
	M
	V
	1

	
	Modify EPS bearer context request message identity
	Message type

9.8
	M
	V
	1

	5B
	New EPS QoS
	EPS quality of service

9.9.4.3
	O
	TLV
	3-15

	36
	TFT
	Traffic flow template

9.9.4.16
	O
	TLV
	3-257

	30
	New QoS
	Quality of service

9.9.4.12
	O
	TLV
	14-22

	32
	Negotiated LLC SAPI
	LLC service access point identifier

9.9.4.7
	O
	TV
	2

	8-
	Radio priority
	Radio priority

9.9.4.13
	O
	TV
	1

	34
	Packet flow Identifier
	Packet flow Identifier

9.9.4.8
	O
	TLV
	3

	5E
	APN-AMBR
	APN aggregate maximum bit rate

9.9.4.2
	O
	TLV
	4-8

	27
	Protocol configuration options
	Protocol configuration options

9.9.4.11
	O
	TLV
	3-253

	C-
	WLAN offload indication
	WLAN offload acceptability
9.9.4.18
	O
	TV
	1

	33
	NBIFOM container
	NBIFOM container
9.9.4.19
	O
	TLV
	3-257

	66
	Header compression configuration
	Header compression configuration
9.9.4.22
	O
	TLV
	5-257

	7B
	Extended protocol configuration options
	Extended protocol configuration options

9.9.4.26
	O
	TLV-E
	4-65538

	5F
	Extended APN-AMBR
	Extended APN aggregate maximum bit rate
9.9.4.29
	O
	TLV
	8

	5C
	Extended EPS QoS
	Extended quality of service

9.9.4.30
	O
	TLV
	12


***** Next change *****
8.3.18.14
Extended APN-AMBR
This IE shall be included in the message only if at least one of the APN-AMBR values has been changed by the network and at least one of the values to be transmitted exceeds the maximum value specified in the APN aggregate maximum bit rate information element in subclause 9.9.4.2.
8.3.18.15
Extended EPS QoS
This IE shall be included in the message only if the network wishes to transmit the maximum and guaranteed bit rate values to the UE and at least one of the values to be transmitted exceeds the maximum value specified in the EPS quality of service information element in subclause 9.9.4.3.
***** Next change *****
9.9.4.30
Extended quality of service
The purpose of the Extended quality of service information element is to indicate for an EPS bearer context the maximum bit rates for uplink and downlink and the guaranteed bit rates for uplink and downlink, if at least one of the bit rates has a value higher than 10 Gbps.

The Extended quality of service information element is coded as shown in figure 9.9.4.30.1 and table 9.9.4.30.1. For uplink and downlink, if the sending entity only has to indicate one bit rate (i.e, with a value higher than 10 Gbps), it shall encode the other bit rate (i.e., with a value smaller or equal to 10 Gbps) as "00000000". The receiving entity shall ignore a bit rate which is included in the extended quality of service information element and has a value smaller or equal to 10 Gbps.
The Extended quality of service is a type 4 information element with a length of 12 octets.

	8
	7
	6
	5
	4
	3
	2
	1
	

	Extended EPS quality of service IEI
	octet 1

	Length of Extended EPS quality of service contents
	octet 2

	Unit for maximum bit rate
	octet 3

	Maximum bit rate for uplink
	octet 4

	Maximum bit rate for uplink (continued)
	octet 5

	Maximum bit rate for downlink
	octet 6

	Maximum bit rate for downlink (continued)
	octet 7

	Unit for guaranteed bit rate
	octet 8

	Guaranteed bit rate for uplink
	octet 9

	Guaranteed bit rate for uplink (continued)
	octet 10

	Guaranteed bit rate for downlink
	octet 11

	Guaranteed bit rate for downlink (continued)
	octet 12


Figure 9.9.4.30.1: Extended quality of service information element 
Table 9.9.4.30.1: Extended quality of service information element
	Unit for maximum bit rate (octet 3)
 0 0 0 0 0 0 0 0
value is not used
 0 0 0 0 0 0 0 1
value is incremented in multiples of 200 kbps

 0 0 0 0 0 0 1 0
value is incremented in multiples of 1 Mbps
 0 0 0 0 0 0 1 1
value is incremented in multiples of 4 Mbps

 0 0 0 0 0 1 0 0
value is incremented in multiples of 16 Mbps
 0 0 0 0 0 1 0 1
value is incremented in multiples of 64 Mbps

 0 0 0 0 0 1 1 0
value is incremented in multiples of 256 Mbps
 0 0 0 0 0 1 1 1
value is incremented in multiples of 1 Gbps

 0 0 0 0 1 0 0 0
value is incremented in multiples of 4 Gbps
 0 0 0 0 1 0 0 1
value is incremented in multiples of 16 Gbps
 0 0 0 0 1 0 1 0
value is incremented in multiples of 64 Gbps

 0 0 0 0 1 0 1 1
value is incremented in multiples of 256 Gbps

 0 0 0 0 1 1 0 0
value is incremented in multiples of 1 Tbps

 0 0 0 0 1 1 0 1
value is incremented in multiples of 4 Tbps

 0 0 0 0 1 1 1 0
value is incremented in multiples of 16 Tbps

 0 0 0 0 1 1 1 1
value is incremented in multiples of 64 Tbps

 0 0 0 1 0 0 0 0
value is incremented in multiples of 256 Tbps

 0 0 0 1 0 0 0 1
value is incremented in multiples of 1 Pbps

 0 0 0 1 0 0 1 0
value is incremented in multiples of 4 Pbps

 0 0 0 1 0 0 1 1
value is incremented in multiples of 16 Pbps

 0 0 0 1 0 1 0 0
value is incremented in multiples of 64 Pbps

 0 0 0 1 0 1 0 1
value is incremented in multiples of 256 Pbps

Other values shall be interpreted as multiples of 256 Pbps in this version of the protocol.
Maximum bit rate for uplink (octets 4 and 5)

Octets 4 and 5 represent the binary coded value of maximum bit rate for uplink in units defined by octet 3.

Maximum bit rate for downlink (octets 6 and 7)

Octets 6 and 7 represent the binary coded value of maximum bit rate for downlink in units defined by octet 3.
Unit for guaranteed bit rate (octet 8)
The coding is identical to that of the unit for maximum bit rate (octet 3).
Guaranteed bit rate for uplink (octets 9 and 10)

Octets 9 and 10 represent the binary coded value of guaranteed bit rate for uplink in units defined by octet 8.
Guaranteed bit rate for downlink (octets 11 and 12)

Octets 11 and 12 represent the binary coded value of guaranteed bit rate for downlink in units defined by octet 8.


