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* * * First Change * * * *

7.4.2
SLg-Location-Type
The SLg-Location-Type AVP is of type Enumerated. The following values are defined:

CURRENT_LOCATION (0)

CURRENT_OR_LAST_KNOWN_LOCATION (1)

INITIAL_LOCATION (2) 
ACTIVATE_DEFERRED_LOCATION (3)

CANCEL_DEFERRED_LOCATION (4)

NOTIFICATION_VERIFICATION_ONLY (5) 

* * * Next Change * * * *

7.4.20
Location-Event

The Location-Event AVP is of type Enumerated. The following values are defined:

EMERGENCY_CALL_ORIGINATION (0)

EMERGENCY_CALL_RELEASE (1)

MO_LR (2)

EMERGENCY_CALL_HANDOVER (3) 

DEFERRED_MT_LR_RESPONSE (4)

DEFERRED_MO_LR_TTTP_INITIATION (5)

DELAYED_LOCATION_REPORTING (6)

DEFERRED_MT_LR_RESPONSE is applicable to the delivery of an event report and/or a location estimate for an LDR initiated earlier by either the network (via an MT-LR activate deferred location) or the UE (via a periodic MO-LR TTTP initiation for a UE with UTRAN access). 
DELAYED_LOCATION_REPORTING is applicable to the delivery of a location estimate for an EPC-MT-LR or PS-MT-LR initiated earlier by the network for a UE which was transiently not reachable.
* * * Next Change * * * *

7.4.49
PLMN-ID-List

The PLMN-ID-List AVP is of type Grouped. 

AVP format:

PLMN-ID-List ::= <AVP header: 2544 10415>

{ Visited-PLMN-Id }

[ Periodic-Location-Support-Indicator ]
*[ AVP ]

If not included, the default value of Periodic-Location-Support-Indicator shall be considered as "NOT_SUPPORTED" (0).
* * * End of Changes * * * *

