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* * * First Change * * * *

B.2.2
SGW-U Selection Function

The SGW-C shall be able to select the SGW-U considering the following parameters: 

-
the SGW-U location and the user 's location (i.e. ECGI, eNodeB ID or TAI for E-UTRAN, RAI or RNC-ID for UTRAN);

-
the SGW-U's capabilities and the capabilities required for the particular UE session to establish;

-
the mapped UE Usage Type (when dedicating SGW-U to specific Dedicated Core Networks);

-
the SGW-U's dynamic load;

-
the SGW-U's relative static capacity (versus other SGW-Us);

-
the UP Function Selection Information Flags, indicating whether it is desired to select an SGW-U optimized for NR, as specified in 3GPP TS 29.274 [9].

Based on local policy, if the user's location information is required to be used for selecting the UP function, the SGW-C shall determine the list of candidate SGW-Us taking into account the user 's location (ECGI, eNodeB ID or TAI for E-UTRAN, RAI or RNC-ID for UTRAN). 

The SGW-C shall select, among the candidate SGW-U functions, an SGW-U function which supports all the capabilities required for the particular UE session, considering the information received during the PFCP Association Setup.

B.2.3
PGW-U Selection Function

The PGW-C shall be able to select the PGW-U considering the following parameters:

-
the requested APN for the PDN connection;

-
the PGW-U location and the user 's location;

-
the PGW-U's capabilities and the capabilities required for the particular UE session to establish;

-
the mapped UE Usage Type (when dedicating PGW-U to specific Dedicated Core Networks); 

-
the PGW-U's dynamic load;

-
the PGW-U's relative static capacity (versus other PGW-Us);

-
whether a PDN connection already exists for the same UE and APN, in which case the same PGW-U shall be selected (to enable APN-AMBR enforcement); 
-
the UP Function Selection Information Flags, indicating whether it is desired to select a PGW-U optimized for NR, as specified in 3GPP TS 29.274 [9].

NOTE:
The SGW-U and PGW-U location can be configured in the SGW-C and PGW-C or derived from DNS procedures as specified in subclause B.2.2. 

If the PGW-C already assigned a PGW-U to the UE for the requested APN (e.g. UE with multiple PDN connections to the same APN), the PGW-C shall select the same PGW-U for the new PDN connection.

If a non-null IPv4 address and/or a IPv6 prefix is received in the PDN Address Allocation (PAA) IE in the Create Session Request, e.g. static address assignment in the user subscription, the PGW-C shall select a PGW-U which can support the requested UE's IP address and/or IPv6 prefix.

Otherwise, the PGW-C shall determine the list of candidate PGW-Us taking into account the requested APN. 

The PGW-C shall select, among the candidate PGW-U functions, a PGW-U function which supports all the capabilities required for the particular UE session, considering the information received during the PFCP Association Setup.
* * * End of Changes * * * *

