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***** Begin of change *****
4.6.5
Contents of files at the DFV2X level

4.6.5.1
V2X configuration data related files

The EFs in the Dedicated File DFV2X contain management objects related to V2X, as specified in 3GPP TS 24.386 [98].

4.6.5.2
EFVST (V2X Service Table)

If service n°119 is "available" in the USIM Service Table, this file shall be present. This EF indicates the coding of the V2X management objects and which V2X services are available. If a service is not indicated as available in the V2X Service Table, the ME shall not select this service.

	Identifier: '4F01'
	Structure: transparent
	Optional

	SFI: '01'
	

	File size: X bytes, (X ≥ 2)
	Update activity: low

	Access Conditions:


READ
PIN


UPDATE
ADM


DEACTIVATE
ADM


ACTIVATE
ADM



	Bytes
	Description
	M/O
	Length

	1
	Coding of the V2X management objects
	M
	1 byte

	2
	Services n°1 to n°8
	M
	1 byte

	3
	Services n°9 to n°16
	O
	1 byte

	etc.
	
	
	

	X
	Services n°(8X‑7) to n°(8X)
	O
	1 byte


Coding of the V2X management objects

Contents:

Indicates the coding used for all the V2X management objects.stored in the DFV2X.

Coding:



A value of '00' indicates the XML format described in TS 24.385 [97]. All other values are reserved.

Editor’s Note: the definition of other encoding formats is for future study.
The EF shall contain at least one byte for services. Further bytes may be included, but if the EF includes an optional byte, then it is mandatory for the EF to also contain all bytes before that byte. Other services are possible in the future and will be coded on further bytes in the EF.

	Services
	
	

	Contents:
	Service n°1:
	V2X configuration data


Coding:

Same as coding of USIM Service Table.

4.6.5.3
EFV2X_CONFIG (V2X configuration data)

This EF contains zero, one or more V2X configuration data objects, as specified in TS 24.385 [97].

	Identifier: '4F02'
	Structure: BER-TLV
	Optional

	SFI: '02'
	

	File size: X bytes
	Update activity: low

	Access Conditions:


READ
PIN


UPDATE
ADM


DEACTIVATE
ADM


ACTIVATE
ADM



	Bytes
	Description
	M/O
	Length

	
	
	
	

	1 to X
	V2X configuration data
	O
	X bytes








The V2X configuration data is encoded as specified in the V2X Service Table.
Unused bytes shall be set to 'FF'.

V2X configuration data object tag:

	V2X configuration data objects
	Tag Values
	Condition

	V2X configuration data
	'80'
	Shall be present if service n°1 is "available" in the V2X service table


***** End of change *****
