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***** Next change *****
U.3.1.0
Registration and authentication

The UE shall perform reregistration of a previously registered public user identity bound to any one of its contact addresses when changing to an IP-CAN of 5GS using non-3gpp access. The reregistration is performed using the new IP-CAN.
NOTE 1:
This document does not specify how the UE detects that the used IP-CAN has changed. The information that is forcing the reregistration is also used to generate the content for the P-Access-Network-Info header field.

NOTE 2:
The UE will send the reregistration irrespective of whether it has a SIP dialog or not.

If the UE supports the 3GPP PS data off, then the UE shall in all REGISTER requests include the "+g.3gpp.ps-data-off" header field parameter defined in subclause 7.9.8 set to a value indicating the 3GPP PS data off status.

When the UE sends a REGISTER request, if the 3GPP PS data off status is "active", then the UE shall only include media feature tags associated with services that are 3GPP PS data off exempt services in the g.3gpp.icsi-ref media feature tag, as defined in subclause 7.9.2 and RFC 3840 [62], for the IMS communication services it intends to use.
If the UE is registered , and the 3GPP PS data off status is changed, then the UE shall perform a reregistration of the previously registered public user identity.

***** Next change *****
U.3.1.2
Availability for calls

This subclause documents the minimal requirements for being available for voice communication services when using 5GS.

A UE shall perform an initial registration as specified in subclause 5.1.1.2 using a QoS flow for SIP signalling (see annex U.2.2.1), if all the following conditions are met:

1)
if the UE is operating in the "voice centric" way;
Editor's note [WI: 5GS_Ph1-IMSo5G, CR: 6020]: The terminology of "voice centric" should be in line with a stage 3.specification when available.
2)
if the UE is capable of receiving any (but not necessarily all) of the media types which the CS domain supports, such that the media type can also be used when accessing the IM CN subsystem using the current IP-CAN;
3)
if:

a)
the media type of item 2 is an "audio" media type
b)
the UE supports codecs suitable for (conversational) speech; and

c)
the "audio" media type is not restricted from inclusion in an SDP message according to the media type restriction policy as specified in subclause 6.1.1
and one of the following is true:

a)
3GPP PS data off status is "inactive"; or

b)
3GPP PS data off status is "active" and MMTEL voice is a 3GPP PS data off exempt service;

4)
if the UE determines that its contact has not been bound to a public user identity using the IP-CAN, such that the contact is expected to be used for the delivery of incoming requests in the IM CN subsystem relating to the media of item 2 and item 3;
5)
if the IMSVoPS indicator, provided by the lower layers indicates voice is supported;

6)
if the procedures to perform the initial registration are enabled (see 3GPP TS 24.305 [8T]); and
7)
if the PDU session used for IMS is:

a)
available; or

b)
not available, and the UE is able to initiate the establishment of a PDU session used for IMS.
Editor's note [WI: 5GS_Ph1-IMSo5G, CR: 6020]: The means by which the UE initiates the establishment of PDU session used for IMS is to be completed.
NOTE 1:
Regardless of any of the above conditions, a UE might attempt to register with the IM CN subsystem at any time.
EXAMPLE:
As an example of the note, a UE configured to preferably attempt to use the 5GS to access IM CN subsystem can perform an initial registration as specified in subclause 5.1.1.2, if the conditions in items 2, 3, 4, 5, 6 and 7 in this subclause, evaluate to true.

The UE indicates to the non-access stratum the status of being available for voice over PS when:

I)
the UE is capable of receiving any (but not necessarily all) of the media types which the CS domain supports, such that the media type can also be used when accessing the IM CN subsystem using the current IP-CAN;
II)
if the media type of item I is an "audio" media type, the UE supports codecs suitable for (conversational) speech, the "audio" media type is not restricted from inclusion in an SDP message according to the media type restriction policy as specified in subclause 6.1.1; and:
a)
3GPP PS data off status is "inactive"; or

b)
3GPP PS data off status is "active" and MMTEL voice is a 3GPP PS data off exempt service; and
III)
the UE determines a contact has been bound to a public user identity using the IP-CAN, such that this contact is expected to be used for the delivery of incoming requests in the IM CN subsystem relating to such media.


The UE indicates to the non-access stratum the status of being not available for voice over PS when:

I)
in response to receiving the IMSVoPS indicator indicating voice is supported, the UE:

-
initiated an initial registration as specified in subclause 5.1.1.2, received a final response to the REGISTER request sent, but the conditions for indicating the status of being available for voice over PS are not met; or

-
did not initiate an initial registration as specified in subclause 5.1.1.2 and, these conditions for indicating the status of being available for voice over PS are not met; or

II)
the conditions for indicating the status of being available for voice over PS are no longer met.
NOTE 2:
The status of being not available for voice over PS is used for domain selection for UE originating sessions / calls specified in 3GPP TS 23.221 [6] subclause 7.2a.
***** Next change *****
U.3.1.2A
Availability for SMS

The UE determines that the UE is able to use SMS using IMS if the UE:

I)
is capable of using the MIME type "application/vnd.3gpp.sms" (see 3GPP TS 24.341 [8L]), such that the MIME type can also be used when accessing the IM CN subsystem using the current IP-CAN;

II)
supports the role of an SM-over-IP sender (see 3GPP TS 24.341 [8L]);
IIA)
determines the PDU session used for IMS exists;
III)
determines a contact has been bound to a public user identity using the IP-CAN, such that this contact is expected to be used for the delivery of incoming requests in the IM CN subsystem relating to such media; and
IV)
the UE does not determine that SMS over IP is restricted in 3GPP TS 24.341 [8L] subclause 5.2.1.3; and
V)
the 3GPP PS data off status is:

-
"inactive"; or

-
"active" and SMS over IMS is a 3GPP PS data off exempt service.

When above criteria are not met, the UE determines that SMS using IMS is unavailable.
NOTE:
The status that SMS using IMS is unavailable is used for domain selection for UE originating SMS specified in 3GPP TS 23.221 [6] subclause 7.2c.
***** Next change *****
U.3.1.5
3GPP PS data off


If the 3GPP PS data off status is "active" the UE shall only send initial requests that:

1)
are associated with a 3GPP IMS service which enforces 3GPP PS data off;

NOTE 1:
These services are specified in 3GPP TS 22.011 [1C], and enforcement of 3GPP PS data off is described in the respective service specifications.
2)
are associated with an emergency service; or

3)
are associated with 3GPP PS data off exempt services configured in the UE using one or more of the following methods:

-
the non_3GPP_ICSIs_exempt node specified in 3GPP TS 24.167 [8G]; or

-
the non_3GPP_ICSIs_exempt node in the EF3GPPPSDATAOFFservicelist file described in 3GPP TS 31.102 [15C].


If the UE is configured with both the non_3GPP_ICSIs_exempt node of 3GPP TS 24.167 [8G] and the non_3GPP_ICSIs_exempt node in the EF3GPPPSDATAOFFservicelist file described in 3GPP TS 31.102 [15C], then the non_3GPP_ICSIs_exempt node in the EF3GPPPSDATAOFFservicelist file described in 3GPP TS 31.102 [15C] shall take precedence.

If the 3GPP PS data off status changes from "inactive" to "active" the UE shall release all dialogs that

1)
are not associated with a 3GPP IMS service which enforces 3GPP PS data off;

NOTE 2:
These services are specified in 3GPP TS 22.011 [1C], and enforcement of 3GPP PS data off is described in the respective service specifications.
2)
are not associated with an emergency service; and
3)
are not associated with 3GPP data off exempt services configured in the UE using one or more of the following methods:

-
the non_3GPP_ICSIs_exempt node specified in 3GPP TS 24.167 [8G]; or

-
the non_3GPP_ICSIs_exempt node in the EF3GPPPSDATAOFFservicelist file described in 3GPP TS 31.102 [15C].


If the UE is configured with both the non_3GPP_ICSIs_exempt node of 3GPP TS 24.167 [8G] and the non_3GPP_ICSIs_exempt node in the EF3GPPPSDATAOFFservicelist file described in 3GPP TS 31.102 [15C], then the non_3GPP_ICSIs_exempt node in the EF3GPPPSDATAOFFservicelist file described in 3GPP TS 31.102 [15C] shall take precedence.

