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Proposed changes:

*** 1st Change ***

8.4.4.2.2
Type: APIInvokerEnrolmentDetails
Table 8.4.4.2.2-1: Definition of type APIInvokerEnrolmentDetails
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	apiInvokerId
	string
	O
	0..1
	API invoker ID assigned by the CAPIF core function to the API invoker while on-boarding the API invoker. Shall not be present in the HTTP POST request from the API invoker to the CAPIF core function, to on-board itself. Shall be present in all other HTTP requests and responses.
	

	onboardingInformation
	OnboardingInformation
	M
	1
	On-boarding information about the API invoker necessary for the CAPIF core function to on-board the API invoker.
	

	onboardingNotificationDestination
	OnboardingNotificationDestination
	O
	0..1
	Onboarding notification destination information provided by the API invoker. Shall be present in the HTTP POST request from the API invoker to the CAPIF core function, to on-board itself. Shall not be present in any other HTTP requests and responses.
	

	apiList
	APIList
	O
	0..1
	A list of APIs. When included by the API invoker in the HTTP request message, it lists the APIs that the API invoker intends to invoke while onboard. When included by the CAPIF core function in the HTTP response message, it lists the APIs that the API invoker is allowed to invoke while onboard.
	

	apiInvokerInformation
	string
	O
	0..1
	Generic information related to the API invoker such as details of the device or the application. 
	


*** End of Changes ***

