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*** 1st Change ***

4.4.1
PCRF
The PCRF (Policy Control and Charging Rules Function) is a functional element that encompasses policy control decision and flow based charging control functionalities. These 2 functionalities are the heritage of the release 6 logical entities PDF and CRF respectively. The PCRF provides network control regarding the service data flow detection, gating, QoS and flow based charging (except credit management) towards the PCEF. The PCRF receives session and media related information from the AF and informs AF of traffic plane events.

The PCRF shall provision PCC Rules to the PCEF via the Gx reference point. Particularities for the Gxx reference point are specified in clause 4a.4.1. Particularities for the Sd reference point are specified in clause 4b.4.1.
If IP flow mobility applies, the PCRF shall, based on IP flow mobility routing rules received from the PCEF, provide the authorized PCC/QoS rules to the applicable BBF.
If NBIFOM applies, the PCRF takes the decisions as described in subclause 4.5.25.1.1.
The PCRF PCC Rule decisions may be based on one or more of the following:

-
Information obtained from the AF via the Rx reference point, e.g. the session, media and subscriber related information.

-
Information obtained from the PCEF via the Gx reference point, e.g. IP-CAN bearer attributes, request type, subscriber related information, IP flow mobility routing rules (if IP flow mobility is supported), NBIFOM routing rule and change of usability of an access (if NBIFOM is supported), detected application's traffic information (if the PCEF supports Application Detection and Control feature) and 3GPP PS Data Off status (if the PCEF supports 3GPP PS Data Off feature).

-
Information obtained from the SPR via the Sp reference point, e.g. subscriber and service related data.
-
Information obtained from the TDF via the Sd reference point, e.g. report on application's traffic detection start/stop.
NOTE 1:
The details associated with the Sp reference point are not specified in this Release. The SPR's relation to existing subscriber databases is not specified in this Release.

-
Information obtained from the BBERF via the Gxx reference point.

-
Own PCRF pre-configured information.

If the information from the PCEF contains traffic mapping information not matching any service data flow filter known to the PCRF, and the PCRF allows the UE to request enhanced QoS for services not known to the PCRF, the PCRF shall add this traffic mapping information as service data flow filters to the corresponding authorized PCC Rule. The PCRF may wildcard missing filter parameters, e.g. missing uplink TFT address and port information in case of GPRS.
The PCRF shall report events to the AF via the Rx reference point.
The PCRF shall inform the PCEF through the use of PCC rules on the treatment of each service data flow that is under PCC control, in accordance with the PCRF policy decisions.

The PCRF shall be able to select the bearer control mode that will apply for the IP-CAN session and provide it to the PCEF via the Gx reference point.

Upon subscription to loss of AF signalling bearer notifications by the AF, the PCRF shall request the PCEF to notify the PCRF of the loss of resources associated to the PCC Rules corresponding with AF Signalling IP Flows, if this has not been requested previously.
If permitted by the subscriber's profile configuration received from the SPR, the PCRF may invoke the application's traffic detection and control at the PCEF supporting Application Detection and Control feature, by providing the corresponding PCC Rules.
The PCRF may use one or more pieces of information defined in the clause as input for the selection of traffic steering policies used to control the steering of the subscriber's traffic to appropriate (S)Gi-LAN service functions.

NOTE 2:
In order to allow the PCRF to select and provision an application based traffic steering policy, the reporting of detected applications to the PCRF or any other information defined in this clause can be used.

If 3GPP PS Data Off applies, the PCRF shall behave as described in subclause 4.5.29.
If UE-Status-Change applies, the PCRF shall behave as described in subclause 4.5.xx.
*** 2nd Change ***

4.4.2
PCEF

The PCEF (Policy and Charging Enforcement Function) is the functional element that encompasses policy enforcement and flow based charging functionalities. These 2 functionalities are the heritage of the release 6 logical entities PEP and TPF respectively. This functional entity is located at the Gateway (e.g. GGSN in the GPRS case, P-GW in the EPS case and PDG in the WLAN case). It provides control over the user plane traffic handling at the Gateway and its QoS, and provides service data flow detection and counting as well as online and offline charging interactions.

For a service data flow that is under policy control the PCEF shall allow the service data flow to pass through the Gateway if and only if the corresponding gate is open.

For a service data flow that is under charging control the PCEF shall allow the service data flow to pass through the Gateway if and only if there is a corresponding active PCC rule and, for online charging, the OCS has authorized the applicable credit with that Charging key. The PCEF may let a service data flow pass through the Gateway during the course of the credit re-authorization procedure.

If requested by the PCRF, the PCEF shall report to the PCRF when the status of the related service data flow changes. This procedure can be used to monitor an IP-CAN bearer dedicated for AF signalling traffic.
In case the SDF is tunnelled at the BBERF, the PCEF shall inform the PCRF about the mobility protocol tunnelling header of the service data flows at IP-CAN session establishment or IP-CAN session modification when the tunnelling header information is changed.
If requested by PCRF, a PCEF, which supports Application Detection and Control feature, shall:

-
Perform application's traffic detection and control.
-
Report the detected application's traffic start/stop events to the PCRF along with TDF application instance identifier and service data flow descriptions when service data flow descriptions are deducible.
NOTE:
The application detection filter can be pre-configured and/or extended with the PFDs by the PFDF as described in 3GPP TS 23.203 [7] and 3GPP TS 29.251 [62].
A PCEF shall ensure that an IP packet, which is discarded at the PCEF as a result of PCC rule enforcement, is neither reported for offline charging nor cause credit consumption for online charging.
If requested by the PCRF, a PCEF, which supports policy provisioning and enforcement of authorized QoS for service data flows that share resources, shall:

-
For PCC rules bound to the same bearer perform resource sharing among PCC rules marked for resource sharing.
When the PCRF provides a traffic steering policy identifier(s) in a PCC rule, the PCEF shall behave as specified in clause 6.2.2.6 of 3GPP TS 23.203 [7].
If NBIFOM applies, the PCEF takes the actions as described in subclause 4.5.25.1.2.
If 3GPP PS Data Off applies, the PCEF shall behave as described in subclause 4.5.29.
If UE-Status-Change applies, the PCEF shall behave as described in subclause 4.5.xx.
*** 3rd Change ***

4.5.xx
Policy update When UE suspends
When the UE-Status-Change feature is supported, the PCEF and the PCRF shall comply with the procedures specified in this subclause. During IP-CAN session establishment or modification procedure, the PCRF shall subscribe to the "UE_STATUS_RESUME" Event-Trigger if not subscribed yet, in a CC-Answer or RA-Request. 
When the PCRF sends a RAR or CCA command with policy decisions for a PDN connection maintained when the UE’s status is suspend state, the PCEF shall act as follows:


If the policy decisions were received in a RAR command, the PCEF shall send an RAA command including, 
· the Experimental-Result-Code sets to UE_STATUS_SUSPEND which indicates the failure to enforce the corresponding policy decision, except if the RAR command is initiated for the PCC rule removal only.

· if the policy decision includes the installation of one or more PCC rules, the Charging-Rule-Report AVP with the Rule-Failure-Code AVP sets to UE_STATUS_SUSPEND and with the PCC-Rule-Status sets to INACTIVE to indicate the failure to enforce those PCC rules.
· if the policy decision includes the modification of one or more PCC rules, the Charging-Rule-Report AVP with the Rule-Failure-Code AVP sets to UE_STATUS_SUSPEND with the PCC-Rule-Status sets to ACTIVE to indicate the failure to enforce those PCC rules.

If the PCRF sends a CCA including policy decisions, the PCEF shall send a CCR command including, 
· if the policy decision is applicable for the session level, the event trigger related with the failure to enforce the corresponding policy decision and the UE-Status AVP sets to UE_STATUS_SUSPEND.
· if the policy decision includes the installation of one or more PCC rules, the Charging-Rule-Report AVP with the Rule-Failure-Code AVP sets to UE_STATUS_SUSPEND and with the PCC-Rule-Status sets to INACTIVE to indicate the failure to enforce those policy decisions.
· if the policy decision includes the modification of one or more PCC rules, the Charging-Rule-Report AVP with the Rule-Failure-Code AVP sets to UE_STATUS_SUSPEND and with the PCC-Rule-Status set to ACTIVE to indicate the failure to enforce those PCC rules.
Upon reception of the Rule-Failure-Code AVP sets to UE_STATUS_SUSPEND, the Experimental-Result-Code sets to UE_STATUS_SUSPEND or the UE-Status AVP set to UE_STATUS_SUSPEND, the PCRF shall not initiate any IP-CAN Session Modification procedure, except if it is initiated for the PCC rule removal only, for the given IP-CAN session over Gx untill the UE’s status is resumed.

If the UE’s status is resumed from suspend state, the PCEF shall inform the PCRF of the UE status including the Event-Trigger AVP sets to "UE_STATUS_RESUME". The PCRF shall after this update the PCEF with PCC Rules if necessary.
*** 4th Change ***
5.3.0
General

Table 5.3.0.1 describes the Diameter AVPs defined for the Gx reference point, their AVP Code values, types, possible flag values, whether or not the AVP may be encrypted, what access types (e.g. 3GPP-GPRS, etc.) the AVP is applicable to, the applicability of the AVPs to charging control, policy control or both, and which supported features the AVP is applicable to. The Vendor-Id header of all AVPs defined in the present document shall be set to 3GPP (10415).

Table 5.3.0.1: Gx specific Diameter AVPs

	
	
	
	
	AVP Flag rules
(NOTE 1)
	
	
	

	Attribute Name
	AVP Code
	Clause defined
	Value Type (NOTE 2)
	Must
	May
	Should not
	Must not
	May Encr.
	Acc. Type
	Applicability (notes 3, 9)

	3GPP-PS-Data-Off-Status
	2847
	5.3.133
	Enumerated
	V
	P
	
	M
	Y
	3GPP-EPS
	3GPP-PS-Data-Off

	Access-Availability-Change-Reason
	2833
	5.3.121
	Unsigned32
	V
	P
	
	M
	Y
	3GPP-EPS, Non-3GPP-EPS

(NOTE 11)
	Both

NBIFOM

	Access-Network-Charging-Identifier-Gx
	1022
	5.3.22
	Grouped
	M,V
	P
	
	
	Y
	All
	CC

	Allocation-Retention-Priority
	1034
	5.3.32
	Grouped
	V
	P
	
	M
	Y
	All
	Both

Rel8

	AN-GW-Address
	1050
	5.3.49
	Address
	V
	P
	
	M
	Y
	All
	Both

Rel8

EPC-routed

	AN-GW-Status
	2811
	5.3.100
	Enumerated
	V
	P
	
	M
	Y
	3GPP-EPS
	Both

SGW-Rest

	APN-Aggregate-Max-Bitrate-DL
	1040
	5.3.39
	Unsigned32
	V
	P
	
	M
	Y
	All


	PC

Rel8

	APN-Aggregate-Max-Bitrate-UL
	1041
	5.3.40
	Unsigned32
	V
	P
	
	M
	Y
	All


	PC

Rel8

	Application-Detection-Information
	1098
	5.3.91
	Grouped
	V
	P
	
	M
	Y
	All
	ADC

	Bearer-Control-Mode
	1023
	5.3.23
	Enumerated
	M,V
	P
	
	
	Y
	3GPP-GPRS

3GPP-EPS

3GPP2 

Non-3GPP-EPS

(NOTE 6)
	PC

	Bearer-Identifier
	1020
	5.3.20
	OctetString
	M,V
	P
	
	
	Y
	3GPP-GPRS
	Both

	Bearer-Operation
	1021
	5.3.21
	Enumerated
	M,V
	P
	
	
	Y
	3GPP-GPRS
	Both

	Bearer-Usage
	1000
	5.3.1
	Enumerated
	M,V
	P
	
	
	Y
	3GPP-GPRS

3GPP-EPS
	Both

	Charging-Correlation-Indicator
	1073
	5.3.67
	Enumerated
	V
	P
	
	M
	Y
	All
	CC
Rel8

	Charging-Rule-Base-Name
	1004
	5.3.5
	UTF8String
	M,V
	P
	
	
	Y
	All
	Both

	Charging-Rule-Definition
	1003
	5.3.4
	Grouped
	M,V
	P
	
	
	Y
	All
	Both

	Charging-Rule-Install
	1001
	5.3.2
	Grouped
	M,V
	P
	
	
	Y
	All
	Both

	Charging-Rule-Name
	1005
	5.3.6
	OctetString
	M,V
	P
	
	
	Y
	All
	Both

	Charging-Rule-Remove
	1002
	5.3.3
	Grouped
	M,V
	P
	
	
	Y
	All
	Both

	Charging-Rule-Report
	1018
	5.3.18
	Grouped
	M,V
	P
	
	
	Y
	All
	Both

	CoA-Information
	1039
	5.3.37
	Grouped
	V
	P
	
	M
	Y
	All

(NOTE 8)
	Both

Rel8

	CoA-IP-Address
	1035
	5.3.33
	Address
	V
	P
	
	M
	Y
	All

(NOTE 8)
	Both

Rel8

	Conditional-APN-Aggregate-Max-Bitrate
	2818
	5.3.105
	Grouped
	V
	P
	
	M
	Y
	All

(NOTE 5)
	PC

ConditionalAPNPolicyInfo

	Conditional-Policy-Information
	2840
	5.3.128
	Grouped
	V
	P
	
	M
	Y
	All
	Both

CondPolicyInfo,

CondPolicyInfo-DefaultQoS

	Credit-Management-Status
	1082
	5.3.102
	Unsigned32
	V
	P
	
	M
	Y
	All
	CC

	CSG-Information-Reporting
	1071
	5.3.64
	Enumerated
	V
	P
	
	M
	Y
	3GPP-GPRS

3GPP-EPS
	CC

Rel9

	Default-Access
	2829
	5.3.120
	Enumerated
	V
	P
	
	M
	Y
	3GPP-EPS, Non-3GPP-EPS

(NOTE 11)
	Both

NBIFOM

	Default-Bearer-Indication
	2844
	5.3.132
	Enumerated
	V
	P
	
	M
	Y
	3GPP-EPS,

Non-3GPP-EPS


	Rule-Bound-to-Default-Bearer

	Default-EPS-Bearer-QoS
	1049
	5.3.48
	Grouped
	V
	P
	
	M
	Y
	All

(NOTE 5)
	PC

Rel8

	Default-QoS-Information
	2816
	5.3.103
	Grouped
	V
	P
	
	M
	Y
	FBA
	PC

FBAC

	Default-QoS-Name
	2817
	5.3.104
	UTF8String
	V
	P
	
	M
	Y
	FBA
	PC

FBAC

	Event-Report-Indication
	1033
	5.3.30
	Grouped
	V
	P
	
	M
	Y
	All
	Both

Rel8

	Event-Trigger
	1006
	5.3.7
	Enumerated
	M,V
	P
	
	
	Y
	All
	Both

	Execution-Time
	2839
	5.3.127
	Time
	V
	P
	
	M
	Y
	All
	Both

CondPolicyInfo,

CondPolicyInfo-DefaultQoS

	Extended-APN-AMBR-DL
	2848
	5.3.134
	Unsigned32
	V
	P
	
	M
	Y
	All
	Both

Extended-BW-NR

	Extended-APN-AMBR-UL
	2849
	5.3.135
	Unsigned32
	V
	P
	
	M
	Y
	All
	Both

Extended-BW-NR

	Extended-GBR-DL
	2850
	5.3.136
	Unsigned32
	V
	P
	
	M
	Y
	All
	Both

Extended-BW-NR

	Extended-GBR-UL
	2851
	5.3.137
	Unsigned32
	V
	P
	
	M
	Y
	All
	Both

Extended-BW-NR

	Flow-Direction
	1080
	5.3.65
	Enumerated
	V
	P
	
	M
	Y
	All
	Both

Rel9

	Flow-Information
	1058
	5.3.53
	Grouped
	V
	P
	
	M
	Y
	All
	Both

	Flow-Label
	1057
	5.3.52
	OctetString
	V
	P
	
	M
	Y
	All
	Both

	Fixed-User-Location-Info
	2825
	5.3.112
	Grouped
	V
	P
	
	M
	Y
	FBA
	Both

FBAC

	Guaranteed-Bitrate-DL
	1025
	5.3.25
	Unsigned32
	M,V
	P
	
	
	Y
	All
	PC

	Guaranteed-Bitrate-UL
	1026
	5.3.26
	Unsigned32
	M,V
	P
	
	
	Y
	All
	PC

	HeNB-Local-IP-Address
	2804
	5.3.95
	Address
	V
	P
	
	M
	Y
	3GPP-EPS
	PC
EPC-routed

	IP-CAN-Session-Charging-Scope
	2827
	5.3.114
	Enumerated
	V
	P
	
	M
	Y
	All
	CC

	IP-CAN-Type
	1027
	5.3.27
	Enumerated
	M,V
	P
	
	
	Y
	All
	Both

	Max-PLR-DL
	2852
	5.3.138
	Float32
	V
	P
	
	M
	Y
	All
	PC
RAN-Support-Info

	Max-PLR-UL
	2853
	5.3.139
	Float32
	V
	P
	
	M
	Y
	All
	PC
RAN-Support-Info

	Metering-Method
	1007
	5.3.8
	Enumerated
	M,V
	P
	
	
	Y
	All
	CC

	Monitoring-Flags
	2828
	5.3.115
	Unsigned32
	V
	
	
	M
	Y
	All
	ExUsage

	Monitoring-Key
	1066
	5.3.59
	OctetString
	V
	P
	
	M
	Y
	All
	Both

Rel9

	Mute-Notification
	2809
	5.3.98
	Enumerated
	V
	P
	
	M
	Y
	All
	ADC

	Monitoring-Time
	2810
	5.3.99
	Time
	V
	P
	
	M
	Y
	All
	Both

UMCH

	NBIFOM-Mode
	2830
	5.3.117
	Enumerated
	V
	P
	
	M
	Y
	3GPP-EPS, Non-3GPP-EPS

(NOTE 11)
	Both

NBIFOM

	NBIFOM-Support
	2831
	5.3.116
	Enumerated
	V
	P
	
	M
	Y
	3GPP-EPS, Non-3GPP-EPS
(NOTE 11)
	Both

NBIFOM

	NetLoc-Access-Support
	2824
	5.3.111
	Unsigned32
	V
	P
	
	M
	Y
	All
	NetLoc 

NetLoc- Trusted-WLAN
NetLoc- Untrusted-WLAN

	Network-Request-Support
	1024
	5.3.24
	Enumerated
	M,V
	P
	
	
	Y
	3GPP-GPRS

3GPP-EPS

3GPP2 Non-3GPP-EPS (NOTE 6)
	PC

	Offline
	1008
	5.3.9
	Enumerated
	M,V
	P
	
	
	Y
	All
	CC

	Online
	1009
	5.3.10
	Enumerated
	M,V
	P
	
	
	Y
	All
	CC

	Packet-Filter-Content
	1059
	5.3.54
	IPFilterRule
	V
	P
	
	M
	Y
	All

(NOTE 5)
	Both

Rel8

	Packet-Filter-Identifier
	1060
	5.3.55
	OctetString
	V
	P
	
	M
	Y
	All

(NOTE 5)
	Both

Rel8

	Packet-Filter-Information
	1061
	5.3.56
	Grouped
	V
	P
	
	M
	Y
	All

(NOTE 5) 
	Both

Rel8

	Packet-Filter-Operation
	1062
	5.3.57
	Enumerated
	V
	P
	
	M
	Y
	All

(NOTE 5)
	Both

Rel8

	Packet-Filter-Usage
	1072
	5.3.66
	Enumerated
	V
	P
	
	M
	Y
	All
	Both

Rel9

	PCC-Rule-Status
	1019
	5.3.19
	Enumerated
	M,V
	P
	
	
	Y
	All
	Both

	PDN-Connection-ID
	1065
	5.3.58
	OctetString
	V
	P
	
	
	Y
	All

(NOTE 7)
	Both

Rel9

	PRA-Install
	2845
	5.3.130
	Grouped
	V
	P
	
	M
	
	3GPP-EPS
	Both

Multiple-PRA

	PRA-Remove
	2846
	5.3.131
	Grouped
	V
	P
	
	M
	
	3GPP-EPS
	Both

Multiple-PRA

	Precedence
	1010
	5.3.11
	Unsigned32
	M,V
	P
	
	
	Y
	All
	Both

	Pre-emption-Capability
	1047
	5.3.46
	Enumerated
	V
	P
	
	M
	Y
	3GPP- EPS, 3GPP-GPRS
	Both

Rel8

	Pre-emption-Vulnerability
	1048
	5.3.47
	Enumerated
	V
	P
	
	M
	Y
	3GPP- EPS, 3GPP-GPRS
	Both

Rel8

	Presence-Reporting-Area-Elements-List
	2820
	5.3.107
	OctetString
	V
	P
	
	M
	Y
	3GPP-EPS
	Both

CNO-ULI
Multiple-PRA

	Presence-Reporting-Area-Identifier
	2821
	5.3.108
	OctetString
	V
	P
	
	M
	Y
	3GPP-EPS
	Both

CNO-ULI
Multiple-PRA

	Presence-Reporting-Area-Information
	2822
	5.3.109
	Grouped
	V
	P
	
	M
	Y
	3GPP-EPS
	Both

CNO-ULI
Multiple-PRA

	Presence-Reporting-Area-Status
	2823
	5.3.110
	Unsigned32
	V
	P
	
	M
	Y
	3GPP-EPS
	Both

CNO-ULI
Multiple-PRA

	Priority-Level
	1046
	5.3.45
	Unsigned32
	V
	P
	
	M
	Y
	All
	Both

Rel8

	PS-to-CS-Session-Continuity
	1099
	5.3.84
	Enumerated
	V
	P
	
	
	Y
	3GPP-EPS
	Both

vSRVCC

	QoS-Class-Identifier
	1028
	5.3.17
	Enumerated
	M,V
	P
	
	
	Y
	All (Note 10)
	Both

	QoS-Information
	1016
	5.3.16
	Grouped
	M.V
	P
	
	
	Y
	All
	Both

	QoS-Negotiation 
	1029
	5.3.28
	Enumerated
	M,V
	P
	
	
	Y
	3GPP-GPRS


	PC

	QoS-Upgrade
	1030
	5.3.29
	Enumerated
	M.V
	P
	
	
	Y
	3GPP-GPRS
	PC

	RAN-NAS-Release-Cause
	2819
	5.3.106
	OctetString
	V
	P
	
	M
	Y
	3GPP-EPS,

Non-3GPP-EPS
	Both

RAN-NAS-Cause

	RAN-Rule-Support
	2832
	5.3.122
	Unsigned32
	V
	P
	
	M
	Y
	3GPP-EPS, Non-3GPP-EPS

(NOTE 11)
	Both

NBIFOM

	RAT-Type
	1032
	5.3.31
	Enumerated
	V
	P
	
	M
	Y
	All

(NOTE 4)
	Both

Rel8

	Redirect-Information
	1085
	5.3.82
	Grouped
	V
	P
	
	M
	Y
	All
	ADC

	Redirect-Support
	1086
	5.3.83
	Enumerated
	V
	P
	
	M
	Y
	All
	ADC

	Removal-Of-Access
	2842
	5.3.126
	Enumerated
	V
	P
	
	M
	Y
	3GPP-EPS, Non-3GPP-EPS

(NOTE 11)
	Both

NBIFOM

	Reporting-Level
	1011
	5.3.12
	Enumerated
	M,V
	P
	
	
	Y
	All
	CC

	Resource-Allocation-Notification
	1063
	5.3.50
	Enumerated
	V
	P
	
	M
	Y
	All
	Both

Rel8

	Resource-Release-Notification
	2841
	5.3.125
	Enumerated
	V
	P
	
	M
	Y
	All
	Both

Enh-RAN-NAS-Cause

	Revalidation-Time
	1042
	5.3.41
	Time
	M,V
	P
	
	
	Y
	All
	Both

	Routing-Filter
	1078
	5.3.72
	Grouped
	V
	P
	
	M
	Y
	3GPP-EPS, Non-3GPP-EPS 
	Both

IFOM

	Routing-IP-Address
	1079
	5.3.73
	Address
	V
	P
	
	M
	Y
	3GPP-EPS, Non-3GPP-EPS 
	Both

IFOM

	Routing-Rule-Definition
	1076
	5.3.70
	Grouped
	V
	P
	
	M
	Y
	3GPP-EPS, Non-3GPP-EPS 
	Both

IFOM

	Routing-Rule-Identifier
	1077
	5.3.71
	OctetString
	V
	P
	
	M
	Y
	3GPP-EPS, Non-3GPP-EPS 
	Both

IFOM

	Routing-Rule-Install
	1081 
	5.3.68
	Grouped
	V
	P
	
	M
	Y
	3GPP-EPS, Non-3GPP-EPS 
	Both

IFOM

	Routing-Rule-Remove
	1075
	5.3.69
	Grouped
	V
	P
	
	M
	Y
	3GPP-EPS, Non-3GPP-EPS 
	Both

IFOM

	Routing-Rule-Failure-Code
	2834
	5.3.119
	Unsigned32
	V
	P
	
	M
	Y
	3GPP-EPS, Non-3GPP-EPS

(NOTE 11)
	Both

NBIFOM

	Routing-Rule-Report
	2835
	5.3.118
	Grouped
	V
	P
	
	M
	Y
	3GPP-EPS, Non-3GPP-EPS

(NOTE 11) 
	Both

NBIFOM

	Rule-Activation-Time
	1043
	5.3.42
	Time
	M,V
	P
	
	
	Y
	All
	Both

	Rule-Deactivation-Time
	1044
	5.3.43
	Time
	M,V
	P
	
	
	Y
	All
	Both

	Rule-Failure-Code
	1031
	5.3.38
	Enumerated
	M.V
	P
	
	
	Y
	All
	Both

	Security-Parameter-Index
	1056
	5.3.51
	OctetString
	V
	P
	
	M
	Y
	All
	Both

	Session-Release-Cause
	1045
	5.3.44
	Enumerated
	M,V
	P
	
	
	Y
	All
	Both

	TCP-Source-Port
	2843
	5.3.129
	Unsigned32
	V
	P
	
	M
	Y
	Non-3GPP-EPS
	PC
NetLoc-Untrusted-WLAN

	TDF-Information
	1087
	5.3.78
	Grouped
	V
	P
	
	M
	Y
	All


	PC

	TDF-Application-Identifier
	1088
	5.3.77
	OctetString
	V
	P
	
	M
	Y
	All


	PC

ADC

	TDF-Application-Instance-Identifier
	2802
	5.3.92
	OctetString
	V
	P
	
	M
	Y
	All


	ADC

	TDF-Destination-Host
	1089
	5.3.80
	DiameterIdentity
	V
	P
	
	M
	Y
	All


	PC

	TDF-Destination-Realm
	1090
	5.3.79
	DiameterIdentity
	V
	P
	
	M
	Y
	All


	PC

	TDF-IP-Address
	1091
	5.3.81
	Address
	V
	P
	
	M
	Y
	All


	PC

	TFT-Filter
	1012
	5.3.13
	IPFilterRule
	M,V
	P
	
	
	Y
	3GPP-GPRS
	Both

	TFT-Packet-Filter-Information
	1013
	5.3.14
	Grouped
	M,V
	P
	
	
	Y
	3GPP-GPRS
	Both

	Traffic-Steering-Policy-Identifier-DL
	2836
	5.3.123
	OctetString
	V
	P
	
	M
	Y
	All
	PC

TSC

	Traffic-Steering-Policy-Identifier-UL
	2837
	5.3.124
	OctetString
	V
	P
	
	M
	Y
	All
	PC

TSC

	ToS-Traffic-Class
	1014
	5.3.15
	OctetString
	M,V
	P
	
	
	Y
	All
	Both

	Tunnel-Header-Filter
	1036
	5.3.34
	IPFilterRule
	V
	P
	
	M
	Y
	All

(NOTE 8)
	Both

Rel8

	Tunnel-Header-Length
	1037
	5.3.35
	Unsigned32
	V
	P
	
	M
	Y
	All

(NOTE 8)
	Both

Rel8

	Tunnel-Information
	1038
	5.3.36
	Grouped
	V
	P
	
	M
	Y
	All

(NOTE 8)
	Both

Rel8

	UDP-Source-Port
	2806
	5.3.97
	Unsigned32
	V
	P
	
	M
	Y
	3GPP-EPS

Non-3GPP-EPS
	PC
EPC-routed
NetLoc-Untrusted-WLAN

	UE-Local-IP-Address
	2805
	5.3.96
	Address
	V
	P
	
	M
	Y
	Non-3GPP-EPS
	PC
BBAI

NetLoc- Untrusted-WLAN

	UE-Status
	2854
	5.3.x
	Unsigned32
	V
	P
	
	M
	Y
	3GPP-EPS


	UE-Status-Change

	Usage-Monitoring-Information
	1067
	5.3.60
	Grouped
	V
	P
	
	M
	Y
	All
	Both

Rel9

	Usage-Monitoring-Level
	1068
	5.3.61
	Enumarated
	V
	P
	
	M
	Y
	All
	Both

Rel9

	Usage-Monitoring-Report
	1069
	5.3.62
	Enumerated
	V
	P
	
	M
	Y
	All
	Both

Rel9

	Usage-Monitoring-Support
	1070
	5.3.63
	Enumerated
	V
	P
	
	M
	Y
	All
	Both

Rel9

	User-Location-Info-Time
	2812
	5.3.101
	Time
	V
	P
	
	M
	Y
	3GPP-GPRS.

3GPP-EPS
	Both
NetLoc

RAN-NAS-Cause NetLoc- Untrusted-WLAN

	PCSCF-Restoration-Indication
	2826
	5.3.113
	Unsigned32
	V
	P
	
	M
	Y
	All
	Both

PCSCF-Restoration-Enhancement

	NOTE 1:
The AVP header bit denoted as 'M', indicates whether support of the AVP is required. The AVP header bit denoted as 'V', indicates whether the optional Vendor-ID field is present in the AVP header. For further details, see IETF RFC 6733 [61].
NOTE 2:
The value types are defined in IETF RFC 6733 [61].

NOTE 3:
AVPs marked with "CC" are applicable to charging control, AVPs marked with "PC" are applicable to policy control and AVPs marked with "Both" are applicable to both charging control and policy control. AVPs marked with "ADC" are applicable to application detection and control. AVPs marked with "ABC" are applicable to application based charging.
NOTE 4:
RAT-Type AVP applies to 3GPP, Non-3GPP-EPS, and 3GPP2 access types.
NOTE 5:
This AVP does not apply to 3GPP-GPRS access type.

NOTE 6:
The 3GPP2 usage is defined in 3GPP2 X.S0062 [30]. Non-3GPP-EPS usage applies to GTP based S2b,
NOTE 7:
This AVP only applies to case 2b as defined in 3GPP TS 29.213 [8].

NOTE 8:
This AVP only applies to case 2a as defined in 3GPP TS 29.213 [8].
NOTE 9:
AVPs marked with a supported feature (e.g. "Rel8", "Rel9", "IFOM" or "EPC-routed") are applicable as described in subclause 5.4.1.
NOTE 10:
The MissionCriticalQCIs supported feature indicates support for the Mission Critical QCI values 65, 69 and 70, and the Non Mission Critical QCI value 66 within the QoS-Class-Identifier AVP defined in subclause 5.3.17.
NOTE 11:
RAT type of Non-3GPP-EPS only applies to WLAN & VIRTUAL.


*** 5th Change ***

5.3.7
Event-Trigger AVP (All access types)

The Event-Trigger AVP (AVP code 1006) is of type Enumerated. When sent from the PCRF to the PCEF the Event-Trigger AVP indicates an event that shall cause a re-request of PCC rules. When sent from the PCEF to the PCRF the Event-Trigger AVP indicates that the corresponding event has occurred at the gateway.

NOTE 1:
An exception to the above is the Event Trigger AVP set to NO_EVENT_TRIGGERS that indicates that PCEF shall not notify PCRF of any event that requires to be provisioned.

NOTE 2:
There are events that do not require to be provisioned by the PCRF, according to the value definition included in this subclause. These events will always be reported by the PCEF even though the PCRF has not provisioned them in a RAR or CCA command.

Whenever the PCRF subscribes to one or more event triggers by using the RAR command, unless otherwise specified in an event trigger's value definition, the PCEF shall send the corresponding currently applicable values (e.g. 3GPP-SGSN-Address AVP or 3GPP-SGSN-Ipv6-Address AVP, RAT-Type, 3GPP-User-Location-Info, etc.) to the PCRF in the RAA if available, and in this case, the Event-Trigger AVPs shall not be included.

Whenever one of these events occurs, the PCEF shall send the related AVP that has changed together with the event trigger indication.
Unless stated for a specific value, the Event-Trigger AVP applies to all access types.
The values 8, 9, 10, 38 and 41 are obsolete and shall not be used.
The following values are defined:

SGSN_CHANGE (0)


This value shall be used in CCA and RAR commands by the PCRF to indicate that upon the change of the serving SGSN PCC rules shall be requested. When used in a CCR command, this value indicates that the PCEF generated the request because the serving SGSN changed. The new value of the serving SGSN shall be indicated in either 3GPP-SGSN-Address AVP or 3GPP-SGSN-Ipv6-Address AVP. Applicable only to 3GPP-GPRS access types and 3GPP-EPS access types with access to the P-GW using Gn/Gp.

QOS_CHANGE (1)


This value shall be used in CCA and RAR commands by the PCRF to indicate that upon any QoS change (even within the limits of the current authorization) at bearer or APN level PCC rules shall be requested. When used in a CCR command, this value indicates that the PCEF generated the request because there has been a change in the requested QoS for a specific bearer (e.g. the previously maximum authorized QoS has been exceeded) or APN. When applicable to 3GPP-GPRS and if the PCRF performs bearer binding, the Bearer-Identifier AVP shall be provided to indicate the affected bearer. QoS-Information AVP is required to be provided in the same request with the new value. When applicable at APN level, this event trigger shall be reported when the corresponding event occurs, even if the event trigger is not provisioned by the PCRF. Not applicable for FBA.
RAT_CHANGE (2)


This value shall be used in CCA and RAR commands by the PCRF to indicate that upon a RAT change PCC rules shall be requested. When used in a CCR command, this value indicates that the PCEF generated the request because of a RAT change. The new RAT type shall be provided in the RAT-Type AVP and AN-Trusted AVP if applicable. Not applicable for FBA.
TFT_CHANGE (3)


This value shall be used in CCA and RAR commands by the PCRF to indicate that upon a TFT change at bearer level PCC rules shall be requested. When used in a CCR command, this value indicates that the PCEF generated the request because of a change in the TFT. The Bearer-Identifier AVP shall be provided to indicate the affected bearer. All the TFT filter definitions for this bearer, including the requested changes, but excluding the TFT filters created with NW-initiated procedures, shall be provided in TFT-Packet-Filter-Information AVP. This event trigger shall be provisioned by the PCRF at the PCEF. Applicable only to 3GPP-GPRS.

PLMN_CHANGE (4)


This value shall be used in CCA and RAR commands by the PCRF to indicate that upon a PLMN change PCC rules shall be requested. When used in a CCR command, this value indicates that the PCEF generated the request because there was a change of PLMN. 3GPP-SGSN-MCC-MNC AVP shall be provided in the same request with the new value. Not applicable for FBA.
LOSS_OF_BEARER (5)


This value shall be used in CCA and RAR commands by the PCRF to indicate that upon loss of bearer, GW should inform PCRF. When used in a CCR command, this value indicates that the PCEF generated the request because the bearer associated with the PCC rules indicated by the corresponding Charging-Rule-Report AVP was lost. The PCC-Rule-Status AVP within the Charging-Rule-Report AVP shall indicate that these PCC rules are temporarily inactive. Applicable to GPRS and 3GPP-EPS when PGW interoperates with a Gn/Gp SGSN.
The mechanism of indicating loss of bearer to the GW is IP-CAN access type specific. For GPRS, this is indicated by a PDP context modification request with Maximum Bit Rate (MBR) in QoS profile changed to 0 kbps.
When the PCRF performs the bearer binding, the PCEF shall provide the Bearer-Identifier AVP to indicate the bearer that has been lost.

RECOVERY_OF_BEARER (6)


This value shall be in CCA and RAR commands by the PCRF used to indicate that upon recovery of bearer, GW should inform PCRF. When used in a CCR command, this value indicates that the PCEF generated the request because the bearer associated with the PCC rules indicated by the corresponding Charging-Rule-Report AVP was recovered. The PCC-Rule-Status AVP within the Charging-Rule-Report AVP shall indicate that these rules are active again. Applicable to GPRS and 3GPP-EPS when PGW interoperates with a Gn/Gp SGSN.
The mechanism for indicating recovery of bearer to the GW is IP-CAN access type specific. For GPRS, this is indicated by a PDP context modification request with Maximum Bit Rate (MBR) in QoS profile changed from 0 kbps to a valid value.
When the PCRF performs the bearer binding, the PCEF shall provide the Bearer-Identifier AVP to indicate the bearer that has been recovered.

IP-CAN_CHANGE (7)


This value shall be used in CCA and RAR commands by the PCRF to indicate that upon a change in the IP-CAN type PCC rules shall be requested. When used in a CCR command, this value indicates that the PCEF generated the request because there was a change of IP-CAN type. IP-CAN-Type AVP shall be provided in the same request with the new value. The RAT-Type AVP, AN-Trusted AVP and AN-GW-Address AVP shall also be provided when applicable to the specific IP-CAN Type. Not applicable for FBA.
QOS_CHANGE_EXCEEDING_AUTHORIZATION (11)


This value shall be used in CCA and RAR commands by the PCRF to indicate that only upon a requested QoS change beyond the current authorized value(s) at bearer level PCC rules shall be requested. When used in a CCR command, this value indicates that the PCEF generated the request because there has been a change in the requested QoS beyond the authorized value(s) for a specific bearer. The Bearer-Identifier AVP shall be provided to indicate the affected bearer. QoS-Information AVP is required to be provided in the same request with the new value. Applicable only to 3GPP-GPRS.
RAI_CHANGE (12)


This value shall be used in CCA and RAR commands by the PCRF to indicate that upon a change in the RAI, PCEF shall inform the PCRF. When used in a CCR command, this value indicates that the PCEF generated the request because there has been a change in the RAI. The new RAI value shall be provided in the RAI AVP. If the user location has been changed but the PCEF can not get the detail location information (e.g. handover from 3G to 2G network), the PCEF shall send the RAI AVP to the PCRF by setting the LAC of the RAI to value 0x0000. Applicable only to 3GPP-GPRS and 3GPP-EPS access types.

USER_LOCATION_CHANGE (13)


This value shall be used in CCA and RAR commands by the PCRF to indicate that upon a change in the user location (i.e. applicable for CGI/SAI/RAI/TAI/ECGI/Macro eNB ID), PCEF shall inform the PCRF. When used in a CCR command, this value indicates that the PCEF generated the request because there has been a change in the user location. The new location value shall be provided in the 3GPP-User-Location-Info AVP. If the user location has been changed but the PCEF can not get the detail location information (e.g. handover from 3G to 2G network), the PCEF shall send the 3GPP-User-Location-Info AVP to the PCRF by setting the LAC of the CGI/SAI to value 0x0000, LAC of the RAI to value 0x0000 for GPRS access, and setting the TAC of the TAI to value 0x0000, setting the ECI of the ECGI to value 0x0000, setting the Macro eNB ID to values 0x0000 for the EPS access.
NOTE:
The access network may be configured to report location changes only when transmission resources are established in the radio access network.


Applicable only to 3GPP-GPRS and 3GPP-EPS access types.

NO_EVENT_TRIGGERS (14)


This value shall be used in CCA and RAR commands by the PCRF to indicate that PCRF does not require any Event Trigger notification except for those events that do not require subscription and are always provisioned.
OUT_OF_CREDIT (15)


This value shall be used in CCA and RAR commands by the PCRF to indicate that the PCEF shall inform the PCRF about the PCC rules for which credit is no longer available, together with the applied termination action. When used in a CCR command, this value indicates that the PCEF generated the request because the PCC rules indicated by the corresponding Charging-Rule-Report AVP have run out of credit, and that the termination action indicated by the corresponding Final-Unit-Indication AVP applies (3GPP TS 32.240 [21] and 3GPP TS 32.299 [19]).

REALLOCATION_OF_CREDIT (16)


This value shall be used in CCA and RAR commands by the PCRF to indicate that the PCEF shall inform the PCRF about the PCC rules for which credit has been reallocated after the former out of credit indication. When used in a CCR command, this value indicates that the PCEF generated the request because the PCC rules indicated by the corresponding Charging-Rule-Report AVP have been reallocated credit after the former out of credit indication (3GPP TS 32.240 [21] and 3GPP TS 32.299 [19]).
REVALIDATION_TIMEOUT (17)


This value shall be used in CCA and RAR commands by the PCRF to indicate that upon revalidation timeout, the PCEF shall inform the PCRF. In order for the PCEF to report this event, it is required that the PCRF provides a revalidation time in the Revalidation-Time AVP. When used in a CCR command, this value indicates that the PCEF generated the request because there has been a PCC revalidation timeout.

UE_IP_ADDRESS_ALLOCATE (18)


When used in a CCR command, this value indicates that the PCEF generated the request because a UE Ipv4 address is allocated. The Framed-IP-Address AVP shall be provided in the same request. This event trigger does not require to be provisioned by the PCRF. This event trigger shall be reported when the corresponding event occurs, even if the event trigger is not provisioned by the PCRF. Applicable to functionality introduced with the Rel8 feature as described in subclause 5.4.1. Not applicable for FBA.
UE_IP_ADDRESS_RELEASE (19)


When used in a CCR command, this value indicates that the PCEF generated the request because a UE Ipv4 address is released. The Framed-IP-Address AVP shall be provided in the same request. This event trigger does not require to be provisioned by the PCRF. This event trigger shall be reported when the corresponding event occurs, even if the event trigger is not provisioned by the PCRF. Applicable to functionality introduced with the Rel8 feature as described in subclause 5.4.1. Not applicable for FBA.
DEFAULT_EPS_BEARER_QOS_CHANGE (20)


This value shall be used in CCA and RAR commands by the PCRF to indicate that upon a change in the default EPS Bearer QoS, PCEF shall inform the PCRF. When used in a CCR command, this value indicates that the PCEF generated the request because there has been a change in the default EPS Bearer QoS. The new value shall be provided in the Default-EPS-Bearer-QoS AVP. This event trigger shall be reported when the corresponding event occurs, even if the event trigger is not provisioned by the PCRF. Not applicable for 3GPP‑GPRS and FBA access types. Applicable to functionality introduced with the Rel8 feature as described in subclause 5.4.1.
AN_GW_CHANGE (21)


This value shall be used in CCA and RAR commands by the PCRF to indicate that upon the change of the serving Access Node Gateway, PCC rules shall be requested. When used in a CCR command, this value indicates that the PCEF generated the request because the serving Access Node gateway changed. The new value of the serving Access Node gateway shall be indicated in the AN-GW-Address AVP. Applicable to functionality introduced with the Rel8 feature as described in subclause 5.4.1. Not applicable for FBA.
SUCCESSFUL_RESOURCE_ALLOCATION (22)


This value shall be used in CCA and RAR commands by the PCRF to indicate that the PCEF can inform the PCRF of successful resource allocation for those rules that requires so.


When used in a CCR command, this value indicates that the PCEF informs the PCRF that the resources for a rule have been successfully allocated. The affected rules are indicated within the Charging-Rule-Report AVP with the PCC-Rule-Status AVP set to the value ACTIVE (0). Applicable to functionality introduced with the Rel8 feature as described in subclause 5.4.1. The PCEF may also indicate the Content-Version AVP(s) related to the affected PCC rule(s) within the Charging-Rule-Report. Not applicable for FBA.
RESOURCE_MODIFICATION_REQUEST (23)


This value shall be used in a CCR command to indicate that PCC rules are requested for a resource modification request initiated by the UE. The Packet-Filter-Operation and Packet-Filter-Information AVPs shall be provided in the same request. This event trigger does not require to be provisioned by the PCRF. It shall be reported by the PCEF when the corresponding event occurs even if the event trigger is not provisioned by the PCRF. Applicable to functionality introduced with the Rel8 feature as described in subclause 5.4.1. Not applicable for FBA.
PGW_TRACE_CONTROL (24)


This value indicates that the command contains a trace activation or deactivation request for the P-GW. Trace activation is indicated with the presence of the Trace-Data AVP with the relevant trace parameters. Trace deactivation is indicated with the presence of the Trace-Reference AVP. This event trigger needs no subscription. Applicable to functionality introduced with the Rel8 feature as described in subclause 5.4.1. Not applicable for FBA.
UE_TIME_ZONE_CHANGE (25)


This value shall be used in CCA and RAR commands by the PCRF to indicate that upon a change to the time zone the UE is currently located in, PCC rules shall be requested. When used in a CCR command, this value indicates that the PCEF generated the request because the time zone the UE is currently located in has changed. The new value of the UE's time zone shall be indicated in the 3GPP-MS-TimeZone AVP. Not applicable for FBA.
TAI_CHANGE (26)


This value shall be used in CCA and RAR commands by the PCRF to indicate that upon a change in the TAI, PCEF shall inform the PCRF. When used in a CCR command, this value indicates that the PCEF generated the request because there has been a change in the TAI. The new TAI value shall be provided in the 3GPP-User-Location-Info AVP. If the user tracking area location has been changed but the PCEF can not get the detail location information, the PCEF shall send the 3GPP-User-Location-Info AVP to the PCRF by setting the TAC of the TAI to value 0x0000. Applicable only to 3GPP-EPS access type and to functionality introduced with the Rel8 feature as described in subclause 5.4.1.

ECGI_CHANGE (27)


This value shall be used in CCA and RAR commands by the PCRF to indicate that upon a change in the ECGI, PCEF shall inform the PCRF. When used in a CCR command, this value indicates that the PCEF generated the request because there has been a change in the ECGI. The new ECGI value shall be provided in the 3GPP-User-Location-Info AVP. If the ECGI has been changed but the PCEF can not get the detail location information, the PCEF shall send the 3GPP-User-Location-Info AVP to the PCRF by setting the ECI of the ECGI to value 0x0000. Applicable only to 3GPP-EPS access type and to functionality introduced with the Rel8 feature as described in subclause 5.4.1.
CHARGING_CORRELATION_EXCHANGE (28)


The PCRF shall use this value in CCA and RAR commands to indicate that the PCEF shall report the access network charging identifier associated to one or more dynamic PCC Rules within the Access-Network-Charging-Identifier-Gx AVP. In order for the PCEF to report this event, it is required that the Charging-Correlation-Indicator AVP with value CHARGING_IDENTIFIER_REQUIRED is provided. Not applicable for FBA.

When used in a CCR command, this value indicates that an access network charging identifier has been assigned. The actual value shall be reported with the Access-Network-Charging-Identifier-Gx AVP. Applicable to functionality introduced with the Rel8 feature as described in subclause 5.4.1.
APN-AMBR_MODIFICATION_FAILURE (29)


The PCEF shall use this value to indicate to the PCRF that APN-AMBR modifications have failed. The PCEF shall use this value in a new CCR command that indicates the failure of either a PUSH initiated modification or a PULL initiated modification. This event trigger needs no subscription. Applicable to functionality introduced with the Rel8 feature as described in subclause 5.4.1. Not applicable for FBA.
USER_CSG_INFORMATION_CHANGE (30)

The PCRF shall use this value to indicate a request of reporting the event that the user enters/leaves a CSG cell.

When the user enters a CSG cell, the User-CSG-Information AVP shall also be provided with the event report in the CCR command. Applicable to functionality introduced with the Rel9 feature as described in subclause 5.4.1. Not applicable for FBA.
USAGE_REPORT (33)


This value shall be used in a CCA and RAR commands by the PCRF when requesting usage monitoring at the PCEF. In order for the PCEF to report this event, it is required that the PCRF provides in a CCA or RAR command the Usage-Monitoring-Information AVP(s) including the Monitoring-Key AVP and the Granted-Service-Unit AVP.


When used in a CCR command, this value indicates that the PCEF generated the request to report the accumulated usage for one or more monitoring keys. The PCEF shall also provide the accumulated usage volume and/or time using the Usage-Monitoring-Information AVP(s) including the Monitoring-Key AVP and the Used-Service-Unit AVP. Applicable to functionality introduced with the Rel9 feature for volume usage reporting, with the ADC feature and with the TimeBasedUM feature for time usage reporting, as described in subclause 5.4.1.
DEFAULT-EPS-BEARER-QOS_MODIFICATION_FAILURE (34)


The PCEF shall use this value to indicate to the PCRF that Default EPS Bearer QoS modifications have failed. The PCEF shall use this value in a new CCR command that indicates the failure of either a PUSH initiated modification or a PULL initiated modification. This event trigger needs no subscription. Applicable to functionality introduced with the Rel8 feature as described in subclause 5.4.1. Not applicable for FBA.
USER_CSG_HYBRID_SUBSCRIBED_INFORMATION_CHANGE (35)

The PCRF shall use this value to indicate a request of reporting the event that the user enters/leaves a hybrid cell that the user subscribes to.

When the user enters a hybrid cell where the user is a member, the User-CSG-Information AVP shall also be provided with the event report in the CCR command. Applicable to functionality introduced with the Rel9 feature as described in subclause 5.4.1. Not applicable for FBA.
USER_CSG_ HYBRID_UNSUBSCRIBED_INFORMATION_CHANGE (36)

The PCRF shall use this value to indicate a request of reporting the event that the user enters/leaves a hybrid cell that the user does not subscribe to.

When the user enters a hybrid cell where the user is not a member, the User-CSG-Information AVP shall be provided with the event report in the CCR command. Applicable to functionality introduced with the Rel9 feature as described in subclause 5.4.1. Not applicable for FBA.
ROUTING_RULE_CHANGE (37)


When used in a CCR command, this value indicates that the PCEF generated the request because there has been a change in the IP flow mobility routing rules for s2c based IP flow mobility (installation/modification/removal of the IP flow mobility routing rule) or a change in the NBIFOM routing rules for NBIFOM (installation/modification/removal of the NBIFOM routing rule). The new IP flow mobility/NBIFOM routing rule information shall be provided in the Routing‑Rule‑Definition AVP within the same CCR command. This event trigger needs no subscription. Applicable only to IPFlowMobility functionality feature (IFOM) or NBIFOM functionality feature as described in subclause 5.4.1. Not applicable for FBA.
APPLICATION_START (39)


This value shall be used in CCA and RAR commands by the PCRF to indicate that the PCEF shall inform the PCRF when the start of the application's traffic for the application, required for detection, has been identified, unless a request to mute such a notification (Mute-Notification AVP) is part of the corresponding Charging-Rule-Definition AVP.

When used in a CCR command, this value indicates that the PCEF identified the start of the corresponding application's traffic for an applicationidentified by a TDF-Application-Identifier AVP.The detected application(s) shall be identified by the Application-Detection-Information AVP(s). Applicable to functionality introduced with the ADC feature as described in subclause 5.4.1.

For unsolicited application reporting, APPLICATION_START Event Trigger is always set and does not need to be subscribed by the PCRF.

NOTE 1:
For solicited application reporting, APPLICATION_START is always provided together with APPLICATION_STOP, when used by the PCRF in CCA and RAR commands sent to the PCEF.
APPLICATION_STOP (40)


This value shall be used in a CCA and RAR commands by the PCRF to indicate that the PCEF shall inform the PCRF when the stop of the application's traffic for the application, required for detection, has been identified, unless a request to mute such a notification (Mute-Notification AVP) is part of the corresponding Charging-Rule-Definition AVP.

When used in a CCR command, this value indicates that the PCEF identified the stop of the corresponding application's traffic for an applicationidentified by a TDF-Application-Identifier AVP . The detected application(s) shall be identified by the Application-Detection-Information AVP(s). Applicable to functionality introduced with the ADC feature as described in subclause 5.4.1.

For unsolicited application reporting, APPLICATION_STOP Event Trigger is always set and does not need to be subscribed by the PCRF.
CS_TO_PS_HANDOVER (42)


This value shall be used in CCA and RAR command by the PCRF to indicate that upon a CS to PS Handover, the PCEF shall inform the PCRF. When used in a CCR command, this value indicates that the PCEF generated the request because there is a CS to PS handover. Applicable only to CS to PS SRVCC functionality feature (rSRVCC) as described in subclause 5.4.1.
UE_LOCAL_IP_ADDRESS_CHANGE (43)


When used in a CCR command, this value indicates that the PCEF generated the request because the UE Local IP Address or the UDP source port number or both assigned by the Fixed Broadband Access have changed. The UE-Local-IP-Address AVP and/or the UDP-Source-Port AVP shall be provided in the same request. This event trigger does not require to be provisioned by the PCRF. Applicable to functionality introduced with the EPC-routed feature as described in subclause 5.4.1.

H(E)NB_LOCAL_IP_ADDRESS_CHANGE (44)


When used in a CCR command, this value indicates that the PCEF generated the request because the H(e)NB Local IP Address or the UDP source port number or both assigned by the Fixed Broadband Access have changed. The HeNB-Local-IP-Address AVP and/or the UDP-Source-Port AVP shall be provided in the same request. Applicable to functionality introduced with the EPC-routed feature as described in subclause 5.4.1.
ACCESS_NETWORK_INFO_REPORT (45)


This value shall be used in CCA and RAR commands by the PCRF to request access network information from the PCEF as defined in clause 4.5.22. When used in a CCR command, this value indicates that the PCEF generated the request because the PCEF reports the corresponding access network information to the PCRF as requested. The PCEF shall not provide the requested access network information in an RAA command solely based on the fact that the PCRF provisioned this Event-Trigger in an RAR command. Instead, procedures defined in subclause 4.5.22 shall be followed. Applicable to functionality introduced with the NetLoc feature as described in subclause 5.4.1.
CREDIT_MANAGEMENT_SESSION_FAILURE (46)


When used in a CCR command, this value indicates that a transient/permanent failure has been detected in the OCS. If the failure does not apply to all PCC Rules, the affected PCC Rules are indicated within the Charging-Rule-Report AVP, with the PCC-Rule-Status set to value ACTIVE and the Rule-Failure-Code AVP set to the corresponding value as reported by the OCS. If the failure applies to the session, the Credit-Management-Status shall be set to the corresponding value as reported by the OCS. When used over Sd reference point, it is applicable to functionality introduced with the ABC features as described in subclause 5.4.1.
NOTE 2:
For the PCEF, CREDIT_MANAGEMENT_SESSION_FAILURE event trigger only applies to the situation that the IP-CAN session is not terminated by the PCEF due to the credit management session failure.
DEFAULT_QOS_CHANGE (47)


This value shall be used in CCA and RAR commands by the PCRF to indicate that upon any Default QoS change PCEF shall inform the PCRF. When used in a CCR command, this value indicates that the PCEF generated the request because there has been a change in the Default QoS. The new value shall be provided in the Default-QoS-Information AVP. Applicable only to FBA access type and to functionality introduced with the FBAC feature as described in subclause 5.4.1.


CHANGE_OF_UE_PRESENCE_IN_PRESENCE_REPORTING_AREA_REPORT (48)

This value shall be used in CCA or RAR commands by the PCRF to indicate that the PCEF shall report the event when the user enters/leaves the area as indicated in the Presence-Reporting-Area-Information AVP. This includes reporting the initial status at the time the request for reports is initiated.


When used in a CCR command, this value indicates whether the UE is within or outside the requested presence reporting area. Presence-Reporting-Area-Identifier AVP and Presence-Reporting-Area-Status AVP shall be provided in the same request included in Presence-Reporting-Area-Information AVP. Applicable only to 3GPP-EPS access type and to functionality introduced with the CNO-ULI or Multiple-PRA feature as described in subclause 5.4.1.
ADDITION_OF_ACCESS (49)


When used in a CCR command, this value indicates that the PCEF generated the request because an access is added in the NBIFOM scenario. The new IP-CAN type of the new accessis provided within the same CCR command. This event trigger needs no subscription. Applicable only to NBIFOM functionality feature as described in subclause 5.4.1. Not applicable for FBA.

REMOVAL_OF_ACCESS (50)


When used in a CCR command, this value indicates that the PCEF generated the request because an access is removed in the NBIFOM scenario. The IP-CAN type of the removed access is provided within the same CCR command. This event trigger needs no subscription. Applicable only to NBIFOM functionality feature as described in subclause 5.4.1. Not applicable for FBA.

UNAVAILABLITY_OF_ACCESS (51)


When used in a CCR command, this value indicates that the PCEF generated the request because an access is not availabl in the NBIFOM scenario. The IP-CAN type of the unavailable access within the IP-CAN-Type AVP and the reason causing the access to be unavailable within the Access-Availability-Change-Reason AVP are provided within the same CCR command. This event trigger needs no subscription. Applicable only to NBIFOM functionality feature as described in subclause 5.4.1. Not applicable for FBA.

AVAILABLITY_OF_ACCESS (52)


When used in a CCR command, this value indicates that the PCEF generated the request because an access is available again in the NBIFOM scenario or PCEF receives an Access stratum indication as defined in 3GPP TS 29.274 [22]. The IP-CAN type of the available access within the IP-CAN-Type AVP and the reason causing the access to be available within the Access-Availability-Change-Reason AVP are provided within the same CCR command. When the PCEF receives the move-to-wlan or move-from-wlan indication, the IP-CAN type of the WLAN or 3GPP access within the IP-CAN-Type AVP and the reason of Access stratum indication within the Access-Availability-Change-Reason AVP are provided within the same CCR command. This event trigger needs no subscription. Applicable only to NBIFOM functionality feature as described in subclause 5.4.1. Not applicable for FBA.

RESOURCE_RELEASE (53)


This value shall be used in CCA and RAR commands by the PCRF to indicate that the PCEF can inform the PCRF of the outcome of the release of resources for those rules that require so.

When used in a CCR command, this value indicates that the PCEF informs the PCRF about the outcome of the resource release for a rule that has been removed. The affected rules are indicated within the Charging-Rule-Report AVP with the PCC-Rule-Status AVP set to the value INACTIVE (1). If the PCEF receives from the access network some RAN/NAS release cause(s), TWAN release cause(s) or untrusted WLAN release cause(s), the PCEF shall also provide the received cause(s) in the Charging-Rule-Report AVP. Applicable to functionality introduced with the Enh-RAN-NAS-Cause feature as described in subclause 5.4.1. Not applicable for FBA.
ENODEB_CHANGE (54)


This value shall be used in CCA and RAR commands by the PCRF to indicate that upon a change in the user location of eNB change granularity, PCEF shall inform the PCRF. When used in a CCR command, this value indicates that the PCEF generated the request because there has been a change in the user location of eNB change granularity, the new eNB ID value shall be provided in the 3GPP-User-Location-Info AVP. Applicable only to 3GPP-EPS access type and to functionality introduced with the ENB-Change feature as described in subclause 5.4.1.
3GPP_PS_DATA_OFF_CHANGE (55)


This value shall be used in CCR command by the PCEF to indicate that the PCEF generated the request because there has been a change of 3GPP PS Data Off status indicated by the UE, with the status of 3GPP PS Data Off in the 3GPP-PS-Data-Off-Status AVP. This event trigger needs no subscription. Applicable only to 3GPP-EPS access type and to functionality introduced with the 3GPP-PS-Data-Off feature as described in subclause 5.4.1.
UE_STATUS_RESUME (cc)


This value shall be used in RAR and CCA commands by the PCRF to indicate that the PCEF shall report the event when the user’s status is changed from suspend to resume. When used in a CCR command by the PCEF, this value indicates that the UE’s status is resumed. Applicable only to 3GPP-EPS access type and to functionality introduced with the UE-Status-Change feature as described in subclause 5.4.1.
*** 6th Change ***

5.3.38
Rule-Failure-Code AVP (All access types)

The Rule-Failure-Code AVP (AVP code 1031) is of type Enumerated. It is sent by the PCEF to the PCRF within a Charging-Rule-Report AVP to identify the reason a PCC Rule is being reported.

The following values are defined:

UNKNOWN_RULE_NAME (1)


This value is used to indicate that the pre-provisioned PCC rule could not be successfully activated because the Charging-Rule-Name or Charging-Rule-Base-Name is unknown to the PCEF.

RATING_GROUP_ERROR (2)


This value is used to indicate that the PCC rule could not be successfully installed or enforced because the Rating-Group specified within the Charging-Rule-Definition AVP by the PCRF is unknown or, invalid.

SERVICE_IDENTIFIER_ERROR (3)


This value is used to indicate that the PCC rule could not be successfully installed or enforced because the Service-Identifier specified within the Charging-Rule-Definition AVP by the PCRF is invalid, unknown, or not applicable to the service being charged.

GW/PCEF_MALFUNCTION (4)


This value is used to indicate that the PCC rule could not be successfully installed (for those provisioned from the PCRF) or activated (for those pre-provisioned in PCEF) or enforced (for those already successfully installed) due to GW/PCEF malfunction.

RESOURCES_LIMITATION (5)


This value is used to indicate that the PCC rule could not be successfully installed (for those provisioned from PCRF) or activated (for those pre-provisioned in PCEF) or enforced (for those already successfully installed) due to a limitation of resources at the PCEF.

MAX_NR_BEARERS_REACHED (6)


This value is used to indicate that the PCC rule could not be successfully installed (for those provisioned from PCRF) or activated (for those pre-provisioned in PCEF) or enforced (for those already successfully installed) due to the fact that the maximum number of bearers has been reached for the IP-CAN session.
UNKNOWN_BEARER_ID (7)


This value is used to indicate that the PCC rule could not be successfully installed or enforced at the PCEF because the Bearer-Id specified within the Charging-Rule-Install AVP by the PCRF is unknown or invalid. Applicable only for GPRS in the case the PCRF performs the bearer binding.

MISSING_BEARER_ID (8)


This value is used to indicate that the PCC rule could not be successfully installed or enforced at the PCEF because the Bearer-Id is not specified within the Charging-Rule-Install AVP by the PCRF. Applicable only for GPRS in the case the PCRF performs the bearer binding.
MISSING_FLOW_INFORMATION (9)


This value is used to indicate that the PCC rule could not be successfully installed or enforced because the Flow-Information AVP is not specified within the Charging-Rule-Definition AVP by the PCRF during the first install request of the PCC rule.
RESOURCE_ALLOCATION_FAILURE (10)

This value is used to indicate that the PCC rule could not be successfully installed or maintained since the bearer establishment/modification failed, or the bearer was released.

UNSUCCESSFUL_QOS_VALIDATION (11)


This value is used to:

-
indicate that the QoS validation has failed or,
-
Indicate when Guaranteed Bandwidth > Max-Requested-Bandwidth.
INCORRECT_FLOW_INFORMATION (12)


This value is used to indicate that the PCC rule could not be successfully installed or modified at the PCEF because the provided flow information is not supported by the network (e.g. the provided IP address(es) or Ipv6 prefix(es) do not correspond to an IP version applicable for the IP-CAN session).
PS_TO_CS_HANDOVER (13)


This value is used to indicate that the PCC rule could not be maintained because of PS to CS handover. This value is only applicable for 3GPP-GPRS and 3GPP-EPS. Applicable to functionality introduced with the Rel9 feature as described in subclause 5.4.1.
TDF_APPLICATION_IDENTIFIER_ERROR (14)


This value is used to indicate that the rule could not be successfully installed or enforced because the TDF-Application-Identifier is invalid, unknown, or not applicable to the application required for detection.
NO_BEARER_BOUND (15)


This value is used to indicate that there is no IP-CAN bearer which the PCEF can bind the PCC rule(s) to.
FILTER_RESTRICTIONS (16)


This value is used to indicate that the Flow-Description AVP(s) cannot be handled by the PCEF because any of the restrictions specified in subclause 5.4.2 was not met.
AN_GW_FAILED (17)


This value is used to indicate that the AN-Gateway has failed and that the PCRF should refrain from sending policy decisions to the PCEF until it is informed that the S-GW has been recovered. This value shall not be used if the IP-CAN Session Modification procedure is initiated for PCC rule removal only.
MISSING_REDIRECT_SERVER_ADDRESS (18)


This value is used to indicate that the PCC rule could not be successfully installed or enforced at the PCEF because there is no valid Redirect_Server_Address within the Redirect-Server-Address AVP provided by the PCRF and no preconfigured redirection address for this PCC rule at the PCEF.
CM_END_USER_SERVICE_DENIED (19)


This value is used to indicate that the charging system denied the service request due to service restrictions (e.g. terminate rating group) or limitations related to the end-user, for example the end-user's account could not cover the requested service. When used over Sd reference point, it is applicable to functionality introduced with the ABC feature as described in subclause 5b.4.1.

CM_CREDIT_CONTROL_NOT_APPLICABLE (20)


This value is used to indicate that the charging system determined that the service can be granted to the end user but no further credit control is needed for the service (e.g. service is free of charge or is treated for offline charging). When used over Sd reference point, it is applicable to functionality introduced with the ABC feature as described in subclause 5b.4.1.
CM_AUTHORIZATION_REJECTED (21)


This value is used to indicate that the charging system denied the service request in order to terminate the service for which credit is requested. When used over Sd reference point, it is applicable to functionality introduced with the ABC feature as described in subclause 5b.4.1.
CM_USER_UNKNOWN (22)


This value is used to indicate that the specified end user could not be found in the charging system. When used over Sd reference point, it is applicable to functionality introduced with the ABC feature as described in subclause 5b.4.1.
CM_RATING_FAILED (23)


This value is used to inform the PCRF that the charging system cannot rate the service request due to insufficient rating input, incorrect AVP combination or due to an AVP or an AVP value that is not recognized or supported in the rating. When used over Sd reference point, it is applicable to functionality introduced with the ABC feature as described in subclause 5b.4.1.
ROUTING_RULE_REJECTION (24)


This value is used to inform the PCRF that the PCC rule cannot be enforced due to the corresponding NBIFOM routing rule is rejected by the UE because of the unspecified reason. Applicable to functionality introduced with the NBIFOM feature as described in subclause 5.4.1.

UNKNOWN_ROUTING_ACCESS_INFORMATION (25)


This value is used to inform the PCRF that the PCC rule cannot be enforced due to the corresponding NBIFOM routing rule is rejected by the UE because of the access information indicated in the PCC rule is unknown for the UE. Applicable to functionality introduced with the NBIFOM feature as described in subclause 5.4.1. 
NO_NBIFOM_SUPPORT (26)


This value is used to inform the PCRF that the PCEF has discovered that NBIFOM is not supported. Applicable to functionality introduced with the NBIFOM feature as described in subclause 5.4.1.
UE_STATE_SUSPEND (xx)


This value is used to inform the PCRF that the PCEF has discovered that the UE is in suspend state. Applicable to functionality introduced with the UE-Status-Change feature as described in subclause 5.4.1.
*** 7th Change ***
5.3.x
UE-Status AVP (3GPP-EPS access type)

The UE-Status AVP (AVP code 2854) is of type Unsigned32. It is sent from the PCEF to the PCRF to indicate the status of the UE.
The following values are defined in this specification:

1 (UE status suspend)

This value indicates that the policy enforcement has failed because the UE is in suspend status, and that the PCRF should refrain from sending policy decisions to the PCEF until it is informed that the UE has been resumed. This value shall not be used if the IP-CAN Session Modification procedure is initiated for PCC rule removal only.
*** 8th Change ***

5.4.1
Use of the Supported-Features AVP on the Gx reference point

The Supported-Features AVP is used during session establishment to inform the destination host about the required and optional features that the origin host supports. The client shall, in the first request in a Diameter session indicate the set of supported features. The server shall, in the first answer within the Diameter session indicate the set of features that it has in common with the client and that the server shall support within the same Diameter session. Any further command messages shall always be compliant with the list of supported features indicated in the Supported-Features AVPs during session establishment. Features that are not advertised as supported shall not be used to construct the command messages for that Diameter session. Unless otherwise stated, the use of the Supported-Features AVP on the Gx reference point shall be compliant with the requirements for dynamic discovery of supported features and associated error handling on the Cx reference point as defined in clause 7.2.1 of 3GPP TS 29.229 [14].
The base functionality for the Gx reference point is the 3GPP Rel-7 standard and a feature is an extension to that functionality. If the origin host does not support any features beyond the base functionality, the Supported-Features AVP may be absent from the Gx commands. As defined in clause 7.1.1 of 3GPP TS 29.229 [14], when extending the application by adding new AVPs for a feature, the new AVPs shall have the M bit cleared and the AVP shall not be defined mandatory in the command ABNF.
As defined in 3GPP TS 29.229 [14], the Supported-Features AVP is of type grouped and contains the Vendor-Id, Feature-List-ID and Feature-List AVPs. On the Gx reference point, the Supported-Features AVP is used to identify features that have been defined by 3GPP and hence, for features defined in this document, the Vendor-Id AVP shall contain the vendor ID of 3GPP (10415). If there are multiple feature lists defined for the Gx reference point, the Feature-List-ID AVP shall differentiate those lists from one another.

On receiving an initial request application message, the destination host shall act as defined in clause 7.2.1 of 3GPP TS 29.229 [14]. The following exceptions apply to the initial CCR/CCA command pair:

-
If the PCEF supporting post-Rel-7 Gx functionality is able to interoperate with a PCRF supporting Rel-7, the CCR shall include the features supported by the PCEF within Supported-Features AVP(s) with the 'M' bit cleared. Otherwise, the CCR shall include the supported features within the Supported-Features AVP(s) with the M-bit set.
NOTE 1:
One instance of Supported-Features AVP is needed per Feature-List-ID.
-
If the CCR command does not contain any Supported-Features AVP(s) and the PCRF supports Rel-7 Gx functionality, the CCA command shall not include the Supported-Features AVP. In this case, both PCEF and PCRF shall behave as specified in the Rel-7 version of this document.

-
If the CCR command contains the Supported-Features AVP, the PCRF shall include the Supported-Features AVP in the CCA command, with the 'M' bit cleared, indicating only the features that both the PCRF and PCEF support.
NOTE 2:
The client will always declare all features that are supported according to table 5.4.1.1 and 5.4.1.2. When more than one feature identifying a release is supported by both PCEF and PCRF, the PCEF will work according to the latest common supported release.
Once the PCRF and PCEF have negotiated the set of supported features during session establishment, the set of common features shall be used during the lifetime of the Diameter session.
The tables below define the features applicable to the Gx interfaces for the feature lists with a Feature-List-ID of 1 and 2.

Table 5.4.1.1: Features of Feature-List-ID 1 used in Gx

	Feature bit
	Feature
	M/O
	Description

	0
	Rel8
	M
	This feature indicates the support of base 3GPP Rel-8 Gx functionality, including the AVPs and corresponding procedures supported by the base 3GPP Rel-7 Gx standard, but excluding those features represented by separate feature bits. AVPs introduced with this feature are marked with "Rel8" in table 5.3.0.1.

	1
	Rel9
	M
	This feature indicates the support of base 3GPP Rel-9 Gx functionality, including the AVPs and corresponding procedures supported by the Rel8 feature bit, but excluding those features represented by separate feature bits. AVPs introduced with this feature are marked with "Rel9" in table 5.3.0.1.

	2
	ProvAFsignalFlow
	O
	This feature indicates support for the feature of IMS Restoration as described in subclause 4.5.18. If PCEF supports this feature the PCRF may provision AF signalling IP flow information.

	3
	Rel10
	M
	This feature indicates the support of base 3GPP Rel-10 Gx functionality, including the AVPs and corresponding procedures supported by the Rel8 and Rel9 feature bit, but excluding those features represented by separate feature bits. AVPs introduced with this feature are marked with "Rel10" in table 5.3.0.1.

	4
	SponsoredConnectivity
	O
	This feature indicates support for sponsored data connectivity feature. If the PCEF supports this feature, the PCRF may authorize sponsored data connectivity to the subscriber.

	5
	IFOM
	O
	This feature indicates support for IP flow mobility feature. If the PCEF supports this feature, the PCRF shall behave as described in subclause 4a.5.7.3.

	6
	ADC
	O
	This feature indicates support for the Application Detection and Control feature.

	7
	vSRVCC
	O
	This feature indicates support for the vSRVCC feature (see TS 23.216 [40]).

	8
	EPC-routed
	O
	This feature indicates support for interworking with Fixed Broad band Access networks when the traffic is routed via the EPC network as defined in Annex E.

	9
	rSRVCC
	O
	This feature indicates support for the CS to PS SRVCC feature (see TS 23.216 [40]).

	10
	NetLoc
	O
	This feature indicates the support of the Access Network Information Reporting for GPRS and EPS. If the PCEF supports this feature, the PCRF shall behave as described in subclause 4.5.22

	11
	UMCH
	O
	This feature indicates support for Usage Monitoring Congestion Handling. If the PCEF supports this feature, the behaviour shall be as specified in subclause 4.5.17.6.

	12
	ExtendedFilter
	O
	This feature indicates the support for the local (i.e. UE) address and mask being present in filters signalled between network and UE.

	13
	Trusted-WLAN
	O
	This feature indicates the support for the Trusted WLAN access as defined in 3GPP TS 23.402 [23].

	14
	SGW-Rest
	O
	This feature indicates the support of SGW Restoration procedures as defined in 3GPP TS 23.007 [43].

	15
	TimeBasedUM
	O
	This feature indicates support for Time based Usage Monitoring Control. If the PCEF supports this feature, the behaviour shall be as specified in corresponding clauses in this specification.

	16
	PendingTransaction
	O
	This feature indicates support for the race condition handling as defined in 3GPP TS 29.213 [8].

	17
	ABC
	O
	This feature indicates support for Application Based Charging.

	18
	void
	
	

	19
	NetLoc-Trusted-WLAN
	O
	This feature indicates the support of the Access Network Information Reporting for Trusted WLAN. If supported, the PCEF and the PCRF shall behave as described in annex D.3, this feature is applicable only if NetLoc feature and Trusted-WLAN feature are also supported.

	20
	FBAC
	O
	This feature indicates support for the Fixed Broadband Access Convergence as defined in Annex G.

	21
	ConditionalAPNPolicyInfo
	O
	This feature indicates support for APN related policy information with condition as defined in subclause 4.5.5.7.

Not applicable to IPFlowMobility functionality feature (IFOM) as described in clause 5.4.1 or NBIFOM functionality feature as defined in subclause 4.5.25.

	22
	RAN-NAS-Cause
	O
	This feature indicates the support for the detailed release cause code information (NOTE 1) from the access network.

	23
	CNO-ULI
	O
	This feature indicates support for Presence Reporting Area Information reporting. If the PCEF supports this feature, the PCRF shall behave as described in Annex B.3.16. (NOTE 2)

	24
	PCSCF-Restoration-Enhancement
	O
	This feature indicates support of P-CSCF Restoration Enhancement. It is used for the PCEF to indicate if it supports P-CSCF Restoration Enhancement.

	25
	MissionCriticalQCIs
	O
	This feature indicates support for the Mission Critical QCI values 65, 69 and 70, and the Non Mission Critical QCI value 66 within the QoS-Class-Identifier AVP defined in subclause 5.3.17.

	26
	ResShare
	O
	This feature indicates the support of service data flows that share resources. If the PCEF supports this feature, the PCRF shall behave as described in subclause 4.5.5.11.

	27
	ExUsage
	O
	This feature indicates support for excluding the corresponding service data flow for the volume and/or time measurement on IP-CAN session level.

	28
	NBIFOM
	O
	This feature indicates support for network-based IP flow mobility as described in 3GPP TS 23.161 [51].

	29
	TSC
	O
	This feature indicates support for traffic steering control in the (S)Gi-LAN. If the PCEF supports this feature, the PCRF shall behave as described in subclause 4.5.2.8.

	30
	NetLoc-Untrusted-WLAN
	O
	This feature indicates the support of the Access Network Information Reporting for Untrusted WLAN access as defined in 3GPP TS 23.203 [7]. If supported, the PCEF shall behave as described in annex D.4.It requires that NetLoc feature is also supported.

	31
	CondPolicyInfo
	O
	This feature indicates support for time controlled APN-AMBR as defined in subclause 4.5.5.12.
Not applicable to IPFlowMobility functionality feature (IFOM) as described in subclause 5.4.1 or NBIFOM functionality feature as defined in subclause 4.5.25 if this feature is used together with the feature ConditionalAPNPolicyInfo.

	Feature bit:
The order number of the bit within the Feature-List AVP where the least significant bit is assigned number "0".

Feature:
A short name that can be used to refer to the bit and to the feature, e.g. "EPS".

M/O:
Defines if the implementation of the feature is mandatory ("M") or optional ("O") in this 3GPP Release. 

Description:
A clear textual description of the feature.
NOTE 1:
In this release, the release cause code information from the access network can include RAN/NAS release cause(s), a TWAN release cause or an untrusted WLAN release cause.

NOTE 2:
CNO-ULI feature will only be used when the PCEF and/or the PCRF does not support Multiple-PRA (see Table 5.4.1.2) and both PCEF and PCRF support CNO-ULI.


Table 5.4.1.2: Features of Feature-List-ID 2 used in Gx

	Feature bit
	Feature
	M/O
	Description

	0
	Enh-RAN-NAS-Cause
	O
	This feature indicates the support of the detailed release cause code information from the access network in the PCRF-initiated PCC Rule removal scenarios. It requires that RAN-NAS-Cause feature is also supported.

	1
	ENB-Change
	O
	This feature indicates support of eNodeB change reporting Enhancement. It is used for the PCEF to indicate if it supports eNodeB change reporting Enhancement.

	2
	RuleVersioning
	O
	This feature indicates the support of PCC rule versioning as defined in subclause 4.5.28

	3
	Multiple-PRA
	O
	This feature indicates support for Multiple Presence Reporting Area Information reporting. If the PCEF supports this feature, the PCRF shall behave as described in Annex B.3.17.

	4
	CondPolicyInfo-DefaultQoS
	O
	This feature indicates support for time controlled default EPS bearer QoS as defined in subclause 4.5.5.12. It requires that Rule-Bound-to-Default-Bearer feature is also supported.

	5
	Rule-Bound-to-Default-Bearer
	O
	This feature indicates support for policy provisioning and enforcement of authorized QoS for service data flows that shall be bound to the default bearer feature as defined in subclause 4.5.5.13.

	6
	3GPP-PS-Data-Off
	O
	This feature indicates the support of 3GPP PS Data off status change reporting. If this feature is supported, the PCEF and the PCRF shall behave as defined in subclause 4.5.29.

	7
	Extended-BW-NR
	O
	This feature indicates the support of extended bandwidth values for NR.

	8
	RAN-Support-Info
	O
	This feature indicates the support of maximum packet loss rate value(s) for uplink and/or downlink voice service data flow(s).

	x
	UE-Status-Change
	O
	This feature indicates the support of report when the UE is suspended and then resumed from suspend state. If this feature is supported, the PCEF and the PCRF shall behave as defined in subclause 4.5.xx.

	Feature bit: The order number of the bit within the Feature-List AVP where the least significant bit is assigned number "0".

Feature: A short name that can be used to refer to the bit and to the feature, e.g. "EPS".

M/O: Defines if the implementation of the feature is mandatory ("M") or optional ("O") in this 3GPP Release.
Description: A clear textual description of the feature.


*** 9th Change ***

5.5.4
Transient Failures

Errors that fall within the transient failures category are used to inform a peer that the request could not be satisfied at the time it was received, but may be able to satisfy the request in the future.

The Result-Code AVP values defined in Diameter Base IETF RFC 6733 [61] are applicable. Also the following specific Gx Experimental-Result-Code value is defined for transient failures:
DIAMETER_PCC_BEARER_EVENT (4141)


This error shall be used when for some reason a PCC rule cannot be enforced or modified successfully in a network initiated procedure. Affected PCC-Rules will be provided in the Charging-Rule-Report AVP including the reason and status as described in clause 4.5.12.
DIAMETER_AN_GW_FAILED (4143)


This error shall be used when the policy decisions (i.e. installation/modification of PCC rules or provisioning of policy decisions not related to a PCC rule) received within a RAR initiated by the PCRF cannot be enforced by the PCEF because the AN-Gateway has failed. If one or more PCC Rules are affected, these PCC Rules will be provided in the Charging-Rule-Report AVP including the Rule-Failure-Code AVP set to AN_GW_FAILED (17), and PCC-Rule-Status AVP set to INACTIVE as described in clause 4.5.12. Applicable only to 3GPP-EPS.

DIAMETER_PENDING_TRANSACTION (4144)


This error shall be used when a node that supports the PendingTransaction feature receives an incoming request on a session while it has an ongoing transaction on the same session and cannot handle the request as described in clause 8.2 of 3GPP TS 29.213 [8].
UE_STATUS_SUSPEND (aaaa)


This error shall be used when the policy decisions received within a RAR initiated by the PCRF cannot be enforced by the PCEF because the UE’s status is suspended. Applicable only to 3GPP-EPS access type and to functionality introduced with the UE-Status-Change feature as described in subclause 5.4.1.
*** End of Changes ***

