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*** 1st Change ***

5.2.2.2.2
Data retrieval

Figure 5.2.2.2.2-1 shows a scenario where the NF service consumer (e.g. UDM, PCF or NEF) sends a request to the UDR to retrieve data. 
Query parameters may be used for data retrieval:

i)
Subclause 5.2.2.2.3 specifies the query parameter used for retrieving subset of a resource;

ii)
Other query parameters are defined in 3GPP TS 29.505 [2] and 3GPP TS 29.519 [3].
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Figure 5.2.2.2.2-1: Retrieving Data

1.
The NF service consumer shall send a GET request to the resource representing the data. Query parameters may be used to restrict the response to the requested data record(s) of the resource's representation. Query parameters may also indicate the features that the NF service consumer supports as described in subclause 6.6.2 of 3GPP TS 29.500 [7].
2.
On success, the UDR shall respond with "200 OK" with the message body containing the requested data record(s) restricted to the query parameters (and thus also to the indicated features supported by the NF service consumer).

On failure, the UDR shall return an appropriated error code with the error cause information.
The error codes of corresponding service operations in 3GPP TS 29.505 [2] and 3GPP TS 29.519 [3] shall align and comply with the failure response mechanism which is defined in 3GPP TS 29.500 [7].
*** 2nd Change ***

5.2.2.6.2
NF service consumer subscribes to notifications to UDR

Figure 5.2.2.6.2-1 shows a scenario where the NF service consumer (e.g. UDM, PCF or NEF) sends a request to the UDR to subscribe to data change notifications.
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Figure 5.2.2.6.2-1: subscribing to data change notifications

1.
The NF service consumer sends a POST request to the parent resource (...<top-level segment>/subs-to-notif). The NF service consumer describes the notifications it wants to receive, and it also indicates the features it supports (see subclause 6.6.2 of 3GPP TS 29.500 [7]).

2.
On success, the UDR responds with "201 Created" with the message body containing a representation of the created subscription and indicating the supported features (see subclause 6.6.2 of 3GPP TS 29.500 [7]). The Location HTTP header shall contain the URI of the created subscription. In subsequent notifications according to subclause 5.2.2.8.2, the UDR only uses the indicated supported features.


On failure, the UDR returns an appropriated error code with the error cause information.
*** 3rd Change ***

6.1.X
Feature negotiation

The optional features in table 6.1.X-1 are defined for the Nudr_DataRepository API. They shall be negotiated using the extensibility mechanism defined in subclause 6.6 of 3GPP TS 29.500 [7].

Table 6.1.X-1: Supported Features

	Feature number
	Feature Name
	Description

	
	
	


*** End of Changes ***
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