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* * * First Change * * * *

6.1.6.2.2
Type: AuthorizedNetworkSliceInfo

Table 6.1.6.2.2-1: Definition of type AuthorizedNetworkSliceInfo
	Attribute name
	Data type
	P
	Cardinality
	Description

	allowedNssai
	AllowedNssai
	C
	1
	This IE shall contain the allowed S-NSSAI(s) authorized by the NSSF in the serving PLMN, if the NSSF received the Requested NSSAI and the subscribed S-NSSAI(s).

	configuredNssai
	ConfiguredNssai
	C
	1
	This IE shall contain the configured S-NSSAI(s) authorized by the NSSF in the serving PLMN, if the NSSF did not receive any Requested NSSAI or the Requested NSSAI includes an S-NSSAI that is not valid in the Serving PLMN.

	targetAmfSet
	string
	O
	0..1
	This IE may be included by the NSSF based on configuration and if the NSSF received the Requested NSSAI and the subscribed S-NSSAI(s). When present, this IE shall contain the target AMF set.

	candidateAmf
	array(NfInstanceId)
	O
	0..N
	This IE may be included by the NSSF based on configuration and if the NSSF received the Requested NSSAI and the subscribed S-NSSAI(s). When present, this IE shall contain the list of candidate AMF(s).

	rejectedNssaiInPlmn
	array(Snssai)
	O
	0..N
	This IE may be included by the NSSF if the NSSF received the Requested NSSAI and the subscribed S-NSSAI(s). When present, this IE shall contain the rejected NSSAI in the PLMN.

	rejectedNssaiInTa
	array(Snssai)
	O
	0..N
	This IE may be included by the NSSF if the NSSF received the Requested NSSAI and the subscribed S-NSSAI(s). When present, this IE shall contain the rejected NSSAI in the current TA.

	nsiInformation
	NsiInformation
	C
	0..1
	This IE shall be included by the NSSF if the NSSF received the S-NSSAI. (i.e. during PDU session establishment procedure)



	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in subclause 6.1.8 is supported

	nrfAmfSet
	Uri
	O
	0..1
	This IE may be included by the NSSF based on configuration and if the target AMF Set is included.
When present, this IE shall contain the API URI of the NRF to be used to determine the list of candidate AMF(s) from the AMF Set.




* * * Next Change * * * *

A.2
Nnssf_NSSelection API

openapi: 3.0.0

info:

  version: '1.R15.0.0'

  title: 'NSSF NS Selection'

  description: 'NSSF Network Slice Selection Service'
security:

  - oAuth2Clientcredentials: []
servers:

  - url: https://{apiRoot}/nnssf-nsselection/v1

    variables:

      apiRoot:

        default: locahhost:8080
paths:

********* CUT FOR READINESS ********

components:
  securitySchemes:

    oAuth2ClientCredentials:

      type: oauth2

      flows: 

        clientCredentials: 

          tokenUrl: '{nrfApiRoot}/oauth2/token'

          scopes: {}
  schemas:

    AuthorizedNetworkSliceInfo:

      type: object

      required:

        - allowedNssai

      properties:

        allowedNssai:

          $ref: '#/components/schemas/AllowedNssai'

        configuredNssai:

          $ref: '#/components/schemas/ConfiguredNssai'

        targetAmfSet:

          type: string

        candidateAmf:

          type: array

          items:

            $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'

        rejectedNssaiInPlmn:
          type: array

          items:

            $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'

        rejectedNssaiInTa:
          type: array

          items:

            $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'

        nsiInformation:

          $ref: '#/components/schemas/NsiInformation'

        supportedFeatures:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        nrfAmfSet:

          $ref: 'TS29571_CommonData.yml#/components/schemas/Uri'
    SubscribedSNssai:

      type: object

      required:

        - subscribedSNssai

      properties:

        subscribedSNssai:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'

        defaultIndication:

          type: boolean

    SubscribedNssai:

      type: object

      required:

        - subscribedSNssai

      properties:

        subscribedSNssai:

          type: array

          items:

            $ref: '#/components/schemas/SubscribedSNssai'

    AllowedSNssai:

      type: object

      required:

        - allowedSNssai

      properties:

        allowedSNssai:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'

        nsiInformation:

          type: array

          items:

            $ref: '#/components/schemas/NsiInformation'

        mappedHomeSNssai:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'

    AllowedNssai:

      type: object

      required:

        - allowedSNssai

      properties:

        allowedSNssai:

          type: array

          items:

            $ref: '#/components/schemas/AllowedSNssai'

    NsiInformation:

      type: object

      required:

        - nrfId

      properties:

        nrfId:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/Fqdn'

        nsiId:

          $ref: '#/components/schemas/NsiId'
    MappingOfRequestedSNssai:

      type: object

      required:

        - servingSNssai

        - homeSNssai

      properties:

        servingSNssai:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'

        homeSNssai:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'

    MappingOfRequestedNssai:

      type: object

      required:

        - mappingOfRequestedSNssai

      properties:

        mappingOfRequestedSNssai:

          type: array

          items:

            $ref: '#/components/schemas/MappingOfRequestedSNssai'

    SliceInfoForRegistration:

      type: object

      required:

        - subscribedNSSAI

      properties:

        subscribedNSSAI:

          $ref: '#/components/schemas/SubscribedNssai'

        requestedNssai:
          type: array

          items:

            $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'

        mappingOfRequestedSNssai:

          $ref: '#/components/schemas/MappingOfRequestedNssai'

    SliceInfoForPDUSession:

      type: object

      required:

        - sNssai

        - roamingIndication

      properties:

        sNssai:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'

        roamingIndication:

          $ref: '#/components/schemas/RoamingIndication'

        homeSNssai:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'

    ConfiguredSnssai:

      type: object

      required:

        - configuredSnssai

      properties:

        configuredSnssai:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'

        mappedHomeSnssai:

          $ref: 'TS29571_CommonData.yaml#/components/schemas/Snssai'

    ConfiguredNssai:

      type: object

      required:

        - configuredSnssai

      properties:

        configuredSnssai:

          type: array

          items:

            $ref: '#/components/schemas/ConfiguredSnssai'

    RoamingIndication:

      anyOf:

        - type: string

          enum:

            - NON_ROAMING

            - LOCAL_BREAKOUT

            - HOME_ROUTED_ROAMING

        - type: string

    NsiId:

      type: string

externalDocs:

  description: Documentation

  url: 'http://www.3gpp.org/ftp/Specs/archive/29_series/29.531/' 

* * * End of Changes * * * *

