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***** Begin change *****
5.4.5.2.2
UE-initiated NAS transport procedure initiation

In the connected mode, the UE initiates the NAS transport procedure by sending the UL NAS TRANSPORT message, as shown in figure 5.4.5.2.2.1.

In case a) in subclause 5.4.5.2.1, the UE shall:

a)
include the PDU session information (PDU session ID, old PDU session ID, S-NSSAI, DNN, request type), if available:

b)
set the Payload container type IE to "N1 SM information"; and

c)
set the Payload container IE to the 5GSM message.

The UE shall set the PDU session ID IE to the PDU session ID. If an old PDU session ID is to be included, the UE shall set the Old PDU session ID IE to the old PDU session ID.
If an S-NSSAI is to be included, the UE shall set the S-NSSAI IE to the S-NSSAI selected for the PDU session from the allowed NSSAI for the serving PLMN, associated with the mapped configured NSSAI for the HPLMN if available in roaming scenarios.
If a DNN is to be included, the UE shall set the DNN IE to the DNN. 5GSM procedures specified in clause 9 describe conditions for inclusion of the S-NSSAI and the DNN. 

If a request type is to be included, the UE shall set the Request type IE to the request type. The request type is not provided along 5GSM messages other than the PDU SESSION ESTABLISHMENT REQUEST message.
The UE shall send the UL NAS TRANSPORT message to the AMF (see example in figure 5.4.5.2.2.1).
In case b) in subclause 5.4.5.2.1, the UE shall:

-
set the Payload container type IE to "SMS"; and

-
set the Payload container IE to the SMS payload.

Based on the UE preferences regarding access selection for mobile originated (MO) transmission of SMS over NAS as described in 3GPP TS 23.501 [8]:

a)
when SMS over NAS is preferred to be sent over 3GPP access: the UE attempts to deliver MO SMS over NAS via the 3GPP access if the UE is registered over both 3GPP access and non-3GPP access. If the delivery of SMS over NAS via the 3GPP access is not available, the UE attempts to deliver MO SMS over NAS via the non-3GPP access; and
b)
when SMS over NAS is preferred to be sent over non-3GPP access: the UE attempts to deliver MO SMS over NAS via the non-3GPP access if the UE is registered over both 3GPP access and non-3GPP access. If the delivery of SMS over NAS via the non-3GPP access is not available, the UE attempts to deliver MO SMS over NAS via the 3GPP access.

In case c) in subclause 5.4.5.2.1, the UE shall:

-
set the Payload container type IE to "LTE Positioning Protocol (LPP) message container";

-
set the Payload container IE to the LPP message payload; and

-
set the Additional information IE to the routing information provided by the upper layer location services application.

In case d) in subclause 5.4.5.2.1, the UE shall:

-
set the Payload container type IE to "transparent container"; and

-
set the Payload container IE to the transparent container.

Editor's note:
The trigger for the UE to send a transparent container and the encoding of the transparent container are FFS.
In case e) in subclause 5.4.5.2.1, the UE shall:

-
set the Payload container type IE to "UE policy container"; and

-
set the contents of the Payload container IE as specified in Annex D.
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Figure 5.4.5.2.2.1: UE-initiated NAS transport procedure

***** End change *****
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