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	Reason for change:
	SA2 CR SA2-185923 added the following to subcluase 5.6.5 (Support for local area data network) in TS 23.501:

When the UE performs a successful (Re)registration procedure, the AMF may provide to the UE, based on local configuration (e.g. via OAM) about LADN, on UE location, and on UE subscription information received from the UDM about subscribed DNN(s), the LADN Information for the list of LADN available to the UE in that Registration Area in the Registration Accept message. The list of LADN is determined as following:
· If neither LADN DNN nor an indication of requesting LADN Information is provided in the Registration Request message, the list of LADN is the LADN DNN(s) in subscribed DNN list except for wildcard DNN. 

· If the UE provides LADN DNN(s) in the Registration Request message, the list of LADN is LADN DNN(s) the UE requested if the UE subscribed DNN(s) includes the requested LADN DNN or if a wildcard DNN is included in the UE’s subscription data.

NOTE X: It is assumed that an application can use only one LADN DNN at a time.

· If the UE provides an indication of requesting LADN Information in the Registration Request message, the list of LADN is all the LADN DNN(s) configured in the AMF if the wildcard DNN is subscribed, or the LADN DNN(s) which is in subscribed DNN list and no wildcard DNN is subscribed.

The present CR implements support for this in 24.501.

Reason for change for revsion #3:
In case of the new added LADN indication IE was included in the REGISTRATION REQUEST message, how the AMF determines the contents of the LADN information and then provides to the UE was not correctly described in TS 24.501 and not aligned with the latest stage 2 TS 23.501.

As the LADN information provided to the UE consists two part: LADN DNNs and associated LADN service areas. Hence, based on the LADN indication IE provided by the UE, the AMF needs firstly to determine the LADN DNNs for the UE and then to determine the complete LADN information based on the local configuration about LADN and the UE location.

	
	

	Summary of change:
	The UE may explicit indicate in the registration request message to request LADN information for either specific LADN DNN(s) or all available LADN DNN(s) configured in the network in case the UE has a wildcard DNN.

If the UE does not include the explicit indicator, the network will povide the list of LADN with the available LADN DNN(s) in subscribed DNN list except for wildcard DNN.

A new optional IE, LADN indication IE is added to be used for the two explict indication variants. The third variant is achived to not include an indication.
Subclause 6.2.6 is updated with this as an additional criteria for the network how to determine available LADN DNNs.
Changes for revision#3:
It proposes to define the AMF behaviour on determining the LADN DNNs for the UE and then determining the complete LADN information to align with stage 2 TS 23.501. 

	
	

	Consequences if not approved:
	Not clear on how the AMF to determine the LADN information available to the UE if the UE requested LADN DNNs to the network and.subscribed DNN is wildcard DNN.
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***** Next change *****
5.5.1.2.2
Initial registration initiation
The UE in state 5GMM-DEREGISTERED shall initiate the registration procedure for initial registration by sending a REGISTRATION REQUEST message to the AMF,
a)
when the UE performs initial registration for 5GS services;

b)
when the UE performs initial registration for emergency services;

c)
when the UE performs initial registration for SMS over NAS; and

d)
when the UE moves from GERAN to NG-RAN coverage or the UE moves from a UTRAN to NG-RAN coverage.

The UE initiates the registration procedure for initial registration by sending a REGISTRATION REQUEST message to the AMF, starting timer T3510. If timer T3502 is currently running, the UE shall stop timer T3502. If timer T3511 is currently running, the UE shall stop timer T3511.
If the UE holds a valid 5G-GUTI, the UE shall indicate the 5G-GUTI in the 5GS mobile identity IE. Otherwise, if a SUCI is available, the UE shall include the SUCI in the 5GS mobile identity IE. If the UE is initiating the registration procedure for emergency services and does not hold a valid 5G-GUTI or SUCI, the PEI shall be included in the 5GS mobile identity IE.
If the UE is operating in the dual-registration mode and it is in EMM state EMM-REGISTERED, the UE shall include the UE status IE with the EMM registration status set to "UE is in EMM-REGISTERED state".
NOTE 1:
Inclusion of the UE status IE with this setting corresponds to the indication that the UE is "moving from EPC" as specified in 3GPP TS 23.502 [9].
If the last visited registered TAI is available, the UE shall include the last visited registered TAI in the REGISTRATION REQUEST message.

If the UE requests the use of SMS over NAS, the UE shall include the SMS requested IE in the REGISTRATION REQUEST message and set the SMS requested bit of the SMS requested IE to "SMS over NAS supported".
If the UE supports MICO mode and requests the use of MICO mode, then the UE shall include the MICO indication IE in the REGISTRATION REQUEST message.
If the UE wants to use the UE specific DRX parameters, the UE shall include the Requested DRX parameters IE in the REGISTRATION REQUEST message.
If the UE wants LADN information for either specific LADN DNN(s) or indicate a request for LADN information as specified in 3GPP TS 23.501 [8], the UE shall include the LADN indication IE in the REGISTRATION REQUEST message and:

-
request specific LADN DNNs by including a LADN DNN value in the LADN indication IE for each LADN DNN for which the UE requests LADN information; or
-
to indicate a request for LADN information by not including any LADN DNN value in the LADN indication IE.
The UE shall include the requested NSSAI containing the S-NSSAI(s) corresponding to the slice(s) to which the UE wants to register and may include the mapping of the requested NSSAI which is the mapping of each S-NSSAI of the requested NSSAI to the S-NSSAI(s) of the configured NSSAI for the HPLMN, if available, in the REGISTRATION REQUEST message. If the UE has allowed NSSAI or configured NSSAI for the current PLMN, the requested NSSAI shall be either:

a)
the configured NSSAI for the current PLMN, or a subset thereof as described below, if the UE has no allowed NSSAI for the current PLMN;

b)
the allowed NSSAI for the current PLMN, or a subset thereof as described below, if the UE has an allowed NSSAI for the current PLMN; or

c)
the allowed NSSAI for the current PLMN, or a subset thereof as described below, plus one or more S-NSSAIs from the configured NSSAI for which no corresponding S-NSSAI is present in the allowed NSSAI and those are neither in the rejected NSSAI for the current PLMN nor in the rejected NSSAI for the current PLMN and registration area combination.

If the UE has neither allowed NSSAI for the current PLMN nor configured NSSAI for the current PLMN and has a configured NSSAI not associated with a PLMN, the UE shall include the S-NSSAI(s) in the Requested NSSAI IE of the REGISTRATION REQUEST message using the configured NSSAI not associated with a PLMN. If the UE has no allowed NSSAI for the current PLMN, no configured NSSAI for the current PLMN, and no configured NSSAI not associated with a PLMN, the UE shall not include a requested NSSAI in the REGISTRATION message.

The subset of configured NSSAI provided in the requested NSSAI consists of one or more S-NSSAIs in the configured NSSAI applicable to the current PLMN, if the S-NSSAI is neither in the rejected NSSAI for the current PLMN nor in the rejected NSSAI for the current PLMN and registration area combination.
The subset of allowed NSSAI provided in the requested NSSAI consists of one or more S-NSSAIs in the allowed NSSAI for the current PLMN, if the rejected S-NSSAI(s) is added by the configuration update procedure and the S-NSSAI is neither in the rejected NSSAI for the current PLMN nor in the rejected NSSAI for the current PLMN and registration area combination.
NOTE 2:
How the UE selects the subset of configured NSSAI or allowed NSSAI to be provided in the requested NSSAI is implementation.

NOTE 3:
The number of S-NSSAI(s) included in the requested NSSAI cannot exceed eight.
If the UE initiates an initial registration for emergency services or needs to prolong the established NAS signalling connection after the completion of the initial registration procedure (e.g. due to uplink signalling pending), it shall set the "follow-on request pending" indication to 1.
If the UE supports S1 mode, the UE shall:

-
set the S1 mode bit to "S1 mode supported" in the 5GMM capability IE of the REGISTRATION REQUEST message;

-
include the S1 UE network capability IE in the REGISTRATION REQUEST message; and

-
if the UE supports sending an ATTACH REQUEST message containing a PDN CONNECTIVITY REQUEST message with request type set to "handover" to transfer a PDU session from N1 mode to S1 mode, set the HO attach bit to "attach request message containing PDN connectivity request with request type set to handover to transfer PDU session from N1 mode to S1 mode supported" in the 5GMM capability IE of the REGISTRATION REQUEST message.

If the UE has one or more stored UE policy sections, the UE shall include the UPSI LIST TRANSPORT message (see annex D) in the Payload container IE of the REGISTRATION REQUEST message.
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Figure 5.5.1.2.2.1: Registration procedure for initial registration

***** Next change *****
5.5.1.2.4
Initial registration accepted by the network
During a registration procedure with 5GS registration type IE set to "emergency registration", the AMF shall not check for mobility and access restrictions, regional restrictions or subscription restrictions, when processing the REGISTRATION REQUEST message.
If the initial registration request is accepted by the network, the AMF shall send a REGISTRATION ACCEPT message to the UE.

The AMF shall assign and include a TAI list as a registration area the UE is registered to in the REGISTRATION ACCEPT message. The UE, upon receiving a REGISTRATION ACCEPT message, shall delete its old TAI list and store the received TAI list. If the REGISTRATION REQUEST message was received over non-3GPP access, the AMF shall include only the N3GPP TAI in the TAI list.

NOTE:
The N3GPP TAI is operator-specific.

The AMF may include service area restrictions in the Service area list IE in the REGISTRATION ACCEPT message. The UE, upon receiving a REGISTRATION ACCEPT message with the service area restrictions shall act as described in subclause 5.3.5.
If the Service area list IE is not included in the REGISTRATION ACCEPT message, any tracking area in the registered PLMN and its equivalent PLMN(s) is considered as an allowed tracking area as described in subclause 5.3.5.
If the REGISTRATION REQUEST message contains the LADN indication IE, based on the LADN indication IE, UE subscription information, UE location and local configuration about LADN, the AMF shall determine LADN DNNs for the UE as following:

-
determine the requested LADN DNNs included in the LADN indication IE as LADN DNNs for the UE, if the LADN indication IE includes requested LADN DNNs, the UE subscribed DNN list includes the requested LADN DNNs or a wildcard DNN, and the LADN service area of the requested LADN DNN has an intersection with the current registration area; 
-
determine the LADN DNN(s) configured in the AMF whose service area has an intersection with the current registration area as LADN DNNs for the UE if no requested LADN DNNs included in the LADN indication IE and a wildcard DNN is included in the UE subscribed DNN list; or
-
determine the LADN DNN(s) included in the UE subscribed DNN list whose service area has an intersection with the current registration area as LADN DNNs for the UE if no requested LADN DNNs included in the LADN indication IE and no wildcard DNN is included in the UE subscribed DNN list.
If the LADN indication IE is not included in the REGISTRATION REQUEST message, the AMF shall determine the LADN DNN(s) included in the UE subscribed DNN list whose service area has an intersection with the current registration area as LADN DNNs for the UE, except for the wildcard DNN included in the UE subscribed DNN list.
The AMF shall include the LADN information which consists of the determined LADN DNNs for the UE and LADN service area(s) available in the current registration area in the LADN information IE of the REGISTRATION ACCEPT message.
The UE, upon receiving the REGISTRATION ACCEPT message with the LADN information, shall store the received LADN information.

The 5G-GUTI reallocation may be part of the initial registration procedure. When the REGISTRATION REQUEST message includes the SUCI or PEI, or the AMF considers the 5G-GUTI provided by the UE is invalid, or the 5G-GUTI provided by the UE was assigned by another AMF, the AMF shall allocate a new 5G-GUTI to the UE. The AMF shall include in the REGISTRATION ACCEPT message the new assigned 5G-GUTI together with the assigned TAI list. In this case the AMF shall start timer T3550 and enter state 5GMM-COMMON-PROCEDURE-INITIATED as described in subclause 5.1.3.2.3.3.

The AMF shall include the MICO indication IE in the REGISTRATION ACCEPT message only if the MICO indication IE was included in the REGISTRATION REQUEST message, the AMF supports and accepts the use of MICO mode. If the AMF supports and accepts the use of MICO mode, the AMF may indicate "all PLMN registration area allocated" in the MICO indication IE in the REGISTRATION ACCEPT message. If "all PLMN registration area allocated" is indicated in the MICO indication IE, the AMF shall not assign and include the TAI list in the REGISTRATION ACCEPT message. If the REGISTRATION ACCEPT message included an MICO indication IE indicating "all PLMN registration area allocated", the UE shall treat all TAIs in the current PLMN as a registration area and delete its old TAI list.
The AMF shall include the T3512 value IE in the REGISTRATION ACCEPT message only if the REGISTRATION REQUEST message was sent over the 3GPP access.

The AMF shall include the non-3GPP de-registration timer value IE in the REGISTRATION ACCEPT message only if the REGISTRATION REQUEST message was sent for the non-3GPP access.

If the REGISTRATION ACCEPT message included a T3512 value IE, the UE shall use the value in the T3512 value IE as periodic registration update timer (T3512).

If the REGISTRATION ACCEPT message included a non-3GPP de-registration timer value IE, the UE shall use the value in non-3GPP de-registration timer value IE as non-3GPP de-registration timer.

If the REGISTRATION ACCEPT message contained a 5G-GUTI, the UE shall return a REGISTRATION COMPLETE message to the AMF to acknowledge the received 5G-GUTI, stop timer T3519 if running, and delete any stored SUCI.
Upon receiving a REGISTRATION COMPLETE message, the AMF shall stop timer T3550 and change to state 5GMM-REGISTERED. The 5G-GUTI, if sent in the REGISTRATION ACCEPT message, shall be considered as valid.
If the REGISTRATION REQUEST message contained the SMS requested IE with the SMS requested bit set to "SMS over NAS supported", and SMSF selection is successful, then the AMF shall send the REGISTRATION ACCEPT message after the SMSF has confirmed that the activation of the SMS service was successful. When sending the REGISTRATION ACCEPT message, the AMF shall:

a)
include the SMS allowed IE in the REGISTRATION ACCEPT message with the SMS allowed bit of the SMS allowed IE set to "SMS over NAS allowed" if the UE has set the SMS requested bit of the SMS requested IE to "SMS over NAS supported" and the network allows the SMS delivery over NAS; and
b)
store the SMSF address and the contents of the SMS allowed IE in the UE 5GMM context, and consider the UE available for SMS.
If SMSF selection in the AMF or SMS activation via the SMSF is not successful, then the AMF shall not include the SMS allowed IE in the REGISTRATION ACCEPT message. If the AMF does not allow the use of SMS over NAS, then the AMF shall not include the SMS allowed IE in the REGISTRATION ACCEPT message.

If the AMF includes an SMS allowed IE in the REGISTRATION ACCEPT message and the UE is also registered over another access to the same PLMN, the UE considers the new value indicated by the SMS allowed IE as applicable for both accesses over which the UE is registered.
The AMF shall include the allowed NSSAI for the current PLMN and may include the mapping of each S-NSSAI of the allowed NSSAI to the S-NSSAI(s) of the configured NSSAI for the HPLMN contained in the requested NSSAI from the UE if available, in the REGISTRATION ACCEPT message if the UE included the requested NSSAI in the REGISTRATION REQUEST message and the AMF allows one or more S-NSSAIs in the requested NSSAI. The AMF may also include rejected NSSAI in the REGISTRATION ACCEPT message. Rejected NSSAI contains S-NSSAI(s) which was included in the requested NSSAI but rejected by the network associated with rejection cause(s).
The AMF may include a new configured NSSAI for the current PLMN in the REGISTRATION ACCEPT message if the REGISTRATION REQUEST message did not include the requested NSSAI, or the REGISTRATION REQUEST message included the requested NSSAI containing an S-NSSAI that is not valid in the serving PLMN. If a new configured NSSAI for the current PLMN is included, the AMF may also include the mapping of the configured NSSAI for the current PLMN to the configured NSSAI for the HPLMN in the REGISTRATION ACCEPT message.

The UE receiving the rejected NSSAI in the REGISTRATION ACCEPT message takes the following actions based on the rejection cause in the rejected NSSAI:
"S-NSSAI not available in the current PLMN"

The UE shall add the rejected S-NSSAI(s) in the rejected NSSAI for the current PLMN as specified in subclause 4.6.2.2 and not attempt to use this S-NSSAI in the current PLMN until switching off the UE or the UICC containing the USIM is removed. 
"S-NSSAI not available in the current registration area"

The UE shall add the rejected S-NSSAI(s) in the rejected NSSAI for the current PLMN and registration area combination as specified in subclause 4.6.2.2 and not attempt to use this S-NSSAI in the current registration area until switching off the UE, the UE moving out of the current registration area or the UICC containing the USIM is removed.
If the UE did not include the requested NSSAI in the REGISTRATION REQUEST message or none of the requested NSSAI are present in the subscribed S-NSSAIs, and one or more subscribed S-NSSAIs (containing one or more S-NSSAIs each of which may be associated with a new S-NSSAI) marked as default are available, the AMF shall put the subscribed S-NSSAIs marked as default in the allowed NSSAI of the REGISTRATION ACCEPT message. The AMF shall determine a registration area such that all S-NSSAIs of the allowed NSSAI are available in the registration area.
If the REGISTRATION ACCEPT message contains the allowed NSSAI, then the UE shall store the included allowed NSSAI together with the PLMN identity of the registered PLMN and the registration area as specified in subclause 4.6.2.2.
If the REGISTRATION ACCEPT message contains a configured NSSAI IE with a new configured NSSAI for the current PLMN and optionally the mapping of the configured NSSAI for the current PLMN to the configured NSSAI for the HPLMN, the UE shall store the contents of the configured NSSAI IE as specified in subclause 4.6.2.2.
If the UE included S1 mode supported indication in the REGISTRATION REQUEST message, the AMF supporting inter-system change with EPS shall set the IWK N26 bit to either:

a)
"interworking without N26 not supported" if the AMF does not support interworking procedures without N26 interface; or

b)
"interworking without N26 supported" if the AMF supports interworking procedures without N26 interface
in the 5GS network feature support IE in the REGISTRATION ACCEPT message.

The UE supporting S1 mode shall operate in the mode for inter-system interworking with EPS as follows:

a)
if the IWK N26 bit in the 5GS network feature support IE is set to "interworking without N26 not supported", the UE shall operate in single-registration mode;

b)
if the IWK N26 bit in the 5GS network feature support IE is set to "interworking without N26 supported" and the UE supports dual-registration mode, the UE may operate in dual-registration mode; or
NOTE:
The registration mode used by the UE is implementation dependent.
c)
if the IWK N26 bit in the 5GS network feature support IE is set to "interworking without N26 supported" and the UE only supports single-registration mode, the UE shall operate in single-registration mode.
The UE shall treat the received interworking without N26 supported indication for inter-system change with EPS as valid in the entire PLMN and its equivalent PLMN(s).

The network informs the UE about the support of specific features, such as IMS voice over PS session, emergency services or emergency services fallback, in the 5GS network feature support information element. In a UE with IMS voice over PS session capability, the IMS voice over PS session indicator, the emergency service support indicator, and the emergency services fallback indicator shall be provided to the upper layers. The upper layers take the IMS voice over PS session indicator into account when selecting the access domain for voice sessions or calls. When initiating an emergency call, the upper layers also take the IMS voice over PS session indicator, the emergency service support indicator, and the emergency services fallback indicator into account for the access domain selection.
The AMF shall set the EMF bit in the 5GS network feature support IE to:

a)
"Emergency services fallback supported in NR connected to 5GCN and E-UTRA connected to 5GCN" if the network supports the emergency services fallback procedure when the UE is in an NR cell connected to 5GCN or an E-UTRA cell connected to 5GCN;

b)
"Emergency services fallback supported in NR connected to 5GCN only" if the network supports the emergency services fallback procedure when the UE is in an NR cell connected to 5GCN and does not support the emergency services fallback procedure when the UE is in an E-UTRA cell connected to 5GCN;

c)
"Emergency services fallback supported in E-UTRA connected to 5GCN only" if the network supports the emergency services fallback procedure when the UE is in an E-UTRA cell connected to 5GCN and does not support the emergency services fallback procedure when the UE is in an NR cell connected to 5GCN; or

d)
"Emergency services fallback not supported" if network does not support the emergency services fallback procedure when the UE is in any cell connected to 5GCN.

The network informs the UE that the use of access identity 1 is valid in the RPLMN or equivalent PLMN by setting the MPS indicator bit of the 5GS network feature support IE to "Access identity 1 valid in RPLMN or equivalent PLMN", in the REGISTRATION ACCEPT message. Based on operator policy, the AMF sets the MPS indicator bit in the REGISTRATION ACCEPT message based on the MPS priority information in the user’s subscription context obtained from the UDM.
Upon receiving a REGISTRATION ACCEPT message with the MPS indicator bit set to "Access identity 1 valid in RPLMN or equivalent PLMN", if the UE is not in the country of its HPLMN, the UE shall act as a UE with access identity 1 configured for MPS as described in subclause 4.5.2, in all NG-RAN TAs of the registered PLMN and its equivalent PLMNs. The MPS indicator bit in the 5GS network feature support IE provided in the REGISTRATION ACCEPT message is valid until the UE receives a REGISTRATION ACCEPT message with the MPS indicator bit set to "Access identity 1 not valid in RPLMN or equivalent PLMN" or until the UE selects a non-equivalent PLMN. Access identity 1 is only applicable while the UE is in N1 mode.
If the UE has indicated "follow-on request pending" in REGISTRATION REQUEST message, or the network has downlink signalling pending, the AMF shall not immediately release the NAS signalling connection after the completion of the registration procedure.
If the Requested DRX Parameters IE was included in the REGISTRATION REQUEST message, the AMF shall include the UE specific DRX parameters IE in the REGISTRATION ACCEPT message. The AMF may set the UE specific DRX parameters IE based on the received Requested DRX Parameters IE and operator policy if available.
If:

a)
the UE’s USIM is configured with indication that the UE is to receive the Transparent container IE, the Transparent container IE is not included in the REGISTRATION ACCEPT message or the Transparent container IE does not successfully pass the integrity check (see 3GPP TS 33.501 [24]); and

b)
if the UE attempts obtaining service on another PLMNs as specified in 3GPP TS 23.122 [5] annex C;

then the UE shall locally release the established N1 NAS signalling connection.

If the REGISTRATION ACCEPT message includes the Transparent container IE and the Transparent container IE successfully passes the integrity check (see 3GPP TS 33.501 [24]):

a)
the UE shall proceed with the behavior as specified in 3GPP TS 23.122 [5] annex C; and
b)
if the UE attempts obtaining service on another PLMNs as specified in 3GPP TS 23.122 [5] annex C, then the UE may locally release the established N1 NAS signalling connection, otherwise the UE shall send a REGISTRATION COMPLETE message. If an acknowledgement is requested in the Transparent container IE of the REGISTRATION ACCEPT message, the UE acknowledgement is included in the Transparent container IE of the REGISTRATION COMPLETE message.
***** Next change *****
5.5.1.3.2
Mobility and periodic registration update initiation
The UE in state 5GMM-REGISTERED shall initiate the registration procedure for mobility and periodic registration update by sending a REGISTRATION REQUEST message to the AMF,

a)
when the UE detects entering a tracking area that is not in the list of tracking areas that the UE previously registered in the AMF;

b)
when the periodic registration updating timer T3512 expires;

c)
when requested by the CONFIGURATION UPDATE COMMAND message;
d)
when the UE in state 5GMM-REGISTERED.ATTEMPTING-REGISTRATION-UPDATE either receives a paging or the UE receives a NOTIFICATION message with access type indicating 3GPP access over the non-3GPP access for PDU sessions associated with 3GPP access;

e)
upon inter-system change from S1 mode to N1 mode;
f)
when the UE receives an indication of "RRC Connection failure" from the lower layers and has no signalling or user uplink data pending (i.e. when the lower layer requests NAS signalling connection recovery);

g)
when the UE changes the 5GMM capability or the S1 UE network capability or both;

h)
when the UE's usage setting changes;
i)
when the UE needs to change the slice(s) it is currently registered to;

j)
when the UE changes the UE specific DRX parameters;

k)
when the UE in state 5GMM-REGISTERED.ATTEMPTING-REGISTRATION-UPDATE receives a request from the upper layers to establish a PDU session for emergency services; or
l)
when the UE needs to register for SMS over NAS, indicate a change in the requirements to use SMS over NAS, or de-register from SMS over NAS.

If item b) is the only reason for initiating the registration procedure for mobility and periodic registration update, the UE shall indicate "periodic registration updating" in the 5GS registration type IE; otherwise the UE shall indicate "mobility registration updating".

If the UE indicates "mobility registration updating" in the 5GS registration type IE and the UE supports S1 mode, the UE shall:

-
set the S1 mode bit to "S1 mode supported" in the 5GMM capability IE of the REGISTRATION REQUEST message;

-
include the S1 UE network capability IE in the REGISTRATION REQUEST message; and

-
if the UE supports sending an ATTACH REQUEST message containing a PDN CONNECTIVITY REQUEST message with request type set to "handover" to transfer a PDU session from N1 mode to S1 mode, set the HO attach bit to "attach request message containing PDN connectivity request with request type set to handover to transfer PDU session from N1 mode to S1 mode supported" in the 5GMM capability IE of the REGISTRATION REQUEST message.

If the UE operating in the single-registration mode performs inter-system change from S1 mode to N1 mode and has one or more stored UE policy sections, the UE shall include the UPSI LIST TRANSPORT message (see annex D) in the Payload container IE of the REGISTRATION REQUEST message.
The UE in state 5GMM-REGISTERED shall initiate the registration procedure for mobility and periodic update by sending a REGISTRATION REQUEST message to the AMF when the UE needs to request the use of SMS over NAS transport or the current requirements to use SMS over NAS transport change in the UE. The UE shall include the SMS requested IE in the REGISTRATION REQUEST message as specified in subclause 5.5.1.2.2.

When initiating a registration procedure for mobility and periodic registration update for periodic registration update of 5GS services (i.e. the 5GS registration type IE is set to "periodic registration updating") and the requirements to use SMS over NAS have not changed in the UE, the UE shall not include the SMS requested IE in the REGISTRATION REQUEST message.

If the UE no longer requires the use of SMS over NAS, then the UE shall include the SMS requested IE in the REGISTRATION REQUEST message with the SMS requested bit set to "SMS over NAS not supported".

After sending the REGISTRATION REQUEST message to the AMF the UE shall start timer T3510. If timer T3502 is currently running, the UE shall stop timer T3502. If timer T3511 is currently running, the UE shall stop timer T3511.

If the last visited registered TAI is available, the UE shall include the last visited registered TAI in the REGISTRATION REQUEST message.

The UE shall handle the 5GS mobility identity IE in the REGISTRATION REQUEST message as follows:

a)
if the UE is operating in the single-registration mode, performs inter-system change from S1 mode to N1 mode, and the UE holds a valid 4G-GUTI, the UE shall include the 5G-GUTI mapped from the 4G-GUTI as specified in 3GPP TS 23.003 [4] in the 5GS mobility identity IE. Additionally, if the UE holds a valid 5G‑GUTI, the UE shall include the 5G-GUTI in the Additional GUTI IE in the REGISTRATION REQUEST message; and

b)
for all other cases, if the UE holds a valid 5G-GUTI, the UE shall indicate the 5G-GUTI in the 5GS mobile identity IE.
If the UE supports MICO mode and requests the use of MICO mode, then the UE shall include the MICO indication IE in the REGISTRATION REQUEST message.
If the UE wants to change the UE specific DRX parameters, the UE shall include the Requested DRX parameters IE in the REGISTRATION REQUEST message.
If the UE wants LADN information for either specific LADN DNN(s) or indicate a request for LADN information as specified in 3GPP TS 23.501 [8], the UE shall include the LADN indication IE in the REGISTRATION REQUEST message and:

-
request specific LADN DNNs by including a LADN DNN value in the LADN indication IE for each LADN DNN for which the UE requests LADN information; or

-
to indicate a request for LADN information by not including any LADN DNN value in the LADN indication IE.
If the UE is initiating the registration procedure for mobility and periodic registration update, the UE may include the Uplink data status IE to indicate which PDU session(s) have pending user data to be sent. If the UE has one or more active always-on PDU sessions and the user-plane resources for these PDU sessions are not established, the UE shall include the Uplink data status IE and indicate that the UE has pending user data to be sent for those PDU sessions. If the UE is located outside the LADN service area, the UE shall not include the PDU session for LADN in the Uplink data status IE.

When the registration procedure for mobility and periodic registration update is initiated in 5GMM-IDLE mode, the UE may include a PDU session status IE in the REGISTRATION REQUEST message, indicating which PDU sessions associated with the access type the REGISTRATION REQUEST message is sent over are active in the UE.
If the UE received a paging message with the access type indicating non-3GPP access, the UE shall include the Allowed PDU session status IE in the REGISTRATION REQUEST message indicating the PDU session(s) that the UE allows to re-establish over 3GPP access.

If the UE operating in the single-registration mode performs inter-system change from S1 mode to N1 mode, the UE:

a)
shall include the UE status IE with the EMM registration status set to "UE is in EMM-REGISTERED state" in the REGISTRATION REQUEST message;
NOTE 1:
Inclusion of the UE status IE with this setting corresponds to the indication that the UE is "moving from EPC" as specified in 3GPP TS 23.502 [9], subclause 4.11.1.3.3 and 4.11.2.3.
b)
may include the PDU session status IE in the REGISTRATION REQUEST message indicating the status of the PDU session(s) mapped during the inter-system change from S1 mode to N1 mode from the PDN connection(s) for which the EPS indicated that interworking to 5GS is supported, if any (see subclause 6.1.4.1); and
c)
shall include a TRACKING AREA UPDATE REQUEST message as specified in 3GPP TS 24.301 [15] in the EPS NAS message container IE in the REGISTRATION REQUEST message.

If the UE operating in the single-registration mode performs inter-system change from S1 mode to N1 mode and the UE has at least one PDN connection with active EPS bearer context(s) for which interworking to 5GS is supported as specified in subclause 6.1.4.1, the UE shall include the S-NSSAI(s) associated with the established PDN connection(s) for which interworking to 5GS is supported in the Requested NSSAI IE of the REGISTRATION REQUEST message.
The UE shall include the requested NSSAI containing the S-NSSAI(s) corresponding to the slices to which the UE wants to register and may include the mapping of requested NSSAI which is the mapping of each S-NSSAI of the requested NSSAI to the S-NSSAI(s) of the configured NSSAI for the HPLMN, if available, in the REGISTRATION REQUEST message. If the UE has allowed NSSAI or configured NSSAI for the current PLMN, the requested NSSAI shall be either:

a)
the configured NSSAI for the current PLMN, or a subset thereof as described below, if the UE has no allowed NSSAI for the current PLMN;

b)
the allowed NSSAI for the current PLMN, or a subset thereof as described below, if the UE has an allowed NSSAI for the current PLMN; or

c)
the allowed NSSAI for the current PLMN, or a subset thereof as described below, plus one or more S-NSSAIs from the configured NSSAI for which no corresponding S-NSSAI is present in the allowed NSSAI and those are neither in the rejected NSSAI for the current PLMN nor in the rejected NSSAI for the current PLMN and registration area combination.
If the UE has neither allowed NSSAI for the current PLMN nor configured NSSAI for the current PLMN and has a configured NSSAI not associated with a PLMN, the UE shall include the S-NSSAI(s) in the Requested NSSAI IE of the REGISTRATION REQUEST message using the configured NSSAI not associated with a PLMN. If the UE has no allowed NSSAI for the current PLMN, no configured NSSAI for the current PLMN, and no configured NSSAI not associated with a PLMN, the UE shall not include a requested NSSAI in the REGISTRATION REQUEST message.

The subset of configured NSSAI provided in the requested NSSAI consists of one or more S-NSSAIs in the configured NSSAI applicable to this PLMN, if the S-NSSAI is neither in the rejected NSSAIs for the current PLMN nor in the rejected NSSAI for the current PLMN and registration area combination.
The subset of allowed NSSAI provided in the requested NSSAI consists of one or more S-NSSAIs in the allowed NSSAI for this PLMN, if the rejected S-NSSAI(s) is added by the configuration update procedure and the S-NSSAI is neither in the rejected NSSAI for the current PLMN nor in the rejected NSSAI for the current PLMN and registration area combination.

NOTE 2:
How the UE selects the subset of configured NSSAI or allowed NSSAI to be provided in the requested NSSAI is implementation.

NOTE 3:
The number of S-NSSAI(s) included in the requested NSSAI cannot exceed eight.

If the UE initiates the mobility and periodic registration updating procedure upon request of the upper layers to establish a PDU session for emergency services or needs to prolong the established NAS signalling connection after the completion of the registration procedure for mobility and periodic registration update (e.g. due to uplink signalling pending but no user data pending), it shall set the "follow-on request pending" indication to 1.
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Figure 5.5.1.3.2.1: Registration procedure for mobility and periodic registration update

***** Next change *****
6.2.6
Local area data network (LADN)
The UE can receive the local area data network (LADN) information consisting of LADN DNNs and LADN service area (a set of tracking areas that belong to the current registration area) information during the registration procedure or the generic UE configuration update procedure (see subclause 5.5.1 and subclause 5.4.4).
The UE may request a PDU session establishment and modification or initiate the service request to re-establish the PDU session for LADN when the UE is located in the LADN service area. If the UE has moved out of the LADN service area, the SMF shall:

a)
release the PDU session for LADN; or
b)
release the user-plane resources for the PDU session for LADN;

according to operator's policy.
In case b):

-
if the UE has returned to the LADN service area, and the network has downlink user data pending, the network re-establishes the user-plane resources for the PDU session for LADN; and.
-
if the UE has not returned to the LADN service area after a period of time according to operator's policy, the SMF may release the PDU session for LADN.
When the UE moves to 5GMM-DEREGISTERED state, the UE shall delete the stored LADN information, if any.
NOTE:
In this release, LADNs apply only to 3GPP access.
***** Next change *****
8.2.6.1
Message definition
The REGISTRATION REQUEST message is sent by the UE to the AMF. See table 8.2.6.1.1.

Message type:
REGISTRATION REQUEST
Significance:

dual

Direction:


UE to network

Table 8.2.6.1.1: REGISTRATION REQUEST message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Extended protocol discriminator
	Extended Protocol discriminator

9.2
	M
	V
	1

	
	Security header type
	Security header type

9.3
	M
	V
	1/2

	
	Spare half octet
	Spare half octet

9.5
	M
	V
	1/2

	
	Registration request message identity
	Message type

9.7
	M
	V
	1

	
	5GS registration type
	5GS registration type

9.10.3.7
	M
	LV
	2

	
	ngKSI
	NAS key set identifier

9.10.3.29
	M
	V
	1/2

	
	Spare half octet
	Spare half octet

9.5
	M
	V
	1/2

	
	5GS mobile identity
	5GS mobile identity

9.10.3.4
	M
	LV
	5-TBD

	C-
	Non-current native NAS key set identifier
	NAS key set identifier

9.10.3.29
	O
	TV
	1

	10
	5GMM capability
	5GMM capability

9.10.3.1
	O
	TLV
	3-15

	2E
	UE security capability
	UE security capability

9.10.3.49
	O
	TLV
	4-6

	2F
	Requested NSSAI
	NSSAI

9.10.3.34
	O
	TLV
	4-74

	52
	Last visited registered TAI
	5GS tracking area identity

9.10.3.8
	O
	TV
	7

	65
	S1 UE network capability
	S1 UE network capability

9.10.3.44
	O
	TLV
	4-15

	40
	Uplink data status
	Uplink data status
9.10.2.53
	O
	TLV
	4-34

	50
	PDU session status
	PDU session status

9.10.3.40
	O
	TLV
	4-34

	B-
	MICO indication
	MICO indication
9.10.3.28
	O
	TV
	1

	2B
	UE status
	UE status

9.10.3.52
	O
	TLV
	3

	2C
	Additional GUTI
	5GS mobile identity

9.10.3.4
	O
	TLV
	TBD

	25
	Allowed PDU session status
	Allowed PDU session status

9.10.3.11
	O
	TLV
	4-34

	60
	UE's usage setting
	UE's usage setting

9.10.3.51
	O
	TLV
	3

	TBD
	Requested DRX parameters
	DRX parameters 

9.10.3.20
	O
	TBD
	TBD

	7C
	EPS NAS message container
	EPS NAS message container
9.10.3.22
	O
	TLV-E
	TBD

	xx
	Payload container
	Payload container
9.10.3.35
	O
	TLV-E
	4-65538

	Tbd
	LADN indication
	LADN indication
9.10.3.x
	O
	TLV-E
	3-811


Editor's note:
 The content of the REGISTRATION REQUEST message when a limited set of IEs including those needed to establish security in the initial message when it has no NAS security context is FFS.
***** Next change *****
8.2.6.x LADN indication
The UE shall include this information element if the UE wants LADN information for specific LADN DNN(s) or to indicate a request for LADN information.

***** Next change *****
9.10.3.x
LADN indication
The purpose of the LADN indication information element is to request the network for LADN information for specific LADN DNN(s) or to indicate a request for LADN information.
The LADN indication information element is coded as shown in figure 9.10.3.x.1 and table 9.10.3.x.1.

The LADN indication is a type 6 information element with a minimum length of 3 octets and a maximum length of 811 octets.

The LADN indication information element can contain a minimum of 0 and a maximum of 8 different LADN DNN values.
	8
	7
	6
	5
	4
	3
	2
	1
	

	LADN indication IEI
	octet 1

	Length of LADN indication contents
	octet 2

octet 3

	LADN DNN value 1
	octet 4*
octet a*

	LADN DNN value 2
	octet a+1*

octet b*

	…


	octet b+1*

octet g*

	LADN DNN value n
	octet g+1*

octet h*


Figure 9.10.3.x.1: LADN indication information element

Table 9.10.3.x.1: LADN indication information element
	Value part of the LADN indication information element (octet 4 to h):
The value part of the LADN indication information element consists of zero or more LADN DNN values. If the LADN indication information element conveys more than 8 LADN DNN values in this information element, the network shall consider the first 8 LADN DNN values and ignore the remaining octets of the information element. 

LADN DNN value:

LADN DNN value is coded as the length and value part of DNN information element as specified in subclause 9.8.3.15 starting with the second octet.
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