Page 1



3GPP TSG-CT WG1 Meeting #111bis
C1-184388
Sophia-Antipolis (France), 9-13 July 2018
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	24.501
	CR
	0144
	rev
	-
	Current version:
	15.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:

	Resolution of editor's note on other sub-states of state 5GMM-DEREGISTERED

	
	

	Source to WG:
	Huawei, HiSilicon

	Source to TSG:
	C1

	
	

	Work item code:
	5GS_Ph1-CT
	
	Date:
	2018-06-29

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	The sub-clause 5.1.3.2.1.3.8 contains an editor’s note on other sub-states of state 5GMM-DEREGISTERED, quote:

Editor's note:
Other substates of state 5GMM-DEREGISTERED are FFS, e.g. 5GMM-DEREGISTERED.REGISTRATION-NEEDED.
However, the specification already indicates that for the case, e.g., the access is barred due to unified access control when performing registration procedure for initial registration, the UE should perform this waiting procedure as soon as possible. Hence, similarly to TS 24.301 for the sub-state EMM-DEREGISTERED.ATTACH-NEEDED, there seems to be a need for a sub-state 5GMM-DEREGISTERED.INITIAL-REGISTRATION-NEEDED.

	
	

	Summary of change:
	The editor’s note is resolved so that a new substate 5GMM-DEREGISTERED.INITIAL-REGISTRATION-NEEDED is added for the case when a registration procedure for initial registration has to be performed as soon as possible (e.g., the access is barred due to unified access control or if the network rejects the N1 NAS signalling connection establishment).

	
	

	Consequences if not approved:
	Editor’s note remains in the specification with regards to other sub-states of state 5GMM-DEREGISTERED.
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***** Next change *****
5.1.3.2.1.3.8
5GMM-DEREGISTERED.eCALL-INACTIVE
The substate 5GMM-DEREGISTERED.eCALL-INACTIVE is chosen in the UE when:

a)
the UE is configured for eCall only mode as specified in 3GPP TS 31.102 [22];

b)
timer T3444 and timer T3445 have expired or are not running;

c)
a PLMN has been selected as specified in 3GPP TS 23.122 [5];
d)
the UE does not need to perform an eCall over IMS; and

e)
the UE does not need to perform a call to a non-emergency MSISDN or URI for test or terminal reconfiguration service.

NOTE:
Timers T3444 and T3445 are specified in 3GPP TS 24.301 [15].
In this substate, the UE shall not initiate any signalling towards the network, except to originate an eCall over IMS, or a call to a non-emergency MSISDN or URI for test or terminal reconfiguration service.


This substate is not applicable to non-3GPP access.
***** Next change *****
5.1.3.2.1.3.9
5GMM-DEREGISTERED.INITIAL-REGISTRATION-NEEDED
Valid subscriber data are available for the UE and for some reason a registration procedure for initial registration has to be performed as soon as possible. This substate can be entered if the access is barred due to unified access control, (see subclause 4.5.4) or if the network rejects the N1 NAS signalling connection establishment.

