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	Reason for change:
	According to TS 23.501 subclause 5.16.3.8.2:
It should be possible to provision UEs with the HPLMN SMS over NAS operator preferences on access selection for delivering SMS over NAS signalling.

Based on the SMS over NAS preference:

-
SMS is preferred to be invoked over 3GPP access for NAS transport: the UE attempts to deliver MO SMS over NAS via 3GPP access if the UE is both registered in 3GPP access and non-3GPP access.

-
SMS is preferred to be invoked over non-3GPP access for NAS transport: the UE attempts to deliver MO SMS over NAS via non-3GPP access if the UE is both registered in 3GPP access and non-3GPP access. If delivery of SMS over NAS via non-3GPP access is not available, the UE attempts to deliver SMS over NAS via 3GPP access.

It is proposed to create a new AT command to enable configuration of preferences regarding access selection (3GPP access or non-3GPP access) for MO SMS over NAS in 5GS. 
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***** First change *****
10.1.xx
5GS access selection preference for MO SMS +C5GSMS

Table 10.1.xx-1: +C5GSMS parameter command syntax

	Command
	Possible Response(s)

	+C5GSMS=[<access_pref>]
	

	+C5GSMS?
	+C5GSMS: <access_pref>

	+C5GSMS=?
	+C5GSMS: (list of currently supported <access_pref>s)


Description
The set command is used to specify the access preference that the MT will use to send MO SMS over NAS messages in 5GS.

The read command returns the currently selected access preference.

The test command returns the supported access preferences as a compound value.
Defined values

<access_pref>: integer type; indicates the access preference to use to send MO SMS over NAS messages.
0
3GPP access preferred, non-3GPP access is used if 3GPP access is not available
1
non-3GPP access preferred, 3GPP access is used if non-3GPP access is not available

Implementation
Optional.
This command is not applicable to UEs in GERAN, UTRAN or E-UTRAN. 
***** End of changes *****
